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WHEELING CORRUGATING COMPANY 


Orders are Accepted from Merchants Only 
on the Following Terms and Conditions: 

Thirty days prompt acceptance or note or two per cent discount from 
net amount of invoice it paid within ten days from date of shipment. NO 

DISCOUNT ALLOWED AFTER TEN DAYS. 

Bills not paid at maturity are subject to sight draft with exchange and 
cost of collection, without notice. 

Remittances should be made in New York, Chicago, St. Louis, Philadel- 
phia, Boston or Pittsburg exchange. If made by check, cost of collection 
should be added. 

Orders from patrons not favorably rated and not sending references will 
be shipped to our order, and sight draft with bill of lading attached will be 
sent through Bank for collection. 

Delays will be avoided if references are furnished with first inquiry or order. 

Claims for damage or shortage must be made upon receipt of goods. 
All shipments should be checked upon arrival and claims reported immediately 

We are not responsible for damage to goods in transit unless contract 
stipulates delivery at destination and then only when shipment is receipted 
for as “ damaged when received.” Claims for damage must be accompanied 
by paid freight bill showing railroad agents notation as damaged. 

Damaged material should not be removed from station under a clear re- 
ceipt, as this releases the Transportation Company from responsibility. 

If shipped as ordered, goods must not be returned without our consent. 
If damaged in returning, credit will not be allowed to a greater amount than 
their value. 

Returned goods should be accompanied by invoice and bill of lading. 

All orders are entered subject to delays from strikes, accidents and other 
causes beyond our control. 

Quotations are made subject to change without notice. 

Unless on special quotation all orders are entered at market price at the 
time they are received. 


WHEELING CORRUGATING COMPANY. 
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Rules of Measurement* 

The following is the basis upon which all quotations for Sheet Metal 
Building Materials are made : 

All Iron and Steel Roofing, Siding and Ceiling, except galvanized, 
kalamined and tinned are painted both sides, unless otherwise ordered, and 
sold by the square or square foot. Heavy gauge iron or steel is sold by the 
square or pound as preferred. 

A square consists of one hundred square feet calculated by the following 
rules : 

Corrugated Iron or Steel — Full width and length of sheets after corru- 
gated or formed. 

Y Crimped, Beaded, Weatherboard and Imitation Brick and Stone — Full 
length of sheet and actual covering width. 

Standing Seam (Pressed Standing Seam or Roll) — Actual covering width 
and full length are calculated t whether the sheets are connected by end locks 
and shipped in rolls or separate and shipped in bundles. 

Nails, Clips and Rivets, Wood Strips, Dry Paint, Cement and Ready 

Mixed Paints are sold by the pound, gallon or square (the amount generally 

required in applying a square.) They are not included in the price quoted 
for the Roofing, Siding and Ceiling, unless expressly stated, but when fur- 
nished are charged as separate items. 

Ridge Roll, Ridge Cap, Corrugated Wood Strips, Gorner Boards, 

Panel Strips, Window and Door Case Coverings, Moldings, Stilings, Etc., 

are sold by the lineal foot and charged as separate items when furnished. 
They are not included in prices quoted for Roofing, Siding and Ceiling. 

MAIL ORDERS. 

Careful attention given to all inquiries received by mail. Quotations 
made promptly when requested and estimates furnished when detailed meas- 
urements are given. 

Mail Orders receive our best attention, acknowledgement of order is 
made at once upon receipt and shipment follows as soon as possible. Quick 
shipments of all orders, is our aim. 


WHEELING CORR UGATING CO MPANY 


BLACK SHEETS. 

BRAND “ CRESCENT.” 

One Pass Cold Rolled Bessemer Steel Sheets in Merchant Sizes Nos. 14 to 30 
Gauges inclusive carried in y Gauge Plate and Tank Steel, 

Gauges, Weights, Etc., of Black Sheets. 

i , r» Msrrh 1 . 1893 . 


W eight in 

Ozs. per 

Sq. Ft. 

Decimal 

Parts of an | 
Inch 

Frac. 

of an 
Inch 

90 

.140825 

A 

80 

.125 

i 

70 

.109375 

* 

00 

.09375 

A 

50 

.078125 

ii 

45 

.0703125 

tSb 

40 

.0825 

A 

30 

.05825 

ilo 

32 

.05 

A 

28 

.04375 

i5o 

24 

.0375 

A 

22 

.034375 

sVo 

20 

.03125 

A 

18 

.028125 

slo 

18 

.025 

A 

14 

.021875 

sio 

12 

.01875 

ilo 

11 

.017875 

bVo 

10 

.015825 

A 

“9 

.0140625 


8 

.0125 

A 


Gauge 

No. 


10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 
21 
22 

23 

24 

25 
20 

27 

28 

29 

30 


Weight in 

Lbs. per 
Sq . Ft. 

5.025 

5. 

4.375 

3.75 

3.125 
2.8125 
2.5 

2.25 

2 . 

1.75 
1.50 

1.375 

1.25 

1.125 

1. 

.875 

.75 

.0875 

.825 

.5025 

.5 ; 


This Brand on 


4 Lhi 


Every Bundle. 


No. 16 and heavier, Blue Annealed. No. 17 and lighter, Box Annealed. 
Extras for Widths per 100 lbs. 

No. 17 and 18, over 20 in. to 36 in.. -None. No. 19-28, over 32 in. to 36in..lOc 
“ “ under 20 in. to 12 in. 5c 29 and 30, 32 » „ 

u » “ 12 “ “ 9“.. 10c 19 and lighter, under 24 to 12 ^ 

"■ 11 ** 12 ® 


Extras for Lengths per 100 lbs. 


.20c 

.10c 

.20c 


No. 16 and heav., under 40 to 30 in. . 5c. 

»» “ “ 30 “ 24 “ . 10c. 

No. 17 and 18 “ 24 “18 “ .15c. 

i‘ “ * 48 132 in. None 

“ “ over 132 in 10c. 

“ “ under 48 to 40 in. . 5c. 

Odd sizes in quantities of less than 4000 lbs. of an item, 15c per 100 lbs. 
Special Annealed Sheets 15c per 100 lbs. 

Pattern Sheets (exact size) 25c per 100 lbs. 

CIRCLES. 

No. 16 gauge and lighter. 4 to 36 in. diameter. 

Extras per 100 lbs, 

No. 24 gauge and heavier. 

50 per cent, over squares. 

37* “ " “ 

ti ti “ 


10c 

15c 


No. 17 and 18, under 40 to 24 in. . . 

tt tt “ 24 “ 18 “ .. 

No. 19 and lighter 60 to 120 in. . . . None 

“ over 120 to 144 in 10c 

“ under 60 to 30 in 10c 

»» “ 30 to 18 in 20c 


Diameter. 

4 to 8 in. 
9 to 13 “ 
13 to 19 “ 


No. 26 gauge and lighter. 

50 per cent, over squares. 
40 

ss : :: : 


WHEELING COR RUGATING COMPANY. 
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AN ACT ESTABLISHING A STANDARD GAUGE FOR SHEET 
AND PLATE IRON AND STEEL 


Number 

of 

Gauge 


0000000 

000000 

00000 

0000 

000 

00 

0 

1 

2 

3 

4 

5 

6 

7 

8 
9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 
21 
22 

23 

24 

25 

26 

27 

28 

29 

30 

31 

32 

33 

34 

35 

36 

37 

38 


Approximate 

thickness in 
fractions of an 
inch 

Approximate 

thickness in 
decimal parts of 
an inch 

Weight per 

square foot in 
ounces 
avoirdupois 

1-2 

.5 

320 

16-32 ' 

.46875 

300 

7-16 

.4375 

280 

13-32 

.40625 

260 

3-8 

.375 

240 

11-32 

.34375 

220 

6-lb 

.3125 • 

200 

9-32 

.28125 

180 

17-64 

.265625 

170 

1-4 

.25 

160 

15-64 

.234375 

150 

7-32 

.21875 

140 

13-64 

.203125 

130 

3-16 

.1875 

120 

11-64 

.171875 

110 

6-32 ’ 

.15625 

100 

9-64 

.140625 

90 

1-8 

.125 

80 

7-64 

.109375 

70 

3-32 

.09375 

60 

5-64 

.078125 

50 

9-128 

.0703125 

45 

1-16 

.0625 

40 

9-160 

.05625 

36 

1-20 

.05 

32 

7-160 

.04375 

28 

3—80 

.0375 

24 

11-320 

.034375 

22 

1-32 

.03125 

20 

9-320 

.028125 

18 

1-40 

.025 

16 

7-320 

.021875 

14 

3-160 

.01875 

12 

11-640 

.0171875 

11 

1-64 

.015625 

10 

9-640 

.0140625 

9 

1-80 

.0125 

8 

7-640 

.0109375 

7 

13-1280 

.01015625 

6J 

3-320 

.009375 

6 

11-1280 

.00859375 

5J 

5-640 

.0078125 

5 

9-1280 

.00703125 

4} 

17-2560 

.006640625 

4 

1-160 

.00625 

4 


Weight per 
square foot in 
pounds 
avoirdupois 


20.00 

18.75 

17.50 

16.25 
15. 

13.75 

12.50 

11.25 
10.625 
10 . 

9.375 

8.75 

8.125 * 

7.5 
6.875 

6.25 
5 625 
5. 

4.375 

3.75 

3.125 
2.8125 

2.5 
,2.25 
2 . 

1.75 

1.50 

1.375 

1.25 

1.125 

1. 

.875 

.75 

.6875 

.625 

.5625 

.5 

.4375 

.40625 

.375 

.34375 

.3125 

.28125 

.265625 

.25 


™ JUA y nrst » eigntecn Jiundred and ninctv-thrce th* 

S ^ aU be “ Sed in de ^rmining duties and taxes levfed by the United 
States of America on sheet and plate iron and steel. But this ac/shall no ^ 

C ° n SEc e 2 ThatThe S UtlC + S n ^^ r 9rtic1 ^ which may be imported, 
pare suitable^nda^S^rdancfheS . 15 and -^^topre- 

I hat m * he Poetical use and application of the standard gauge here 

Svid M^rch^lm 0 ' tW ° aDd ° ne haH PCr CCnt > Cither wa ^- -Ybeallowed. 


WHEELING CORRUGATI NG COMPANY. 


JUNIATA GALVANIZED SHEETS. 

BRAND “ CRESCENT.” 

Body— One Pass Soft Box Annealed and Cold Rolled Steel. 

Our Galvanized Sheets are Well Coated, Soft, Clean, Roller Levelled and 

True to Gauge. ... . , j 

Merchant Sizes, in Gauges No. 14 to 30 inclusive, carried in stock. Odd 

Sizes made specially. 




GAUGES AND WEIGHTS. 


Ga. j 

No. 

Ounces 

per 

Sq. Ft. 

14 

52* 

16 

42* 

18 

34* 

20 

26* 

22 

24 

22* 

18* 


Pounds 
per Sq. Ft. 


3.281 

2.656 

2.156 

1.656 
1.406 

1.156 


Ga. 

No. 

Ounces 

per 

Sq. Ft. 

Pounds 

per £q. Ft. 

26 

Hi 

.906 

27 

13* 

.8437 

28 

12* 

.7812 

29 

11* 

.7187 

80 

10* 

.6562 


STANDARD SIZES. 

Gauges Nos. 14 to 30 inclusive, 24, 26. 28 and 30 in. wide by 72, 84, 96 and 120 
in. long. 

Gauges 14 to 28 inclusive, 36 in. wide by 96 in. and 120 in long 
Extras for Widths per 100 lbs. 

No. 14-18 over 32 in. to 36 in. none. No. 18 and heav. under 24 in. to 12 in. 10c 

No. 19-30 “ 32 “ “ 36 “ 20c. No. 19 “ lighter “ 24 “ “ 12 ‘ 25c 

Extras for Lengths per 100 lbs. 

No 14-30 under 60 in. to 30 in. 10c. No. 14-30 over 120 in. to 144 in 20c 

Special Annealed Sheets, 15c per 100 lbs. 

Pattern Sheets (exact size) 25c per 100 lbs. . 

Note.— We cannot galvanize sheets wider than 36 in. or longer than 144 in. 

OLD STYLE GALVANIZED IRON. 

Our make of Old Style Galvanized Iron is the purest made in this country. 
No steel, either billet or scrap, is used. 

CIRCLES. 

No. 16 gauge and lighter. 4 to 36 inches diameter. 

Extras per 100 lbs. 

Diameter. No. 24 gauge and heavier. No. 26 gauge and lighter. 

9 to 13 in. 37£ “ “ «. «* 


WHEELING CORRUGATING COMPANY. 
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WEIGHTS OF GALVANIZED SHEETS OF VARIOUS GAUGES 

PER SHEET AND PER BUNDLE IN POUNDS. 


GAUGES 


14 


o « 

si 

1” 

J 

■a? 

'5.® 

go, 

4J 3 

fjj 
a 73 

1® 

J 

•SCO 
.£? *■« 

*3 « 
go< 

4§ 

Is 

3** 

fc ° 

1 

1* 

•3 « 

J-i ID 

w a 

W s 

|j 

J 

SS 

gOi 

1* 93 
(L’C 

^ e 
uj a 

ij 

a$ 

1® 

J 

•geo 

JS u 

£3 

Q. *0 

w a 
£ 3 
£« 

CO 

t- 

II 

24 x 72 
26 x 72 
28 x 72 
30 x 72 
36 x 72 

39.37 

42.65 

45.9 

49.2 

59. 

157 

170 

137 

147 

179 

4 

4 

3 

3 

3 

31.87 

34.5 

37.18 

39.84 

47.8 

159 

138 

148 

159 

143 

5 

4 

4 

4 

3 

25.87 

28. 

30.18 

32.34 

38.8 

155 

140 

150 

161 

155 

6 

5 

5 

5 

4 

19.87 

21.53 

23.18 

24.84 

29.8 

158 

150 

162 

149 

149 

8 

7 

7 

6 

5 

10.87 

18.28 

19.08 

21. 

25.3 

151 

146 
157 

147 
151 

9 

8 

8 

7 

6 

24 x 84 
26 x 84 
28 x 84 
30 x 84 
36 x 81 

45.9 
49.74 
53.58 
57.4 

68.9 

137 

149 

160 

172 

137 

3 

3 

3 

3 

2 

37.18 

40.2 

43.37 

46.48 

55.78 

148 

160 

173 

139 

107 

4 

4 

4 

3 

3 

30.18 

32.68 

35.2 

37.7 

45.28 

150 

163 

140 

150 

135 

5 

5 

4 

4 

3 

23.18 

25.1 

27. 

28.77 

34.78 

162 

150 

135 

144 

139 

7 

6 

5 

5 

4 

19.08 

21.3 

22.96 

24.6 

29.53 

157 

149 

160 

148 

147 

8 

7 

7 

6 

5 

24 x 96 
26 x 96 
28 x 96 
30 x 96 
36 x 96 

52.5 
56.8 
61.2 

65.6 
78.75 

157 

170 

183 

131 

157 

3 

3 

3 

2 

2 

42.5 

46. 

49.56 

53.2 

63.75 

170 

138 

148 

159 

127 

4 

3 

3 

3 

2 

34.5 

37.36 

40.23 

43.12 

51.75 

138 

149 

160 

172 

155 

4 

4 

4 

4 

3 

26.5 

28.7 

30.9 

33.12 

39.75 

159 

143 

154 

165 

159 

6 

5 

5 

5 

4 

22.5 

24.37 

26.24 

28.12 

33.75 

157 

146 

157 

140 

168 

7 

6 

6 

5 

5 

24 x 120 
26 x 120 
28 x 120 
30 x 120 
36 x 120 

05.62 

71.09 

76.56 

82. 

98.43 

131 

142 

153 

164 

198 

2 

2 

2 

2 

2 

53.12 

57.55 

61.98 

66.40 

79.69 

159 

172 

186 

132 

159 

3 

3 

3 

2 

2 

43.12 

46.72 

50.31 

53.90 

64.69 

129 

140 

L50 

161 

129 

3 

3 

3 

3 

2 

33.12 

35.88 

38.64 

41.40 

49.08 

165 

143 

154 

165 

149 

5 

4 

4 

4 

3 

28.12 

30.47 

32.81 

35.15 

42.18 

140 

L52 

104 

140 

168 

5 

5 

5 

4 

4 

GAUGES 


24 

26 

27 


28 



30 


24 x 72| 

26 x 72 
28 x 72 1 
30 x 72 
36 x 72| 

13.87 

15.03 

16.18 

17.34 

20.8 

152 

150 

145 

156 

145 

11 1 

10 

9 

9 

7 

10.87 

11.78 

12.68 

1 13.59 
! 16.3 

152 

153 
152 
149 
146 

14 

13 

12 

ii 

9 

10.12 

10.96 

11.81 

12.65 

15.18 

151 

153 

153 

151 

151 

15 

14 

13 

12 

10 

9.37 

10.15 

10.93 

11.71 

14. 

149 

152 

153 
152 

154 

16 

15 

14 

13 

11 

7.87 

8.53 

9.18 

9.84 

11.81 

150 

145 

146 

147 
153 

19 

17 

10 

15 

13 

24 x 84| 
26 x 84 
28 x 84 
30 x 84 
36 x 84| 

16.18 

17.52 

18.88 

20.23 

24.28 

145 

140 
151 

141 
145 

9 

8 

8 

7 

6 

12.68 

13.73 

14.79 

15.85 

1 19.30 

152 
15 i 
147 
158 
154 

12 

11 

10 

10 

8 

11.81 

12.78 

13.77 

14.76 

17.7 

153 

153 

151 

147 

159 

13 

12 

11 

10 

9 

10.93 

11.84 

12.75 

13.67 

16.4 

153 

153 

153 

150 

147 

14 

13 

12 

11 

9 

9.18 

9.93 

10.71 

11.48 

13.78 

146 

148 

149 
149 
151 

10 

15 

14 

13 

11 

24 x 96 
26 x 96 
28 x 96 
30 x 96 
36 x 96| 

18.5 

20. 

21.57 

23.12 

27.75 

148 

1'0 

150 

161 

166 

8 

8 

7 

7 

6 

1 14.5 

15.7 
16.9 
18.12 
| 21.75 

145 

157 

152 

144 

152 

10 

10 

9 

8 

7 

13.5 

14.02 

15.74 

16.87 

20.25 

148 

146 

157 

151 

162 

11 

10 

10 

9 

8 

12.5 

13.53 

14.57 

15.62 

18.75 

150 

148 

145 

156 

150 

12 

11 

10 

10 

8 

10.5 

11.37 

12.24 

13.12 

15.75 

157 

158 
146 
144 
157 

15 

14 

12 

11 

10 

24 x 120 
26 x 120 
28 x 120 
30 x 120 
36 x 120 ! 

! 23.12 

25.05 
20. 9^ 
28.90 
34.68 

161 

150 

161 

144 

173 

7 

6 

6 

5 

5 

| 18.12 
j 19.03 
21.14 
| 22.05 
| 27.18 

145 

157 
148 

158 
103 

8 

8 

7 

7 

6 

10.87 

18.28 

19.68 

21.09 

25.31 

151 

146 
157 

147 
151 

9 

8 

8 

7 

0 

15.62 

16.92 

18.22 

19.53 

23.43 

156 

152 

145 

156 

164 

10 

9 

8 

8 

7 

13.12 

14.21 

15.31 

16.4 

19.68 

157 

156 
153 
147 

157 

12 

11 

10 

9 

8 


NO ALLOWANCE FOR BANDS. 


WHEELING CORRUGATING COMPANY . 


Galvanized and Painted Roofings 
and Sidings* 


GAUGES 

The weights of Flat Blach Sheets are based on United 
States gauge approved by Congress March 3d, 1893, (see 
page 5). Section 3 of the act provides that in the practi- 
cal use and application of said gauges, a variation of two 
and one-half per cent, either way, may be allowed. 

The weight of Flat Galvanized Sheets is based on the 
weight of Blach Sheets and two and one-half ounces per 
square foot added for the increase caused by galvanizing. 

QUALITY. 

All of our Roofings and Sidings are made of good quality 
Steel Sheets and carefully inspected before leaving factory, 
and we guarantee them to be exactly as represented. 

We will be glad to make estimates of quantity and sizes 
required on receipt of dimensions or blue prints. 


WHEELING CORRUGATING COMPANY. 
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INSURANCE. 

As a rule, metal roofings reduce the rate of insurance fully one-third and 
in towns poorly equipped with fire fighting apparatus, as much as one-halt to 
two-thirds. As it is difficult to obtain satisfactory adjustments with fire in- 
surance companies in case of loss., builders should endeavor to mahe their 
buildings fire-proof. 

CARE OF ROOFS. 

As all the metals in common use for roofing will rust, it is necessary to 
protect their surface by a coating of durable character. Good paint is the 
cheapest effective coating, and should be renewed every two or three years. 

PAINTING. 

The quality of paint used by different manufacturers, as well as the 
method used in drying the painted sheets, is necessarily of the greatest im- 
portance to buyers and users of painted metal roofing and siding of all kinds. 

Good red paint is made by mixing a first class mineral with pure linseed 
oil and a little first class dryer ; just enough dryer to make the paint hard in 
about forty-eight hours. Linseed oil gives the paint its lasting quality. It is 
the most expensive part of the paint. In this fact lies the reason for many 
manufacturers lowering their costs by using substitutes for linseed oil and as 
much dryer as possible. 

The drying of painted sheets should not be forced, either by an excessive 
quantity of benzine dryer or steam heat. The unnatural forcing of the drying 
process is sure to result in badly painted material which will not last when 
exposed to the weather. 

Our paint is made from the best dry iron ore thoroughly mixed and 
ground in pure linseed oil, and with the minimum amount of the best quaky 
of dryer. 

Our Drying Rooms are of ample size to give the painted sheets forty- 
eight to seventy-two hours in which to dry. We believe that our cost of 
painting is higher than that of any other manufacturer of this material, on ac- 
count of the difference in the quality of our paint. It is our constant aim and 
endeavor to paint our sheets in the best manner possible, regardless of the 
cost of the materials used, as a poor quality of paint will not protect the best 
quaky of metal. 

We paint our roofings with one coat — the priming coat only. If two 
coats are applied and the sheets then bundled together, the roofing in most 
cases " sweats,” softening the paint and causing the sheets to stick together, 
making it difficult to separate them without damage. For this reason we will 
not paint roofing two coats before shipping. 

All painted metal roofings and sidings should be repainted as soon as ap- 
plied to protect any spots from which the paint has been scraped or rubbed 
in shipping or applying. Do not under any circumstances paint metal roofing 
or siding with any product of coal tar. Galvanized metal roofing and siding 
should be painted several weeks after being applied, as soon as it begins to 
slightly discolor. The paint adheres to the surface better when sheets are in 
this condition than when applied to fresh galvanizing. 
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WHEELING CORRUGATING COMPANY. 


CORRUGATED SHEETS. 


Galvanized or Painted Red for Roofing or Siding, made of Steel, Repiled Muck 
Iron or Pure Charcoal Iron Sheets. 

Sheet Metal in its strongest form is found in Corrugated Sheets, as the corru- 
gations stiffen the sheets to the highest possible degree. When applied over 
light, inexpensive framing it makes a cheap, substantial fire-proof building. 
They can be applied directly to building without first sheathing, if desired. 

We make fin., lj in., lj in., 2 in., 2£in.and 3 in. corrugations and can furnish 
all except X in. in sheets 5, 6, 7, 8, 9, 10 and 12 ft. X in. 8 ft. and shorter. Other 
sizes can be made and shipped promptly. We can also furnish sheets painted 
either White or Graphite. 

All Corrugated Sheets sold per 100 Sq. Ft. (called a square) with no allow- 
ance for laps. 



2b IN. CORRUGATED®SHEETS. 

Each Corrugation £ inch deep. Sheets when corrugated measure 26 in. wide 
and cover 24 in. from center to center of outside corrugations. 

Carried in stock in 5, 6, 7, 8, 9, 10 and 12 ft. lengths. 

Made in all gauges, No. 16 and lighter. 



Each corrugation £ in. deep. Sheets when corrugated measure 25 £ in. vide 
and cover 24 in. from center to center of outside corrugations. 

Carried in stock in 5, 6, 7, 8, 9, 10 and 12 ft. lengths. Made in all gauges, No. 
22 and lighter. 



| IN. CORRUGATED SHEETS, 


Each corrugation is f in. deep. Sheets when corrugated measure 25 in. wide 
and cover 24 inches from center to center of outside corrugations. 

Carried in stock in 5, 6, 7 and 8 ft. lengths. Made in all gauges, No. 24 and 
lighter. 

Suitable for siding (and when used this way should be applied over sheath- 
ing); also for interior side walls and ceiling. For inside work may be applied 
direct to rafters. 


WHEELING CORRUGATING COMPANY 
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CORRUGATED SHEETS. 

3 IN. CORRUGATED SHEETS. 

Each corrugation % inch deep, sheets 27 inches wide after corrugating and 
cover 24 inches lapping one corrugation. 

Made in all gauges No. 16 and lighter. 

Used for heavy structural work and for very large roofs. 

2 IN. CORRUGATED SHEETS. 

Each corrugation A inch deep, sheets 26 inches wide after corrugating and 
cover 24 inches lapping one corrugation. 

Made in all gauges No. 16 and lighter. 

Used in some sections of the country instead of 2 A inch and 1A inch, but is 
not nearly so popular. 



1 A IN. CORRUGATED SHEETS. 

Each corrugation % inch deep, sheets 23 K inches wide after •corrugating and 
cover 22 inches lapping one corrugation. » 

Made in all gauges No. 24 and lighter. 

The corrugations are very deep, and the sheets are used for making rolling 
Steel Shutters and Doors. 



3-16 IN. CRIMPED SHEETS. 


For Cornices and^Ornamental Iron" Work. 

3-16 in. cross corrugations, 24, 26, 28, 30 and 36’in. wide, in 8 ft. sheets. Other 
lengths furnished on special orders. Made in 26, 27 and 28 gauges. Put up in 
bundles, same as flat sheets. Galvanized and Painted Red, carried in stock. 
Painted White or Graphite to order. 

This material can be worked in a cornice brake and is generally used by cor- 
nice makers. It is also used for side walls and ceilings. 
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DIRECTIONS FOR APPLYING CORRUGATED SIDING 
TO WOODEN FRAMING. 

Begin at the bottom, running first row across the side, lapping one corruga- 
tion. Do NOT LET THE iron touch the ground.' Keep the corrugations plumb and 
in line. Put the second row on in the same manner, lapping ends of sheets down 
over first row. One inch is sufficient for the lap. Where used without sheath- 
ing boards the studding should be framed to measure from center to center to 
correspond with covering width of sheets ; or, if preferred, put the studding 
three or four feet apart and nail the sheets to the purlins, placing the purlins two 
feet apart and across the studding. Care should be taken to keep the siding a 
few inches from the ground, as shown in Fig. 6. 



Fig. 6. 


FOR APPLYING TO IRON FRAMING! 

The side laps should be riveted every eight to twelve inches and end laps on 
every other corrugation. To fasten the sheets to iron beams and purlins, a cleat 
of band-iron, X or X of an inch wide should be passed around the purlins or 
beams and riveted at both ends to the sheet. By contracting or pressing this 
cleat to web of I-beam oi purlins, a tight, secure fastening is made which allow 
for contraction and expansion of sheets. 


WHEELING CORRUGATING COMPANY. 
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Directions for Applying Corrugated Roofing to Wooden Framing. 

Begin to lay the sheets from the eaves, the first sheet covering the lower left 
hand corner, projecting one corrugation over the side and about three inches 

over the eave, as shown in Fig. 9. 
Hammer the projecting side corruga- 
tion against the side of the sheathing, 
nailing it in place. Nail across the 
eaves at the top of the alternate cor- 
rugations, driving the head of the nail 
to the iron only — do not indent the 
corrugation. PJace the second sheet 
to the right of the first, lapping one or 
one and one-half corrugations, and 
with same amount of eave projection. 
Nail the two sheets where they lap 
through the tops of the corrugations 
as shown in Fig 10, and about eight 
inches apart, and along the eaves on 
the first sheet. 

Proceed in this manner from left 
to right across the length of the roof, 
then begin at the left and lay the sec- 
ond row in the same manner, allowing 
the sheets to overlap the first row 
three to six inches according to the 
slope of the roof. Nail across the 
lower ends of the sheets in the second 
row about two inches from the end of 
the sheets, through both sheets. Use 
corrugated wood filler (Fig. 40) on 
each side of the comb or ridge of the 
roof, and over this place the ridge 
roll, as shown in Fig. 5 

With Nos. 26, 27 and 28 gauges, 
purlins or sheathing are recom- 

mended. 

Fig. 9. 

We do not advise 
the use of corrugated 
sheets on any roof of 
less pitch than three 
inches to the foot. 

Truss roofs should 
have not less than J or 
} pitch. 

Where the pitch of 
the roof is considera- 




Fig. 40. 



ble — for example, six 
inches to the foot — a 
lap of not less than three 
inches will suffice at the 
ends of the sheets. 

Where the pitch is less 
than three inches per foot 
we reccommend the use 
of our Self -Capping Roll 
Roofing, or Pressed Stand- 
ing Seam Roofing. 


Fig. 5. 
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DISTANCE BETWEEN SUPPORTS OF ROOF. 

No. 16 gauge can be used on purlins 7 to 9 feet apart. No. 18, 6 to 7 feet apart. 
Nos. 20 and 22, 4 to 5 feet apart. No. 24, 2 to 4 feet apart. No. 26, 27, 28 and 29' 
2 feet apart. 

Where Nos. 16, 18, 20, 22 or even 24 gauges are used, sheathing may be dis- 
pensed with. 

Directions for Ordering Standard 254 Inch Corrugated Sheets. 

First select the best lengths of sheets to fit the space, bearing in mind the end 
laps. On siding one inch lap will do, while for roofing nothihg less than three 




inches, and if a slight pitch, six inches. As each sheet lays just two feet wide, it 
is a simple matter to ascertain the number of sheets necessary to cover the space. 


WHEELING CORRUGATING COMPANY. 
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DISTANCE BETWEEN SUPPORTS OF ROOF. Continued. 

Then estimate the number of feet in our two and one-half (2J) inch corrugated 
sheets as follows : 

6 feet long, 13 square feet, lay 2 feet wide, selling measure 26 inches wide 
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On 1 X corrugated sheets figure as follows : 
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When necessary we can cut sheets in the middle and give half sheets of any 
of the above lengths. When we cut to odd inches, say 7 feet 9 inches, we charge 
for an 8-foot sheet. 

As no allowance is made for laps, the following table gives the number of 
feet necessary to cover one square. This table is based on using 96-in. sheets. If 
longer or shorter sheets are used the number of square feet necessary to cover one 
square will vary slightly: 


End laps ... 

1 in. 

2 in. 

3 in. 

4 in. 

5 in. 

6 in. 



feet 

feet 

feet 

feet 

feet 

feet 

Side lap, 1 

corrugation 

110 

111 

112 

113 

114 

115 

Side lap, 1} corrugations 

116 

117 

118 

119 

120 

121 

Side lap, 2 

corrugations 

123 

124 

125 

126 

127 

128 


Unless otherwise ordered, we ship 8-foot sheets. 

For a ridge roof building, fill out a diagram, like Fig. '7, and order ridge cap 
and corrugated wood filler if wanted. For a shed roof, fill out a diagram like 
Fig. 8, allowing for necessary projections at eaves, ends, etc. 


CORRUGATED ROOFING AS FIRE PROTECTION. 

The following is taken from “The Metal Worker” 

August 31st, 1907. 

“Many of the desirable features of corrugated steel roofing are lost sight of 
when comparing it with roofing materials of other kinds. In a recent fire con- 
suming the storehouse and barns of one of our subscribers, a building adjacent to 
a large storage warehouse filled with conbustible goods, had a corrugated iron 
roof laid on over old shingles. There had been an unusually long dry spell, but 
although long tongues of flame at times seemed to envelope the entire roof, and 
the heat was so great as to peel the galvanizing off, yet it resisted the fire, and in 
so doing, stayed the path of the flames which otherwise would have lain in ashes 
a prosperous business section. The corrugated iron by its very shape, maintains 
an insulated air space between the under side of the iron and the roof, and dur- 
ing a fire in all probability cool air passes from the eaves to the peak, thereby 
further preventing ignition with the wooden parts of the building. In this re- 
spect corrugated iron is far superior to tin, especially for farm buildings and 
other structures where the cost of frequent painting would not permit of so good 
a material as tin being used.” 
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CROSS CORRUGATED SHEETS. 

Manufactured especially for grain elevators, mills and high buildings, where 
there is liability of structure settling. 

2X in. corrugations carried in stock 28 in. wide. 45, 50, 56, 66, 77, 88, 100, 
110 and 132 inches long. Made in all gauges, 16 and lighter. 

IX in. corrugations carried in stock 28 in. wide. 44, 49, 55, 65, 76, 87, 99,109 
and 130 inches long. Made in all gauges, No. 22 and lighter. 

X in. corrugations carried in stock 28 in. wide. 44, 49, 55, 65, 76, 87, 99, 109 
and 130 inches long. Made in all gauges, No. 24 and lighter. 

Other sizes will be made promptly on special orders. 

CURVED CORRUGATED SHEETS. 



DOUBLE CURVED 


SINGLE CURVED. 

CURVED AWNING SHEETS. 

2 X or IX Corrugations. 

Strong, cheap, durable and easily applied. 



CURVED SHEETS FOR ROOFING, CEILING, ETC. 

For Tank and Cisterns these sheets, of any length, can be curved to any ra- 
dius. They can be riveted and soldered together, making a light, handsome rooi 
reservoir, a cheap, strong water tank or a clean, durable underground cistern. 


WHEELING CORRUGATING COMPANY. 
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CURVED CORRUGATED SHEETS. 



For ceiling vaults, cellars, underground passages and between the I beams in 
buildings of iron construction. 2 Yi inch and IX inch corrugations. Made in 
all gauges. 


DIRECTIONS FOR ORDERING. 

If for roofing, allow for projections. If for ceiling, give the distance between 
the webs of the I beams, rise of arch and length and number of spaces to be 
covered, 

Sheets 3 to 12 feet long can be curved to any desired radius, and in any 
gauge No. 16 and lighter. 

TO ASCERTAIN LENGTH OF A CURVED SHEET 
BY FOLLOWING TABLE. 

Rule Divide height by base, find quotient in column of heights, (see pages 
18 and 19) take length for that height opposite to it in next column on the right 
hand. Multiply length thus obtained by base and product will give length of 
sheet. 

Example— Find length of sheet, base (or span) being 100 inches, rise being 25 
inches. 

25 divided by 100 equals .25; and .25, per table, equals 1.15912, length of 
base, which multiplied by 100 equals 115.912, which is length of sheet. 
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TABLE FOR COMPUTING LENGTH OF CURVED SHEETS. 


Height 

Length 

Height 

Length I 

height | 

Length 1 

height 

Length 

.001 

.005 

.01 

.015 

.02 

.025 

.03 

.035 

.04 

.045 

.05 

.055 

.06 

.065 

.07 

.075 

.08 

.085 

.09 

.095 

.1 

.101 

.102 

.103 

.104 

.105 

.106 

.107 

.108 

.109 

.110 

.111 

.112 

.113 

.114 

.115 

.116 

.117 

.118 

.119 

.12 

.121 

.122 

.123 

.124 

.125 

.126 

.127 

.128 

.129 

.13 

.131 

.132 

.133 

.134 

1.00002 
1.00007 
1.00027 
1.00061 
1.00107 
1.00167 
1.00240 
1.00327 
1.00426 
. 1.00539 
1.00665 
1.00805 
1.00957 
1.01123 
1.01302 
1.01493 
1.01698 
1.01916 
1.02146 
1.02389 
1.02645 
1.02698 
1.02752 
1.02806 
1.0286 
1.02914 
1.0297 
1.03026 
1.03082 
1.03139 
1.03196 
1.03254 
1.03312 
1.03371 
1.0343 
1.0399 
1.03551 
1.03611 
1.03672 
1.03734 
1.03797 
1.0386 
1.03923 
1.03987 
1.04051 
1.04116 
1.04181 
1.04247 
1.04313 
1.0438 
1.04447 
1.04515 
1.04584 
1.04652 
1.04722 

.135 
.136 
.137 
.138 
.139 
.14 
.141 
.142 
.143 
.144 
.145 ! 

.146 
.147 
.148 
.149 
.15 , 

.151 
.152 
.153 
.154 
.155 
.156 
.157 
.158 
.159 
.16 
.161 
.162 
.163 ! 

.164 
.165 
.166 
.167 
.168 
.169 
.17 
.171 
.172 
.173 
.174 
.175 
.176 
.177 
.178 
.179 
.18 
.181 
.182 
.183 
.184 
.185 
.186 
.187 
.188 
.189 

1.04792 
1.04862 
1.04932 
1.05003 
1.05075 
1.05147 
1.0522 
1.05293 
1.05367 
1.05441 
1.05516 
1.05591 
1.05667 
1.05743 
1.05819 
1.05896 
1.05973 
1.06051 
1.0613 
1.06209 
1.06288 ! 
1.06368 
1.06449 
1.0653 
1.06611 
1.06693 
1.06775 

I 1.06858 

1 1.06941 

j 1.07025 
| 1.07109 

| 1.07194 
1.07279 
1.07365 
1.07451 
1.07537 
1.07624 
1.07711 
1.07799 
1.07888 
1.07977 
1.08066 
1.08156 
1.08246 
1.08337 

1 1.08428 

1.08519 
1.08611 
1.08704 
1.08797 
1.0889 
1.08984 
1.09079 
1.09174 
1.09269 

. .19 
.191 
.192 
.193 
.194 
.195 
.196 
.197 
.198 
.199 
.2 

.201 
.202 
.203 
.204 
.205 , 

.206 
.207 | 
.208 1 
.209 
.21 
.211 
.212 
.213 
.214 
.215 
.216 
.217 
.218 
.219 
.22 
.221 
.222 
.223 
.224 
.225 
.226 
.227 
.228 
.229 
.23 
.231 
.232 
.233 
; 234 

.235 
.236 
.237 
.238 
.239 
.24 
.241 
.242 
.243 
.244 

1.09365 
1.09161 
1.09557 
1.09654 
1.09752 
1.0985 
1.09949 
1.10048 
1.10147 
1.10247 
1.10348 
1.10447 
1.10548 
1.1065 
1.10752 
1.10855 
1.10958 
1.11062 
1.11165 
1.11269 
1.11374 
1.11479 
1.11584 
1.11692 
1.11796 
1.11904 
1.12011 
1.12118 
1.12225 
1.12334 
1.12445 
1.12556 
1.12663 
1.12774 
1.12885 
1.12997 
1.13108 
1.13219 
1.13334 
j 1.13441 
1.13557 
1.13671 

1 13786 
1.13903 
1.1402 
1.14136 
L 14247 
1.14363 
1.1448 
1.14597 
1.14714 
1.14831 
1.14949 
! 1.15067 

1 1.15186 

.245 

.246 

.247 

.248 

.249 

.25 

.251 

.252 

.253 

.254 

.255 

.256 

.257 

.258 

.259 

.26 

.261 

.262 

.263 

.264 

.265 

.266 

.267 

.268 

.269 

.27 

.271 

.272 

.273 

.274 

.275 

.276 

.277 

.278 

.279 

.28 

.281 

.282 

.283 

.284 

.285 

.286 

.287 

.288 

.289 

.29 

.291 

.292 

.293 

.294 

295 

296 

297 
r 298 
.299 

1.15308 

1.15429 

1.15549 

1.1567 

1.15791 

1.15912 

1.16033 

1.16157 

1.16279 

1.16402 

1.16526 

1.16649 

1.16774 

1.16899 

1.17024 

1.1715 

1.17275 

1.17401 

1.17527 

1.17655 

1.17784 

1 17912 
1.1804 
1.18162 
1.18294 
1.18428 
1.18557 
1.18688 
1.18819 
1.18969 
1.19082 
1.19214 
1.19345 
1.19477 
1.1961 
1.19743 
1.19887 
1.20011 
1.20146 
1.20282 
1.20419 
1.20558 
1.20696 
1.20828 
1.20967 
1.21202 
1.21239 
1.21381 
1.2152 
1.21658 
1.21794 
' 1.21926 

1.22061 
1.22203 
1.22347 
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LENGTHS OF CURVED SHEETS. (Continued.) 


Height 

Length 

Height 

Length 

( 

Heigh 

Length 

Height 

Length 

.3 

1.22495 

.35 

1.29997 

.4 

1.38322 

.45 

1.47377 

.301 

1.22635 

.351 

1.30156 

.401 

138496 

.451 

1.47565 

.302 

1.22776 

.352 

1.30315 

.402 

1.38671 

.452 

1.47753 

.303 

1.22918 

.353 

1.30474 

.403 

1.38846 

.453 

1.47942 

.304 

1.23061 

.354 

1.30634 

.404 

1.39021 

.454 

1.48131 

.305 

1.23205 

.355 

1.30794 

.405 

1.39196 

.455 

1.4832 

.306 

1.23349 

•356 

1.30954 

.406 

1.39372 

.456 

1.48509 

.307 

1.23494 

.357 

1.31115 

.407 

1.39548 

.457 

1.48699 

.308 

1.23636 

.358 

1.31276 

.408 

1.39724 

.458 

1.48889 

.309 

1.2378 

.359 

1.31437 

.409 

1.399 

,459 

1.49079 

.31 

1.23925 

.36 

1.31599 

.41 

1.40077 

.46 

1.49269 

.311 

1.2407 

.361 

1.31761 

.411 

1.40254 

.461 

1.4946 

.312 

1 24216 

.362 

1.31923 

.412 

1.40432 

.462 

1.49651 

.313 

1.2436 

.363 

1.32086 

.413 

1.4061 

.463 

1.49842 

.314 

1.24506 

.364 

1.32249 

.414 

1.40788 

.464 

1.50033 

.315 

1.24654 

.365 

1.32413 

.415 

1.40966 

.465 

1.50224 

.316 

1.24801 

.366 

1.32577 

• .416 

1.41145 

.466 

1.50416 

.317 

1.24946 

.367 

1.32741 

.417 

1.41324 

.467 

1.50608 

.318 

1.25095 

.368 

1.32905 

.418 

1.41503 

.468 

1.508 

.319 

1.25243 

.369 

1.33069 

.419 

1.41682 

.469 

1.50992 

.32 

1.25391 

.37 

1.33234 

.42 

1.41861 

.47 

1.51182 

.321 

1.25539 

.371 

1.33399 

.421 

1.42041 

.471 

1.51378 

.322 

1.25686 

.372 

1.33564 

.422 

1.42222 

.472 

1.51571 

.323 

1.25836 

.373 

1.3373 

.423 

1.42402 

.473 

1.51764 

.324 

1.25987 

.374 

1.33896 

.424 

1.42583 

.474 

1.51958 

.325 

1.26137 

.375 

1.34063 

.425 

1.42764 

.475 

1.52152 

.326 

1.26286 

.376 

1.34229 

.426 

1.42945 

.476 

1.52346 

.327 

1.26437 

.377 

1.34396 

.427 

1.43127 

.477 

1.52541 

.328 

1.26588 

.378 

1.34563 

.428 

1.43309 

.478 

1.52736 

.329 

1.2674 

.379 

1.34731 

.429 

1.43491 

.479 

1.52931 

.33 

1.26892 

.38 

1.34899 

.43 

1.43673 

.48 

1.53126 

.331 

1.27044 

.381 

1.35068 

.431 

1.43856 

.481 

1.53322 

.332 

1.27196 

.382 

1.35237 

.432 

1.44039 

.482 

1.53518 

.333 

1.27349 

.383 

1.35406 

.433 

1.44222 

.483 

1.53714 

.334 

1.27502 

.384 

1.35575 

.434 

1.44405 

.484 

1.5391 

.335 

1.27656 

. .385 

1.35744 

.435 

1.44589 

.485 

1.54186 

.336 

1.2781 

.386 

1.35914 

.436 

1.44773 

.486 

1 54302 

.337 

1.27964 

. .387 

1.36084 

.437 

1.44957 

.487 

1.54499 

.338 

1.28118 

.388 

1.36254 

.438 

1.45142 

.488 

1.54696 

.339 

1.28273 

.389 

1.36425 

.439 

1.45327 

.489 

1.54893 

.34 

1.28428 

.39 

1.36596 

.44 

1.45512 

.49 

1.5509 

.341 

1.28583 

.391 

1.36767 

.441 

1.45697 

.491 

1 55228 

.342 

1.28739 

.392 

1.36939 

.442 

1.45883 

.492 

1.55486 

.343 

1.28895 

.393 

1.37111 

.443 

1.46069 

.493 

1.55685 

.344 

1.29052 

.394 

1.37283 

.444 

1.46255 

.494 

1.55854 

.345 

1.29209 

.395 

1.37455 

.445 

1.46441 

.495 

1.56083 

.346 

1.29366 

.396 

1.37628 

.446 

1.46628 

.496 

1.56282 

.347 

1 29523 

.397 

1.37801 

.447 

1.46815 

.497 

1.56481 

.348 

1.29681 

.398 

1.37974 

.448 

1.47002 

.498 

1.5668 

.349 

1.29839 

.399 

1.38148 

.449 

1.47189 

.499 

1.56879 







.5 

1.57079 
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TABLE OF SHEETS PER SQUARE. 

(No Allowance for End or Side Laps.) 


To find the number of sheets in a given number of squares : Multiply the 
number of squares by the number set opposite the length of sheet desired in the 
column for the material wanted. The result is the number of sheets required. 



2i in. 

Corrugated 
26 in. wide. 

1} in. 

Corrugated 
25J in. wide. 

3 V Crimped 

and | in. 
Corrugated 
25 in. wide. 

V. C., P. s. s. 
Etc. 

24 in. wide. 

5 feet 

9.231 

9.505 

9.600 

10.000 

6 feet 

7.692 

7.921 

8.000 

8.333 

7 feet 

6.593 

6.789 

6.857 

7.143 

8 feet 

5.769 

5.941 

6.000 

6.250 

9 feet 

5.128 

5.381 

5.333 

5.556 

10 feet 

4.615 

4.752 

4.800 

5.000 

12 feet 

3.846 

3.961 

4.000 

4.167 

Odd feet 

46.1538 

47.5247 

. 48.0000 

50.0000 

Odd inches 

553.846 

570.2964 

576.0000 

600.0000 


If for odd lengths divide the numbers above by the length and multiply as 
before stated. If length is in inches, use the number for “ odd inches.” If in feet 
use “ odd feet.” For Steel Pressed Brick, Rock Faced Brick and Stone multiply 
number of squares by 8.6. 
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. V CRIMPED ROOFING. 

Galvanized or Painted. 

Galvanized and Painted Red carried in stock. Painted Graphite to order. 

Sheets are 24 in. wide from center to center of Crimps and 5, 6, 7, 8, 9, 10 and 
12 feet long. Made in all gauges, No. 24 and lighter. 

One hundred square feet 
per square. Allowance for side 
laps included. 

Fifty lineal feet of V Sticks 
shipped with each square. 

May be applied direct to 
framing over sheathing, or over 
old shingle roofs, with end laps 
of from four to six inches, ac- 
cording to the pitch of roof. 

THREE V CRIMPED ROOFING. 

Galvanized or Painted. 

Same as regular V Crimped, 
with the exception that it is 
made with a crimp running 
through the center of sheet. 

This center crimp stiffens' the 
sheet and prevents it from rat- 
tling in the wind. 

Sheets 25 in. wide from cen- 
ter to center of outside crimps. 

Squares calculated accordingly. 

Additional sticks for center crimp 10c per square extra. 

CORRUGATED V CRIMPED ROOFING. 



Galvanized or Painted. 

Combines all the good 
points of both Corrugated and 
V Crimped Roofings. Made with 
either 2K or 1 Y\ in. corruga- 
tions. 


TOOLS REQUIRED.— Sent Only When Ordered. 

1 Pr. Tinner’s Snips $150 One Jointer $ 50 

1 Mallet 25 Complete Set 2 25 

Note— Tools are loaned and must be returned free of expense to us when 
roof is complete. Always mark on shipping card, by whom returned, to insure 
proper credit 

PRESSED STANDING SEAM ROOFING. 

Galvanized or Painted. 

Galvanized and Painted Red carried in stock. Painted Graphite to order. 
Sheets are 24 in. wide from center to center of the seams and 5, 6, 7, 8, 9, 10 
and 12 feet long. Made in all gauges, No. 24 and lighter. One hundred square 
♦eet per square. Allowance for 
side laps included. One pound 
of Galvd. Side Cleats and one- 
fifth pound of End Cleats, 
shipped with each square. 

Should be applied on 
sheathing with end laps, if the 
roof has sufficient pitch, or if 
on a flat roof, with end locks 
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BEADED PRESSED STANDING SEAM ROOFING. 

Galvanized or Painted. 

The beads stiffen the sheets 
and prevent them from rattling 
in the wind, as well as improv- 
ing the general appearance, 
End locks may be turned on 
this roofing if desired. This 
roofing is applied the same in 
every respect as the Pressed 
Standing Seam Roofing. 

CORRUGATED PRESSED STANDING SEAM ROOFING. 

Galvanized or Painted. 

In this style of roofing is 
found combined all of the de- 
sirable features of both the 
Corrugated and the Pressed 
Standing Seam. On account 
of the corrugations this roof- 
ing cannot be applied with 
end locks turned; the ordinary 
end lap is therefore used. 

Made with either the 234 inch 
or IX inch corrugations. 

The method of applying is 
the same as for Pressed Standing Seam Roofing, except that instead of turning 
end locks in the sheets, they are overlapped four to six inches, according to the 
pitch of the roof. The comb is formed by placing a piece of corrugated wood 
filler between the seams on either side of the ridge, and applying ridge roll. 

TOOLS REQUIRED.— Sent Only When Ordered. 

1 Pr. Squeezing Tongs $1 50 1 Jointer $ 50 

1 Pr. Tinner’s Snips 1 50 1 Mallet 25 

Complete Set $3 75 

DIRECTIONS FOR APPLYING PRESSED STANDING SEAM ROOFING. 

Snip and turn the end locks with the jointer by bending one end of the sheet 
up and the other down. Commence laying at the right-hand corner and the eave of 
the building. Flatten the right-hand cap for the first course, and lay the left- 
hand cap to a chalk line. Let the bottom sheet project over the eave and the 
end of the building one inch or more, bending the projection down over and 
nailing to the end and eave of the building ; or, if there are fire walls, turn the 
sheet up four to six inches, nail securely and counterflash. Use two cleats on 
the ends and one every twelve or fourteen inches on the sides. 

Continue laying the sheets until the upper part of the roof is reached. If a 
comb roof, allow one inch on one side and two inches on the opposite side to 
form a standing seam along the ridge. 

Start the next course with the piece, if any, which was cut from the last 
sheet laid at the comb, with the flanges of the sheets overlapping the first course ; 
press it down, turn the ends of the cleats over and press the seam together with 
the tongs. The comb is made by turning up one side one inch and the other side 
two inches, first flattening the standing seams back from the comb six or eight 
inches. Anchor the one-inch side with cleats and turn the two-inch side over 
the one-inch. Press the seam thus formed with the tongs. 

If you use ridge roll, it will be unnecessary to make the allowance of three 
inches of metal from which to form the standing seam along the comb. In this 
case, finish the seams to the comb, nailing the ridge roll over them. Hips are 
made in the same way after cutting to the right angle. 
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ROLL ROOFING. 


Galvanized or Painted. 



Roll Roofing is put up in Rolls 50 ft. long, but we can furnifh 
rolls of any length up to 150 ft., when specially ordered. The sheets are 
joined together with a single lock. If ordered specially, the sheets will be 
“ snipped ” and double locked at the usual extra charge for double locking. 


SELF GAPPING ROLL ROOFING. 



Rolls 26 X in. wide contain 112 X sq. feet and cover one square, when applied 
with a 1 in. standing seam. 

Rolls 26 in. wide contain 108 X sq. ft. and cover one square, when applied 
with X in- standing seam. Made in all gauges, No. 24 and lighter. One pound of 
Galvanized Cleats is* furnished with each roll. Cleats should be placed 12 in. to 
14 in. apart. 

This roofing can be laid on any roof, flat or pitched. We particularly recom- 
mend it for roofs with a slight pitch, as the edges are easily turned. On roofs 
with very slight pitch double seams can be turned. 


TOOLS REQUIRED— Sent Only When Ordered 


$1 50 1 pair Seaming Tongs. . 

1 25 1 pair l£ in. Edging Tongs 

1 50 Complete Set 


$1 50 
1 25 
7 00 


1 pair Sqeezing Tongs. . . . 
1 pair 1 in. Edging Tongs 
1 pair Tinners Snips .... 


Note— Tools are loaned and must be returned free of expense to us when 
roof is complete. Always mark on shipping card, by whom returned, to insure 
proper credit. 
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» SELF-GAPPING ROLL ROOFING. 

DIRECTIONS FOR APPLYING. 

Unroll and cut off roofing the length of roof, allowing an inch for comb on 
one side and two inches on the opposite side, and an inch or more for flashing or 
turning down at eaves. Turn the outside edge of the first strip you lay down 
over barge board one inch, and nail. Turn the inside edge up one inch, then an- 
chor by using cleats nailed about 14 inches apart. 

Drive nails close to edge of roofing, as it holds more firmly. Turn up edge 
of the next strip 1 Yi inches and lay it up close to the one-inch edge of the first 
strip, turn down over the one-inch edge, fold the end of the cleat back over the 
top of seam and make same tight with tongs. 

The comb is made by flattening down the standing seam 6 to 8 inches from 
the comb, and then turning up the ends, on one side one inch and on the oppo- 
site side two inches. Anchor the one-inch side with cleats and turn the two-inch 
over the one-inch end. This makes a standing seam along the comb. If you use 
Ridge Roll, it is not necessary to allow the one inch and two inches on opposite 
sides of the comb. In this case finish the standing seams to the comb and nail 
the Ridge Roll over the comb. 


Hips are made in the same way after cutting to the right angle. 
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ROLL AND GAP ROOFING. 


Galvanized or Painted. 



Outside Cleats. Protected Cleats. 


Rolls 26 inches wide contain 108K square feet and cover one square when 
applied with a X inch standing seam. Made in No. 24 gauge and lighter. 

Outside Cleat, one pound of solid cleats and 25 separate caps, each 26 inches 
long, furnished with every roll. 

Protected Cleat, one pound of split cleats and 25 separate caps, each 26 inches 
long, furnished with every roll. 

CLOSED ENDS. 

We can furnish any of our Roll Roofing with the trimmings^packed inside 
and the ends closed with wooden heads, which protect the material in shipping 
and make a more convenient package for handling and storing. 

ROLL ROOFING PACKED IN SHEET IRON CASKS. 

We will pack any of our Roll Roofings, when requested, in sheet iron casks 
with wooden heads. This method of packing protects the material in shipping 
long distances, and is found especially desirable for export orders. 

TOOLS REQUIRED— Sent Only When Ordered. 

1 pair Squeezing Tongs $1 50 1 pair 1 in. Edging Tongs. . $1 25 

1 pair Tinner’s Snips 1 50 Complete Set 4 25 

Note — T ools are loaned and must be returned, free of expense to us, when 
roof is complete. Always mark on shipping card, by whom returned, to insure 
proper credit. 

ROLL AND GAP ROOFING WITH PROTECTED CLEATS. 

This roofing is applied with a split cleat which is bent down on each side of 
the seam; over the seam is slipped a separate cap which catches under the cleats 
and is held firmly in place. The seam is “squeezed,” making it perfectly tight 
and leaving the cleats wholly covered. This is a particularly good roofing. It 
is impossible for the caps to work free, and the cleats, being protected from the 
weather, are not liable to rust or loosen. 

DIRECTIONS FOR APPLYING ROLL AND GAP ROOFING 
WITH PROTECTED CLEATS. 

FIRST SIDE OF THE ROOFi 

Commence to unroll roofing at the top of the roof. Measure from the eaves 
to the comb, adding one inch for turning over at the eave, and one inch for tong- 
ing back at the comb. With the tongs turn up one inch along each side of a 
course. Draw a chalk line to get the first course straight, and commence laying 
at the right hand, if free to do so, for convenience in nailing. If against a frame 
building begin there, flash or turn up the roofiing six inches, and nail securely. 
If against a brick building, flash or turn up the roofing six inches, and nail at inter- 
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DIRECTIONS FOR APPLYING ROLL AND CAP ROOFING WITH PROTECTED 

CLEATS. Continued. 



vals into the joints between the bricks, then counterflash by cutting some strips 
of metal, wedging same into the joints of the bricks, and bending them down over 
the flashing. After the first course is laid to the chalk line, the cleats are nailed 
along the side every twelve or fifteen inches, or so as to average two cleats to 
each cap. 

N ext bend up a new course, place the same against the first course laid, and bend 
the prongs of the cleats right and left to receive the caps. Beginning with the 
wide end of the cap at the eave, slip the caps over the cleats as they are spread 
right and left, the small end of one cap passing into the wide end of the preced- 
ing cap three-fourths of an inch, and continue thus to the comb. Having finished 
putting on a course of caps, close the seams with the squeezing tongs. 

As directed, an extra inch of metal is allowed for the comb lock. Go along 
the comb and mallet over the standing seams, then tong the extra inch back, then 
cut some cleats from any waste material, hook them into the comb lock of each 
course and nail them to the sheathing. This done, you are ready for the 

SECOND SIDE OF THE ROOF. 

Begin laying the second side at the end of the building where the first side 
was finished. If, in proceeding, the standing seams come opposite the middle of 
• the course of the first side, it will be easier to make the comb. For making comb 
allow IK inches extra length to the courses. Notch the upper corners of each 
course lxX inch. Bend the X inch projection into the comb lock of the first 
side with the fingers, and squeeze them together with the tongs. 

Use same material for valleys. Shape the metal to the angle of the 
valley by forming it over a straight edge. Tong back one inch along each side of 
the valley; place it imposition and fasten with cleats. 

Into the lock of the valley hook the roofing sheets from above, mallet the 
joints closely and putty them well with Elastic Roofing Cement. 

Tin gutters are preferable, because the contraction caused by cold weather, 
acting on longer strips of metal, opens the seams, which, being fewer in number, 
must bear an increased strain. 

Keep the back or lock of the gutter higher than the eaves. 
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DIRECTIONS TOR APPLYING ROLL AND GAP ROOFING 
WITH OUTSIDE CLEATS. 



Directions for applying Roll and Cap Roofing with Outside Cleats are the 
same as for Roll and Cap Roofing with Protected Cleats, except the cleating and 
capping, which is clearly illustrated in the above cut. 

The cleat is bent down over the standing seam, the cap is then placed over 
the seam and cleat, then turn the cleat back over the cap and tighten the seam 
with squeezing tongs. 
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BEADED SHEETS. 

Galvanized or Painted. 



3-16 INCH CORRUGATED BEADED CEILING AND SIDING 

Galvanized, Painted Red and Painted White carried in stock. Painted Graph- 

ite to order. 

24 in. wide from center to center of outside beads. Sheets 5, 6, 7, 8, 9 and 
10 feet long. Made in all gauges, No. 24 and lighter. 100 square feet per square. 
Allowance for side laps included. 

The ft in. cross crimping prevents buckles, renders the sheets stiffer and adds 
much to their appearance. They may be applied over sheathing direct to fram- 
ing, or on strips if used for ceiling. 


STEEL WEATHERBOARDS. 

Galvanized or Painted. 



WEATHERBOARD SIDING. 


Galvanized and Painted Red carried in stock. Painted Graphite to order. 

Cover 24 in. in width. Sheets 5, 6, 7, 8, 9 and 10 ft. long Made in s 
gauges, No. 26 and lighter. 100 square feet per square. Allowance for side la 
included. 

These sheets may be applied direct to framing or over sheathing. 
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BRICK AND STONE SIDING. 

Galvanized or Painted. 

Galvanized and Painted Red carried in stock. Painted Graphite or Stone Color 

to order. 

PRESSED BRICK SIDING. 

Made in all gauges, 24 and lighter. 
Size of Sheet, 28x60 in. 

No. of Sheets per sq., 8 X 6 0 . 

Size of Brick, 2fx8j in. 



ROCK FACED BRICK SIDING. 

Made in all gauges, 24 and lighter. 

Size of Sheet, 28x60 in. 

♦ 

No. of Sheets per sq. 8^. 

Size of Brick, 2fx8j in. 


l r ?W 'THl '-**** 1 w ? #" WIT 







, STONE SIDING, 

Made in all gauges, 24 and lighter. 
Size of Sheet, 28x60 in. 

No. of Sheets per sq. 8 x e 0 . 

Size of Stone, 7x12 in. 


Can be applied by any mechanic, lays perfectly smooth, and after being 
painted is a good ^imitation and substitute for brick or stone. 


Costs no more than the best wood siding and 
about one-fifth that of brick. In beauty of appear- 
ance, durability, cheapness, and as a protection 
against fire, we claim this siding has no equal. 
Most Insurance Underwriters give this style of 
covering the same rating as brick or stone. 

Pilaster — Length 52 in., Width 22 in.; Size of 
Stone 6|xl0 in. 

Corner Finish — Length 43i in., Width 23 in. 
Size of Stone IOJxIOJ in. 




Pilaster. 


Corner Finish. 
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PLAIN RIDGE ROLL. 

Galvanized or Painted. 10 Foot Lengths. 
Style A. Plain. 






Style B. With Special Nailing Flange. 


List prices per lineal foot. A and B same price. 

Size of Rolls 1 in. 1| in. 1J in. 2 in. 2$ in. 

Girt 6 in. 7 in. 8 in. 10 in. 12 - in. 

Galvanized 13c 14c 16c 19c 23c 

Painted 11c 12c 14c 17c 21c 

If size is not specified we send two inch. % 

If quality is not specified we send galvanized. 

ANGLE RIDGE GAP. 

Galvanized or Painted. 10 Foot Lengths. 

. Style A. Plain. 

- _ _ — 

- 


'6 in. 
15 in. 
28c 
26c 





Style B. With Special Nailing Flange. 


mm 

- c "C- o ■' vSs5SSSC«K'-lS 




Size of Apron 

Girt 

Galvanized 

Painted 


List prices per lineal foot. 
3 in. 

6 in. 

13c 

11c 


3£ in. 
7 in. 
14c 
12c 


CORRUGATED RIDGE ROLL. 


Galvanized or Painted. 2 \ and 1J in. Corrugations. 





2 \ inch Corrugated Ridge Roll, 14 inch Girth, 10 foot pieces 
2 \ “ _ “ “ “ 21 “ “ 28 inch “ 


4 in 
8 in 
16c 
14c 
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CORRUGATED WOOD FILLER. 


For 2% in. Corrugations only, 1% in. thick, 3 in. wide, 64 in. long 

Corrugated Side Wall Flashing. Galvanized or Painted. 


4 in Face. 1 in. Return. 

List prices per lineal foot. 

Galvanized * 25c 

Painted 23c 

We can make any size Corner Cap and Corner Board desired if measurements 
and details are sent us. 


2 in. Roll. 3 in. Apron. 

List prices per lineal foot. 

Galvanized 19c 

Painted 17c 

Corner Board. Galvanized or Painted. 10 foot lengths. 


2 Yi orlX inch Corrugations. 

12 in. Girt, 4 in. return. 7 Yi in. Face of 3 Corrugations, 10 ft. lengths. 

Corrugated End Wall Flashing. Galvanized or Painted. 


2 K or 1 Y\ inch Corrugations. 

12 in. Girt, 4 in. return, 8 in. Face, 28 in. lengths. 

Corner Gap. Galvanized or Painted. 10 foot lengths. 
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GRAPHITE PAINT. 


Dry, Mixed or Paste. 

We use the best American Graphite. One gallon of our Graphite mixed 
paint covers about 800 square feet. It is unaffected by Salt Air, Sulphur, Am- 
monia, Chemical Fumes, Alkali or any solution known to chemistry, and has no 
equal for Metal Roofs, Iron Bridges, Smoke Stacks, etc. 

DRY IRON ORE PAINT. 

Color, Dark Red. 

We make and use this paint. It is pure. Furnished in 
barrels, kegs and sacks. For metal roofs, factory, farm and 
railroad buildings, freight cars, fences and iron work of all 
kinds. 

READY MIXED PAINT. 

In Barrels and Kits. 

gallon of our mixed paint covers 400 




One 




square feet with a good heavy coat. 

Made from best dry iron ore paint and pure 
linseed oil. 

PASTE PAINT. 

Ground in Oil. 

Requires only half as much oil to prepare for use 
as the dry paint. 

Made from the best dry iron ore paint and pure lin- 
seed oil. 

MOORE’S JAPAN THINNER 
AND DRYER. 

For Mixing Roof Paints. 

We make this and use it exclusively 
in mixing our Roofing and Ceiling Paints. 

The principal points are : 

1. Quality, durability and easy working. 

2. When mixed with good pigment, ground in linseed oil 
it dries solid without tack. 

3. It is free from sediment. 

4. It is always reliable in any climate or temperature. 

A trial according to directions will convince customers of these facts. 

DIRECTIONS FOR USE OF JAPAN THINNER. 

To 20 pounds of dry material add one gallon of linseed oil thoroughly mixed 
Thin to a proper consistency with Moore’s Japan Thinner and Dryer. 

Use Moore’s Japan Thinner for tin roofing, spouting and all tin work. 4 

PURCELL'S ELASTIC ROOFING CEMENT. 

Packed in 12#, 25 and 100 Pound Boxes. 

For pointing up and preventing leaks in Metal Roofs, around chimneys, 
copings, skylights, gutters, cupolas, dormer windows, slate, stone, brick and wood. 

Iron, Tin, Shingle and Slate Roofs can be made absolutely and permanently 
watertight by use of Elastic Roof Cement. It is very adhesive, sticks to any- 
thing. Will not crack in summer or winter, and is easily applied with knife or 
trowel 

PECORA ROOFING CEMENT. 


Packed in 5, 10 and 25 lb. cans, 
exposed to extreme heat or cold. 


It is very adhesive and will not crack when 
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LEAD WASHERS. 

Lead Washers when used as indicated in cut below, make an absolutely water- 
tight joint on any surface, whether concave, convex or flat ; they also prevent rust 
forming underneath the nail-head, and the head of the nail from cutting into the 
sheet, making a more durable job. 


About 325 Lead Washers to the pound. 

One- third pound sufficient to apply one square. 



RED ROSIN SIZED SHEATHING. 
TARRED SLATERS' FELT. 


36 inches wide. 

500 square feet perjRolL 



34 


WHEELING CORRUGATING COM PANY. 


CRESCENT METAL LATH. 


A NECESSITY IN MODERN BUILDING. 



[Patented.] 

Made of steel sheets ft inch crimped and beaded every IX inches to give the 
necessary stiffness to the sheet. 

The openings are of ample width to allow an easy passage to the plaster un- 
der pressure, aid are guarded by an arch of metal, which prevent* the plaster 
from going through too freely, and which forms a solid and substantial key. 

This arch also adds to the stiffness of the sheet. _. . 

This lath is coated on both sides with our special anti-rust coating. The ad- 
vantage of using a strong, fire-proof, water-proof and vermin-proof lathing is so 
apparent that it at once recommends itself to the architect and owner. 

PP Crescent Metal Lath possesses all the advantages of all other kinds of metal 
fire-proofing, while its design is such that it entirely does away with all the ob- 

iectionable features found in other makes. ^ • 

It is easily and quickly applied, and can be coated so rapidly and econom - 
cally, allowing absolutely no waste of plaster, that it stands in high favor with 

the contractor and mechanic. . „ . ... , 

This lath is not expanded metal— the sheet possesses the full strength of the 

steel. 
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WHEELING jOLD STYLE ROOFING PLATES. 


Helen. 



eOEkECfl 


Re-dipped, Old Style Palm Oil Finished 
Coating 20 lbs. 

Sizes, 20x^8 and 14x20. 

IC Net Weight 225 lbs., per case of 112, 
IX “ “ 285 “ “ “ 



XX made on special orders. 
No wasters sold. 


Temes. 


20x28 in. Sheets. 

(( U II 


Every sheet Resquared and Stamped with Name, Gauge and Weight of Coating. 

Mary. 

Re-dipped, Old Style Bright Finished Temes. 

Coating 20 lbs. 

Sizes, 20x28 and 14x20. 

IC Net Weight 225 lbs., per case of 112, 20x28 in. Sheets. 

IX “ “ 285 “ “ “ “ “ “ “ 

XX made on special orders. 

No wasters sold. 

Every sheet Resquared and Stamped with Name, Gauge and Weight of Coating. 

Nina. 


^\ (§*©(§)£> 

o© # 

(§Lg®(L(g@<^ 


0® (L©@. 


Old Style Bright Finished Temes. 

Coating 16 lbs. 

Made in IC only. 

Sizes, 20x28 and 14x20. 

IC Net Weight 211 lbs. per case of 112, 20x28 in. Sheets, 
No wasters sold. 


Every sheet Resquared and Stamped with Name, Gauge and Weight of Coating. 

Dorcas. 




4F 0© 
BSOJUS 


New Method Bright Finished Temes. 

Coating 12 lbs. 

Made in IC only. 

Sizes, 20x28 and 14x20. 

IC Net Weight 207 lbs., per case of 112, 20x28 in. Sheets. 
No wasters sold. ' 


Every sheet Resquared and Stamped with Name, Gauge and Weight of Coating. 


Klea. 



0@kB§ 


New Method Bright Finished Temes. 

Coating 10 lbs. 

Made in IC only. 

Sizes, 20x28 and 14x20. 

IC Net Weight 205 lbs., per case of 112, 20x28 in. Sheets. 
No wasters sold. 


Every sheet Resquared and Stamped with Name, Gauge and Weight of Coating. 
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COMMON TERNE ROOFING PLATES. 

These plates are Worcester Grade, made from best quality of 
soft steel. They are carefully assorted and clean. 

Shipped Stamped if order so specifies. 

Eleanor. 

Oil Finished. Full Weight. Evenly Coated. 

Coating 8 lbs. 

Sizes, 20x28 and 14x20. 


IC Net Weight 216 lbs. per case of 112, 20x28 in. Sheets. 

*<3 UvS u « « « » “ “ 

g(L(I&K)®(3 IX 
©U3S 


XX made on special orders. 


If order so stipulates, will Resquare and Stamp with Name, Gauge and 
Weight of Coating. 

Manchester. 

Bright Finished. Full Weight. Evenly Coated. 

Coating 8|lbs. 

Sizes, 20x28 and 14x20. 

IC Net Weight 216 lbs. per case of 112, 20x28 in. Sheets. 

0© IX u « 272 “ “ “ “ “ “ 

© (L©S XX made on special orders. 

If order so stipulates, will Resquare and Stamp with Name, Gauge and 
Weight of Coating. 

Wylie. 




,O)0. 


0© ® 


Oil Finished. 200jlb “ Evenly Coated. 
Coating 8 lbs. 

Made in one weight only. 

Sizes, 20x28 and 14x20. 




WVdOE IC Net Wci ^ ht 200 lbs * pcr casc of 112, 20x28 in ‘ Shcets * 

©[LBS 

If order so stipulates, will Resquare and Stamp with Name, Gauge and 
Weight of Coating. 

Wetzel. 

Bright Finished. 200 lbs. Evenly Coated. 

^ Coating 8 lbs. 

D Made in one weight only. 

0 © Sizes, 20x28 and J.4x20. 

WEITSEt L IC Net Weight 200 lbs. per case of 112, 20x28 in. Sheets. 

© (LBS 

If order so stipulates, will Resquare and Stamp with Name, Gauge and 
Weight of Coating. WASTERS. 

We assort our Plates with the utmost care and our Wasters run 
very much better than the average. 

Boyd— Made in the same sizes and weights as Eleanor. 

Manning— Made in the same sizes and weight as Wylie. 
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W. C. CO/S GENUINE OLD STYLE CHARCOAL IRON 
PALM OIL FINISHED TERNES. 



A IC 25 lbs. Coating, Net Weight 233 lbs. per case 112, 20x28 in. Sheets. 

A IX 25 “ “ “ “ 290 “ “ “ “ “ “ 

AAAA IC 40 “ “ “ “ 248 “ “ “ “ *» »» 

AAAA 1X40 “ “ “ “ 305 “ » » » » 

Every sheet Resquared and Stamped with Brand, Gauge and Weight of Coat- 
ing and Guaranteed to be made from Genuine Knobbled Charcoal Iron Blooms, 
hammered, re-hammered, rolled into bars and then into soft black plate 
A WRITTEN GUARANTEE IS PLACED IN EACH BOX. 

LONG TERNE SHEETS. 

Brand "Crescent.” 


Bright Finished. Sometimes called Kaiamined. 

For making Eaves Trough, Conductor Pipe and many other purposes. 
Coatings are based on 112, 20x28 in. sheets. 

Made 8-12-20-30 and 40 Pound Coating in 30-28-27 and 26 Gauges. 
Sheets 30x96 in 26-28 and 30 Gauges carried in stock. 



Carload lots shipped banded in bundles of about 150 lbs. each. Less than 
carloads shipped banded and crated in crates of about 250 lbs. Will ship band- 
ed, but not crated, if requested. 


Fifty cents will be charged for crating orders of less than 250 lbs. 

We pride ourselves on the quality of our Long Teme Sheets. They are made 
on a specially constructed pot, which is used for running Long Ternes exclu- 
sively. 


LIMIT OF SIZES. 

10 to 12 lb. coated 24 to 36 in. x 72 to 120 in. 

20, 30 and 40 lb. coated 24 to 30 in. x 72 to 120 in. 

Extras Sheets narrower than 24 in. 20c per 100 lbs. 


40 


WHEELING CORRUGATING COMPANY. 


WHEELING CHARCOAL BRIGHT TIN PLATES. 

Made from Best Soft Steel. 

Each “ A ” signifies an additional quantity of Coating. 

Grades the same as American Sheet and Tin Plate Co.'s, and compare with 
foreign grades as follows : 


Wheeling A Equal to Allaway grade. 

Wheeling A A Betweei* Alla way and Melyn grades. 

Wheeling AAA Equal to Melyn grade. 

Wheeling AAAA Equal to Calland grade. 


Stock sizes, 20x28 and 14x20. 

Weights — IC, 216 lbs.; IX, 272 lbs.; IXX, 157 lbs.; IXXX, 178 lbs.; IXXXX, 
199 lbs. per box. 

IC and IX packed 112 sheets 20x28 per case. IXX, IXXX and IXXXX packed 
56 sheets per case. 


•WHEELING GOKE TIN PLATES. 

Made from Best Soft Steel. 

Stock sizes 20x28 and 14x20. 

Gauges carried in stock-80 lb.; 85 lb.; 90 lb.; 95 lb.; 100 lb.; IC, 107 lb.; IXL, 
128 lb.; IX, 135 lb, 

Odd sizes furnished in lots of not less than 25 base boxes of a size. 

Coke Wasters sold as accumulated. As we assort our Coke Plates very care- 
fully, the wasters are much better than the average. 

COKE TIN PLATES-HEATER PIPE SIZES. 

We carry the following in stock, packed 112 sheets per box : 


Size of Sheets 

20x23 
20x26 K 
20x29 K 
20x32 K 
20x36 
20x39 


Size of Pipe 

7 inch 

8 inch 

9 inch 

10 inch 

11 inch 

12 inch 


ICL Net Weight 

165 

190 

211 

233 

258 

290 


IX Net Weight 

223 

257 

285 

314 

360 

377 


Proportion 
to 20x28 

.8214 

.9464 

1.0536 

1.1607 

1.2857 

1.3929 


STANDARD WEIGHTS AND GAUGES OF TIN PLATES. 

Trade Term 561b. 60 1b. 65 1b. 70 1b. 751b. 80 1b. 851b. 90 1b. 951b. 100 1b. 

Nearest Wire * __ _ . „ ^ 

Gauge No 38 37 35 35 34 33 32 

Weight sq. ft., lbs. .257 .275 .298 .322 .345 

Wt. box 14x20, lbs. 56 60 65 70 75 


33 

.367 

80 


.390 

85 


[31 

.413 

90 


[31 30i 
.436 .459 
95 100 


IXL 

28 


IX 

28 


27 


Trade Term 1C 

Nearest Wire Gauge No. . 30 

Weight, square ft., lbs 491 .588 .619 .712 

Weight, box, 14x20, lbs . . 107 128 135 155 


IXX IXXX IXXXX IXXXXX 


26 

.803 

175 


25 

.895 

195 


24 

.987 

215 
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CONTINUOUS ROLL TIN ROOFING. 

Made from all grades of our roofing plates. 
Ready to put on,the roof without further preparation. 



Put up 27, 28 and 31 sheets 20x28 to the roll; with seams single locked and 
soldered; double locked and soldered; or with either single or double locked 
seams not soldered. 

The rolls are straight, tightly locked and well soldered; nothing but W. C. 
CO.’S Warranted Half and Half Solder is used for this work and is applied with 
tallow only, not with acid flux or rosin. 

Regular stock is painted red on under side, with seams single locked and 
soldered. Can supply not painted or painted both sides if ordered. 

Rolls 20 inches and 28 inches wide carried in stock; rolls 14 inches wide fur- 
nished on special orders. 

All rolls have wooden heads to protect the edges in handling and shipping. 

Made only from re-squared prime plates. 


27 Sheet Rolls 20 in. wide, 63 lin. ft. long, contain 103J sq. ft , after locking 

<< on i l ak a n u h .< . .. ® 


27 

n 

28 

u 

45 “ 

il 

ll 

102$ 

ll l 

ll 

28 

ll 

20 

it 

65$ “ 

ll 

ll 

106$ 

It l 

ll 

28 

ti 

28 

It 

46$ “ 

il 

ll 

106 

ll l 

ll 

31 

ti 

20 

ll 

72$ “ 

il 

ll 

117$ 

it t 

It 

31 

u 

28 

ll 

5lf “ 

il 

ll 

116| 

ll l 

ll 


When ordering alwaps specify: Style of seam, whether painted one side, 
two sides or not painted, width and number of sheets per roll. 
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CONTINUOUS ROLL TIN VALLEY. 

Made from all grades of our roofing plates. 

Ready to be applied without further preparation. 

Put up in rolls of 50 or 100 lineal feet, 100 square feet and in sheet iron casks 
containing 200 square feet as ordered. Rolls are 10, 14, 20 and 28 inches wide. 

Regular stock is painted red on both sides, with single locked seams 
soldered on underside. Can furnish when specially ordered: Not painted or 
painted on one side only, and with double locked seams soldered or either single 
or double locked seams not soldered. 

Rolls packed with wooden heads to protect edges in handling and shipping. 

Made only from re-squared prime plates. 



CONTINUOUS ROLL TIN GUTTERS. 

Made from all grades of our roofing plates. 

Further preparation unnecessary before applying. 

Re-squared prime plates only are used for this work. 

Put up 50 or 100 lineal feet or 100 square feet to the roll and also in sheet 
iron casks containing 200 square feet, as ordered. Rolls are 10, 14, 20 and 28 
inches wide. 

Regular stock is painted red on one side, with single locked seams soldered 
on both sides. Can supply on special orders: Not painted or painted both sides 
and with double locked seams soldered or with single or double locked seams 
not soldered. 

All rolls packed with wooden heads. 
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ROLL AND GAP TIN ROOFING. 

Made from all grades of our roofing plates. 
COVERS 100 SQUARE FEET WHEN APPLIED. 



Put up in rolls 20 inches wide containing 27 sheets 20x28, with single locked 
soldered seams, painted on under side. 

With each roll is shipped 27 caps, painted red both sides, 28 inches long, with 
edges turned in, and one pound of split tin cleats. The manner of applying is 
such that the cleats are hidden and protected from exposure to the weather. The 
flanges of the cap are tightly caught by the cleats and the cap is not permitted to 
work free or loosen. To prevent damage in shipping and handling, these rolls 
are put up with wooden heads, a method of packing which protects the edges. 
The caps are boxed so that they will reach their destination in good shape. 

Can furnish not painted or painted both sides if desired. 

Can furnish on special orders with double locked seams soldered or either 
single or double locked seams not soldered. , 


TIN FLASHINGS. 



Made in all grades of our roofing plates cut to size and painted on both sides 
Put up in packages of 100 pieces each. Carried in stock so that all demands may 
be promptly met. 

Sizes — 4x5, 5x7 and 7x10. 

Used by all roofers for metal, slate and shingle roofs. It is highly import- 
ant that flashings should be of the very best quality of plates. We use noth- 
ing but the most carefully selected primes for flashings. 
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METAL SHINGLES. 

Ornamental. Fire Proof. Weather Proof. Inexpensive. 

For Roofs — one fourth or more pitch — Gables, Mansards, Towers, 

Bay Windows, Etc. 

Stamped from Full Weight Prime Terne Plates. 

Painted Shingles* 

Painted with a heavy coat of pure Iron Oxide Paint on both sides. 

„ Galvanized Shingles* 

Galvanized after being stamped, thus insuring an evenly distributed coating 
and leaving no raw edges. 

Can furnish in all styles from any of our Heavy Coated and Old Style Plates 
and in 14 and 16 ounce Copper. 



DIXIE. — Galvanized. 


Dixie Shingles made in three sizes; 7x10 in., 10x14 in., and 14x20 in. 


Packed in boxes containing sufficient [quantity to lay one square to the weather 


Sizes 

No. per Square 

Weights per Square — Painted 

Weights per Square — Galvanized . . . 


7x10 in. 

310 
82 lbs. 
96 lbs. 


10x14 in. 
145 

72 lbs. 
85 lbs. 


14x20 in. 
66 

68 lbs. 
79 lbs. 
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METAL SHINGLES. 



VIRGINIA— Galvanized. 

Virginia Shingles made in three sizes : 7x10 in., 10x14 in. and 14x20 in. 


ILLUSTRATIONS OF NEW SIDE LOCK. 



First Position in Laying Shingle. 

Will not buckle or contract in 
hot weather. 



Second Position — Shingle in Place. 

Will not expand or pull apart in 
cold weather. 


This Side Lock has recently been perfected, and makes a secure and rigid 
fastening without the use of solder. Covers all nail heads and guaranteed 
water-tight. 

Provides fully for contraction and expansion. 
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METAL SHINGLES. 



GENERAL INSTRUCTIONS FOR APPLYING METAL SHINGLES, 
VALLEY, RIDGE COPING, HIP SHINGLES, ETC. 

DIXIE, VIRGINIA and STELLA METAL SHINGLES all have iden- 
tical side locks and are suitable for any roof upon which Wood Shingles or 
Slate can be used. 

Metal Shingles are applied by the same rules that govern the laying of Wood 
Shingles or Slate : Cover building with sheathing boards laid tight joint ; good 
common boards will answer, but must be of even thickness. Sheathing boards 
should be laid either parallel with the ridge and eaves or diagonally — never 
lay sheathing boards up and down. 

The use of Sheathing Paper is recommended, being a non-conductor, it adds 
much to the warmth of the house in winter, makes the house cooler in hot 
weather, and adds but little to the cost of the roof. Never use Tarred Paper 
under metal roofing ; the acid in the tar injures the metal. 

Commence laying the shingles at the lower left hand corner of the roof, 
when facing the comb of roof. Let the first course project over the eaves about 
one inch or more, using a chalk line to keep the courses straight at the bottom. 
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GENERAL INSTRUCTIONS FOR APPLYING METAL SHINGLES. 

Continued. 

The bottom end of the shingle is the guide to lay a straight course, and not the top. 

At the end of the building let the'shingles project about one inch over the 
verge or barge-board, turn sides down and nail them to verge-boards. In lay- 
ing the second and subsequent courses, every alternate course will start with a 
half shingle, in order to break joints. Where cutting and fitting are necessary, 
the good judgment of the workman must be his guide. If there be a gutter formed 
near the eaves, have the shingles rest upon it, as you would if using Wood 
Shingles or Slate. 

In flashing against a side wall bend the shingle so that it projects up the side 
of the wall three inches or more, and eounter-flash down to within one inch of the 
roof line. These directions apply to dormers, chimneys, skylights, etc., etc. 

The use of our Special Valley will insure a perfect weatherproof joint, and 
greatly assist in laying the shingles. Lay the Valley from eaves to comb of 
roof ; nail only on the outer edge of the flange. 

In laying shingles toward the valley to make connection, cut the shin- 
gles to the same angle as the valley, allowing them to project about one-half inch 
over the fold, and turn same under to form a hook, then with hand-tongs or other 
tool lock the shingle to the flange of the valley. The fold in the valley allows 
for contraction and expansion. 

In working from the valley, it is best to lock three or four shingles together, 
place them in position on the roof with bottoms parallel with eaves, tack them 
at the top, then with straight edge mark and cut shingles to fit angle of the valley, 
allowing about one-half inch to bend under and lock on the flange of the valley. 
This Is easily done with hand-tongs or other tool. 

Ridge Coping and Ridge Finish, if used, must be put in place and nailed to the 
sheathing before the last course of shingles is laid at the top of the roof. Slide 
the tongue end of one piece of coping in to the opposite end of the next piece to 
make a snug joint. Nail coping through k the nailing flanges ; do not nail through 
the folds. Insert the top of the last course of shingles into the folds of the ridge 
coping over the nailing flanges, thus protecting the nail-heads from the weather, 
and making an absolutely weather-proof finish. 

Hip Shingles are applied over the main roof shingles after they are all laid 
and nailed in place. The roof shingles are laid clear to] the hip, allowed 
to project and cut off* one inch beyond the hip line. This projection is to be 
turned down over the hip and nailed. 

The shingles on the other side of the roof are allowed to project about one 
inch back over the hip line and over the side already finished, turned down and 
nailed. 

At the hip there is a double covering of shingles, both edges nailed. The 
hip shingles are then laid in place and nailed, starting from the bottom upward, 
overlapping each other enough to make a tight joint. 

Any good carpenter or workman, who understands the simple rules for apply- 
ing Wood Shingles or Slate, will have no trouble in laying Metal Shingles. No 
solder is used. Only a pair of snips and a hammer, the most ordinary of tools, 
are required to apply a metal roofing that is weatherproof, fireproof, ornamental, 
not expensive and if properly painted will last without repairs as long as the 
building stands. 
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METAL SHINGLES- 
OHIO CLUSTER SHINGLES- 

Galvanized or Painted. 


Covering width 18x26 inches. 32 shingles to the square. 

Stamped from full weight prime terne plates being galvanized or painted after 
being formed. 

These shingles have the same side lock as our Dixie, Stella and Virginia 
brands, and the same care and detail are observed in their manufacture. 

The scientific principles on which the Ohio Shingles are constructed provide 
for the contraction and expansion of the metal, and the side-lock, fastenings and 
overlap effectually prevent leakage. 

Where a durable, fireproof, light-weight, ornamental roof at a medium price 
is desired, these shingles will fill such requirements to the letter. 
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SPECIAL RIDGE COPING AND RIDGE FINISH, STAR AND 
JAPANESE HIP SHINGLES. 


For use with Dixie, Stella and Virginia Metal Shingles. 



JAPANESE 
HIP SHINGLES. 


SPECIAL RIDGE COPING. 



Galvanized, Tin-Paint- 
ed and Copper. 


Made in one size 
only: 1 Vi inch 
Roll, 3 inch Apron, 
9 inch Girth, 14 
inches Long. Lays 
12 inches to weath- 
er. Packed in box 
containing 200 lin- 
eal feet. 


19 Inch Girth. 10 Foot Lengths. 

Made in Galvanized, IX Terne Painted and 14 and 16 oz. 
Cold Rolled Copper. 


HIP SHINGLES. 


Galvanized, Steel 
Painted, Tin-Paint- 
ed and Copper. 


SPECIAL RIDGE FINISH. 

• 18 Inch Girth. 10 Foot Lengths. 

Made in Galvanized, IX Terne Painted and 14 and 16 oz. 
Copper. 


Made in three sizes: 
4x7 in., 4x9 in., 5x12 in. 
Very ornamental and - 
can be used on Wood- 
en Shingle and Slate 
Roofs. 
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SPECIAL VALLEY. 

For use with Dixie* Stella and Virginia Metal Shingles. 



SPECIAL GALVANIZED VALLEY. 

10 Foot Lengths. 

14 and 20 Inch Girths. 

Can also furnish in IX Terne Painted, 14 and 16 oz. Copper. 
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CONDUCTOR PIPE. 

Galvanized Steel* Galvanized Charcoal Iron* IX Terne* Old Style Terne 
and Gold Rolled Copper. 

Made in One Piece Without Cross Seam. 

All 10 foot lengths. 


ROUND CORRUGATED EXPANDING 


/ Vrf « ? ?*y-,i<V # Vv V. • V ' v *.y * V'. •. » * - , : • 


/ .i * j 


PLAIN ROUND. 

List Prices Per Foot. 


Sizes. 

IK in, 

Galvanized Steel, 

Galvanized Charcoaflron, 

IX Terne and 

Old Style Terne 

11 cents. 

14 oz. Copper. 

$ .40 

16 oz. Copper. 

$ .43 

2 in. 

13 cents. 

.40 

.43 

2K in. 

14 cents. 

.50 

.54 

3 in. 

1 5 cents. 

.50 

.54 

3K in. 

18 cents. 

.65 

.70 

4 in. 

20 cents. 

.65 

.70 

5 in. 

25 cents. 

.85 

.92 

6 in. 

30 cents. 

1.00 

1.08 

7 in. 

35 cents. 

1.50 

1.60 


Extras to be added to 

List Prices. 



Galvanized 27 gauge 4c per ft. 26 gauge 6c per ft. 24 gauge 12c per ft. 
Note — Round Corrugated Pipe not made in half inch sizes. 

7 in. Pipe not made Plain Round. 



SQUARE CORRUGATED EXPANDING. 
List Prices Per Foot. 


Galvanized Steel, 

Galvanized Charcoal Iron, IX 
Terne, and Old Style Terne. 14 oz. Copper.' 

14 cents. 42 cents. 

16 cents. 52 cents. 

21 cents. 67 cents. 

26 cents. 87 cents. 


16 oz. Copper. 
45 cents. 

56 cents. 

72 cents. 
94 cents. 


Sizes. Corresponding to 
1X*2X in. 2 in. 

2%x3% in. 3 in. 

2#x4X in. 4 in. 

3X*5 in. 5 in. 

We make 5 in. and 6 in. Plain and 5 in., 6 in. and 7 in. Round Corrugated Pipe 
22 gauge and lighter ; 3 in. and 4 in. Plain and Round Corrugated 24 gauge and 
lighter; Square Corrugated, all sizes 24 gauge and lighter; IK in., 2 in. and 2K 
in. Plain Round and 2 in. Round Corrugated 26 guage and lighter. 

Packed in skeleton crates, 250 feet to the crate, all sizes from 2 in. to 7 in. 
can be nested in one crate. 
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GALVANIZED CONDUCTOR PIPE. 

Using Plain and Round Corrugated Lists. 


Table Showing Net Prices per 100 Feet on Each Size at Various Discounts. 


SIZES 

2 in. 

2} in. 

3 in. 

3} in. 

4 in. 

5 in. 

6 in. 

LIST PER 100 FEET 

113 00 

$14 00 

$15 00 

$18 00 

$20 00 

$25 00 

$30 00 

DISCOUNT^ 








80-25 Per Cent 

$1 

95 

$2 10 

$2 25 

$2 70 

$3 00 

$ 3 75 

$ 4 50 

80-20-5 ■ 44 

1 

98 

2 13 

2 28 

2 

74 

3 04 

3 80 

4 56 

80-10-10-5 44 

2 

00 

2 16 

2 31 

2 

78 

3 08 

3 85 

4 62 

80-10-10-21 “ 

2 

06 

2 22 

2 37 

2 

85 

3 16 

3 95 

4 74 

80-10-10 

2 

11 

2 27 

2 43 

2 

92 

3 24 

4 05 

4 86 

80-10-71 “ 

2 

17 

2 33 

2 60 

3 

00 

3 33 

4 17 

5 00 

80-10-5 “ 

2 

23 

2 40 

2 67 

3 

08 

3 42 

4 28 

5 13 

80-10-21 “ 

2 

28 

2 46 

2 64 

3 

16 

3 51 

4 39 

5 27 

80-10 “ 

2 

34 

2 52 

2 70 

3 

24 

3 60 

4 50 

5 40 

80-7i 41 

2 

40 

2 59 

2 78 

3 

33 

8 70 

4 63 

5 55 

80-5 “ 

2 

47 

2 66 

2 86 

3 42 

3 80 

4 75 

5 70 

80-2} “ 

2 

54 

2 73 

2 93 

3 51 

3 90 

4 88 

5 85 

80 “ 

2 

60 

2 80 

3 00 

3 

60 

4 00 

5 00 

6 00 

75-10-10 “ 

2 

63 

2 84 

3 03 

3 

65 

4 05 

5 06 

6 07 

75-10-6-21 “ 

2 

70 

2 93 

3 12 

3 

76 

4 16 

5 21 

6 25 

75-15 44 

2 

76 

2 98 

3 19 

3 

82 

4 25 

5 31 

6 38 

75-10-5 u 

2 

77 

3 00 

3 20 

3 85 

4 27 

5 34 

6 41 

75-12} “ 

2 

84 

3 07 

3 28 

3 

94 

4 37 

5 47 

6 56 

75-10-21 “ 

2 

85 

3 08 

3 29 

3 

96 

4 39 

5 48 

6 58 

75-10 “ 

2 

92 

3 16 

3 37 

4 

05 

4 50 

5 62 

6 75 

75-7}' “ 

3 

01 

3 26 

3 47 

4 

17 

4 62 

5 78 

6 94 

75-5-2} 14 

3 

01 

3 26 

3 47 

4 

18 

4 63 

5 79 

6 95 

75-6 “ 

3 

09 

3 83 

3 66 

4 

27 

4 75 

5 94 

7 12 

75-21 “ 

3 

17 

3 42 

3 66 

4 

39 

4 87 

6 09 

7 31 

75 44 

3 

25 

3 60 

3 76 

4 50 

5 00 

6 25 

7 50 

70-15 44 

3 

31 

3 57 

3 83 

4 

69 

5 10 

6 38 

7 65 

60-25-15 “ 

3 

32 

3 67 

3 83 

4 59 

5 10 

6 38 

7 65 

70-12} 44 

3 

41 

3 68 

3 94 

4 

73 

5 25 

6 56 

7 87 

60-25-121 “ 

3 

41 

3 68 

3 94 

4 

73 

5 25 

6 56 

7 87 

70-10 44 

3 

51 

3 78 

4 06 

4 

86 

6 40 

6 75 

8 10 

60-26-10 “ 

3 

61 

3 78 

4 06 

4 

86 

5 40 

6 75 

8 10 

70-7} “ 

3 

61 

3 88 

4 16 

5 00 

6 55 

6 94 

8 32 

70-5 44 

3 

70 

3 99 

4 27 

5 

18 

5 70 

7 12 

8 55 

60-25-5 : 44 

3 

70 

3 99 

4 27 

5 

13 

6 70 

7 12 

8 55 

70-2} “ 

3 

80 

4 10 

4 39 

5 

27 

6 85 

7 31 

8 77 

60-26-2} “ 

3 

80 

4 10 

4 39 

5 

27 

5 85 

7 31 

8 77 

70 44 

3 

90 

4 20 

4 60 

5 

40 

6 00 

7 50 

9 00 

60-20-5 44 

3 

95 

4 26 

4 66 

5 

48 

6 08 

7 60 

9 12 

60-20-2} “ 

4 

06 

4 37 

4 68 

5 

62 

6 24 

7 80 

9 36 

60-20 44 

4 

16 

4 48 

4 80 

5 

76 

6 40 

8 00 

9 60 

60-15 44 ....: .... 

4 

42 

4 76 

6 10 

6 

12 

6 80 

8 50 

10 20 

60-12} “ 

4 

55 

4 90 

5 25 

6 

30 

7 00 

8 75 

10 50 

60-10-2} “ 

4 

56 

4 92 

6 26 

6 

32 

7 02 

8 77 

10 63 

60-10 44 

4 

68 

6 04 

5 40 

6 

48 

7 20 

9 00 

10 80 

60-7} “ 

4 

81 

6 18 

5 56 

6 

66 

7 40 

9 25 

11 10 

60-5 44 

4 

94 

5 32 

5 70 

6 

84 

7 60 

9 50 

11 40 

60-2} 44 

5 07 

5 46 

6 85 

7 02 

7 80 

9 75 

11 70 

60 14 

5 

20 

5 60 

6 00 

7 

20 

8 00 

10 00 

12 00 
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CONDUCTOR PIPE ELBOWS AND SHOES. 




No. 

Angle 


ROUND CORRUGATED. 


2 



PLAIN! ROUND 


No. 4 
90 degrees 


PLAIN ROUND. 


No. 1 


No. 2 


No. 3 


No. 4 


Angle 45 


60 75 90 degrees. 

ROUND CORRUGATED AND PLAIN ROUND ELBOWS AND SHOES: 

LIST PRICES EACH. 


sizes: 

Galv. Steel, IX 
Terne and 

Old Style Terne 

Galv. C. C: Iron 

14 ox. 

Copper 

16 ox. 

Copper 

Elbows 

Shoes 

Elbows 

Shoes 

Elbows 

No. 0. 1, 2, 3 

Shoes and 
No. 4 Elbows 

Elbows 
No. 0, 1. 2, 3 

Shoes and 
No. 4 Elbows 

2 inch J 

$ 25 

$ 30 

$ 38 

$ 45 

$ 70 

$ 75 

$ 75 

$ 85 

2 Yi inch 

30 

36 

45 

54 

90 

1 00 

1 00 

1 10 

3 inch 

30 

36 

45 

54 

90 

1 00 

1 00 

1 10 

3K inch 

40 

48 

60 

72 

1 35 

1 50 

,1 50 

1 65 

4 inch 

40 

48 

60 

72 

1 35 

1 50 

1 50 

1 65 

5 inch 

60 

72 

90 

1 08 

2 00 

2 25 

2 25 

2 50 

6 inch 

72 

86 

1 08 

1 30 

2 85 

3 15 

3 15 

3 50 


Note — Round Corrugated Elbows and Shoes not made in half-inch sizes. 


54 


WHEELING CORRUGATING COMPANY. 





No. 1. No. 2. No. 3. Shoe. 


SQUARE CORRUGATED ELBOWS AND SHOES. 
LIST PRICES EACH. 


SIZES. 

Galv. Steel. IX 
Terne and 

Old Style Terne 

Galv. G, C. Iron 

14 or. Gopper 

16 or. Gopper 

Elbows 

Shoes 

Elbows 

Shoes 

Elbows 

No. 0, 1, 2. 3 

Shoes and 
No. 4 Elbows 

Elbows 
No. 0, 1. 2.3 

Shoes and) 
No. 4 Elbows 

2 inch 

3 inch 

4 inch 

5 inch 

$ 40 
45 
60 
90 

$ 48 
54 
72 

1 08 

$ 60 
67 
90 

1 35 

$ 72 
81 

1 08 

1 62 

$ 85 

.1 10 

1 60 

2 40 

$ 90 

1 20 

1 80 

2 75 

$ 90 

1 20 

1 80 

2 75 

$ 1 05 

1 35 

2 00 

3 00 


CONDUCTOR PIPE ELBOWS AND SHOES. 

SQUARE CORRUGATED. 

STYLE A. 


PLAIN ROUND ADJUSTABLE ELBOWS. 
LIST PRICES PER DOZEN. 


No. 1. 


No. 2. 


No. 3. 


STYLE B. 


Shoe. 


♦; 1/^ in. 2 in 2Yi in. 3 in. 3# in. 4 in. ty 2 in. 5 in. 5% in. 6 in. 7in. 

Galvanized Steel $2.40 $2.40 $3.00 $3.60 $4.20 $4.80 $5.40 $6.60 $7.80 $8.40 $10.20 
IX Teme 1.80 1.80 2.40 2.40 3.60 3.60 4.80 4.80 6.60 6.60 8.40 
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WHEELING RAINWATER CUTOFFS. 
Galvanized and IX Terne. 



Positive Catch Action. Self-Locking, Durable, Simple and 

Contains no springs or levers to become loose and get out of 
to break. Length of inlet 2 in. Length of outlet, short side, 1 X in. 


LIST PRICES PER DOZEN. 


2 \ in. 3 in. 3J in. 4 in. 5 in. 6 in. 

$7 00 $8 00 $9 50 $11 00 $20 00 $24 00 

5 00 6 00 8 00 9 00 14 00 20 00 


Galvanized . 
IX Terne 


2 in. 
$7 00 
5 00 


Each size up to 5 in. packed in crates of one dozen each. Crates of 5 in. and 
6 in. contain one half dozen. No charge for crates. 

WIRE CONDUCTOR STRAINERS. 

Galvanized and Copper. 

Round and Square. 

Are invaluable for keeping leaves and other obstructions from getting into 
and stopping up conductor pipes. 


LIST PRICES PER DOZEN. 

Sizes 2 in. 3 in. 4 in. 5 in. 6 in. 

Galvanized $1 50 $2 00 $3 00 $3 50 $ 4 00 

Copper. ... 2 25 3 50 4 75 7 00 12 00 
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CONDUCTOR HOOKS. 

Packed in boxes, neatly labeled. 


2, 3 and 4 in., 100 per box; 5 and 6 in., 50 per box. 
LIST PRICES PER 100. 



SICKLE HOOKS. 
Sizes. Wood. Brick. 


2 

in. 

*1 

50 

$1 

75 

3 

in. 

2 

50 

2 

75 

4 

in. 

3 

50 

4 

25 

5 

iri. 

5 

00 

6 

00 

6 

in. 

6 

00 

7 

50 


WROUGHT IRON 


HOOKS. 


Sizes. 


2 in. 

$3 60 

3 in. 

4 50 

4 in. 

5 40 

5 in. 

7 20 

6 in. 

9 00 



3 


om 





ROUND AND SQUARE 
WIRED HOOKS. 


Sizes. 

Wood. 

Brick. 

2 in 

$2 00 

$2 50 

3 in 

2 50 

3 00 

4 in 

3 00 

3 50 

5 in 

3 50 

4 00 





FLASHING HOOKS. 

Sizes li in. 2J in. 3£ in. 5J in. 

Black $ 25 $ 40 $ 70 $1 20 

Tinned 35 55 1 00 1 70 


^TWISTED WIRE HOOKS. 

Sizes 2 in. 3 in. 4 in. 6 in. 

$1^75 $2 75 U 25 $6 00 
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CAST IRON CONDUCTOR CONNECTIONS AND BOOTS. 

ROUND. CORRUGATED. SQUARE, 

nection. Boot. Connection. Boot. Connection. Boot. 


No. H G D C F E Descriptive. 

PRICE LIST. All 4# Feet Long. 

For other standard lengths figure same rate per foot plus 20 per cent for alter- 
ation of patterns. 


No. H. & G. each. 

3 inch $3 20 

4 inch 4 00 

5 inch 4 70 

6 inch 6 00 


No. D. & C. each. 
$3 40 

4 20 

5 20 

6 20 


No. F. & E. each. 

$3 60 size 2%x3% in. 

4 40 size 2Xx4# in. 

5 40 size 3%x5 in. 

6 40 size 5 x6 in. 


The sizes mentioned are the sizes of standard galvanized conductors that fit into these cast 
connections at bottom of tapered bell. There is K inch clearance all around at top of tapered bell. 

Notice the improvement over the old style ears that break off. See the wall brackets that are 
placed on your wall with expansion bolts or the like, and the convenience of simply hanging your 
connections in place, and it's -being easily removed for cleaning, etc., also that you can place 
them as far away from the wall as you desire by our inexpensive wall brackets to suit. 

We furnish 1 K inch wall brackets when not otherwise specified, or your choice of any one of 
the other sizes. One man erects these goods in as little time as two men other kinds, therefore 
the saving of labor pays for the goods. 
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EAVES TROUGH. 

Galvanized Steel, Galvanized Charcoal Iron, IX Terne, Old Style Teme 
and Gold Rolled Copper. 

Made in One Piece Without Cross Seams. 

10 ft. Lengths. 

Packed in Crates, 250 Feet Each. 


LAP JOINT— SINGLE BEAD. 


SLIP JOINT— SINGLE BEAD. 



LAP JOINT— DOUBLE BEAD. 




SLIP JOINT— DOUBLE BEAD. 
LIST PRICES PER FOOT. 


3 

in. 

A in. 

6 in. 

8 in. 

3 A 

in. 

A in. 

7 in. 

9 in. 

4 

in. 

A in. 

8 in. 

10 in. 

4X 

in. 

A in. 

9 in. 

11 in. 

5 

in. 

A in. 

10 in. 

12 in. 

6 

in. 

A in. 

12 in. 

14 in. 

7 

in. 

X in. 

14 in. 

16 in. 

8 

in. 

X in. 

16 in. 

18 in. 


Extras to be added to List Prices. 
6c per ft.; 24 gauge, 12c per ft. 


14 oz. 
Copper. 
Single Bead. 
Lap. Slip. 

31 34 

36 39 

40 43 

50 53 

61 64 

71 74 

82 85 

Galvanized, 27 gauge, 4c per ft; 26 gauge, 


Sizes. 


Bead 


Girt. 


Single 

Bead. 


Double 

Bead. 


Galvanized Steel, Galvanized Charcoal 
Iron, IX Terne and Old Style Terne. 


Single Bead. 
Lap. Slip. 

13 14 


14 

16 

18 

19 

23 

27 

30 


15 

17 

19 

20 
24 
28 
31 


Double Bead. 
Lap. Slip. 

16 17 


17 

19 

21 

22 

26 

30 

33 


18 

20 

22 

23 

27 

31 

34 


We make Slip Joint 24 gauge and lighter; Lap Joint 20 gauge and lighter. 

Unless otherwise ordered one-half Right Hand and one-half Left Hand Slip 
Joint Eaves Trough will be shipped. 
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GALVANIZED LAP JOINT GUTTER. 

Table Showing Net Prices Per 100 Ft. on Each Size at Various Discounts. 

SINGLE BEAD. 


SIZES. 

3 in. 
per 

100 ft. 

3*4 in. 

per 

100 ft. 

4 in. 

per 

100 ft. 

4 % in. 

per 

100 ft. 

5 in. 
per 

100 ft. 

6 in. 
per 

100 ft. 

7 in. 
per 

100 ft. 

8 in. 
per 

100 ft. 

10 in 
per 
100 ft. 

LIST. 

$13.00 

$14.00 

$16.00 

818.00 

$19.00 

$23.00 

$27^00 

$30.00 

$37.00 

DISCOUNT. 










85-25 per cent 

85-20-5. 

$1.46 

$1.58 

$1.80 

$2.03 

$2.14 

$2.59 

$ 3.04 

$3.38 

4.15 

1.4S 

1.60 

1.82 

2.05 

2.17 

2.62 

3.08 

3.42 

4.22 

85-10-10-5 

1.50 

1.62 

1.85 

2.07 

2.19 

2.66 

3.12 

3.47 

4.27 

85-20-2/4 

1.52 

1.64 

1.87 

2.11 

2.22 

2.69 

3.16 

3.51 

4.33 

85-10-10-2/4 

1.54 

1.66 

1.90 

2.13 

2.25 

2.73 

3.20 

3.56 

4.38 

85-20 

1.56 

1.68 

1.92 

2.16 

2-28 

2.76 

3.24 

3.60 

4.44 

85-10-10 

1.58 

1.70 

1.94 

2.19 

2.31 

2.79 

3.28 

3.65 

4.50 

85-10-7/4 

1.62 

1.75 

2.00 

2.25 

2.37 

2.87 

3.37 

3.75 

4.62 

85-10-5 

167 

1.80 

2.05 

2.31 

2.44 

2.95 

3.46 

3.85 

4.75 

85-10 

1.75 

1.89 

2.16 

2.43 

2.57 

3.11 

3.65 

4.05 

5.00 

85-75* 

1.80 

1-94 

2.22 

2.50 

2-64 

3.19 

3.75 

4.16 

5.13 

80-25-5 

1.85 

1.99 

2,28 

2.56 

2.71 

3.28 

3.85 

4.27 

5.27 

85-5.. 

1.85 

1.99 

2.28 

2.56 

2-71 

3.28 

3.85 

4.27 

5.27 

80-10-10-10 

1.90 

2.04 

2.33 

2.63 

2.77 

3.36 

3.93 

4.37 

5.39 

80-20-5-2*4 

1.93 

2.08 

2.37 

2.67 

2.82 

3.41 

4.00 

4.45 

5.48 

80-25 

1.95 

2.10 

2.40 

2.70 

2,85 

3.45 

4.05 

4.50 

5.55 

85 

1.95 

2.10 

2.40 

2.70 

2.85 

3.45 

4.05 

4.50 

5.55 

80-20-5 

1.98 

2.13 

2.43 

2.74 

2.89 

3.50 

4.10 

4.56 

5.62 

80-10-10-5 

2.00 

2.16 

2.46 

2.77 

2.93 

3.56 

4.15 

4 62 

5.69 

80-10-10-2*4 

2.06 

2.21 

2-53 

2.85 

3.00 

3.64 

4.26 

4.74 

5.84 

80-20 

2.08 

2.24 

2-56 

2.88- 

3.04 

3.68 

4.32 

4.80 

5.92 

80-10-10 

2 11 

2.27 

2-59 

2-92 

3.08 

3.73 

4.37 

4.86 

5.99 

80-10-5-2*4 

2.16 

2.33 

2.67 

3,00 

3.17 

3.83 

4.50 

5.00 

6.17 

80-10-5 

2.22 

2.39 

2.74 

3.08 

3.25 

3.93 

4.62 

5.13 

6.33 

80-10-2*4 

2.27 

2-46 

2.81 

3.16 

3.33 

4.04 

4.74 

5.26 

6.49 

80-10. 

2.34 

2.52 

2.88 

3.24 

3.42 

4.14 

4.86 

540 

6.66 

80-5-2*4 

2.41 

2.59 

2% 

3.33 

3.52 

4.26 

5.00 

5.56 

6.85 

80-5 

2-47 

2,66 

3.04 

3.42 

3.61 

4.37 

5.13 

5.70 

7.03 

80-2*4 

2-53 

2.73 

3.12 

3.51 

3.70 

4.48 

5.26 

5.85 

7.21 

80 

2-60 

2-80 

3.20 

3.60 

3.80 

4.60 

5.40 

6.00 

7.40 

75.10-10 

2 63 

2.83 

3.24 

3.64 

3.84 

4.65 

5.46 

6.07 

7.49 

75-10-5-2*4 

2.70 

2.92 

3.33 

3.75 

3.% 

4.79 

5.63 

6.25 

7.70 

75-15 

2 76 

2.98 

3.40 

3.83 

4.04 

4.89 

5.74 

638 

7.86 

75-10-5 

2.77 

2.99 

3.42 

3.85 

4.06 

4.91 

5.77 

6.41 

7.90 

75-12*4 

2.84 

3.06 

3.50 

3.94 

4.16 

5.03 

5.91 

6.56 

8.09 

75-10-2*4 

2.85 

3.07 

3.51 

3.95 

4.16 

5.04 

5.92 

6.58 

8.11 

75-10 

2.92 

3.15 

3.60 

4.05 

4.27 

5.17 

6.07 

6.75 

8.32 

75-7*4 

3.01 

3.24 

3.70 

4.16 

4.39 

5.32 

6.24 

6.94 

8.56 

7S-S-254 

3.01 

3.24 

3.70 

4.16 

4.40 

5.33 

6.25 

6.95 

8.57 

75-5 

75-25* 

3.09 

3.32 

3. JO 

4.27 

4.51 

5.46 

6.41 

7.12 

8.79 

3.17 

3.41 

3.90 

4.39 

4.63 

5.61 

6.58 

7.31 

9.02 

75 

3.25 

3.50 

4.00 

4.50 

4.75 

5.75 

6.75 

7.50 

9.25 

70-15 

60-25-15 

3.31 

3.57 

4.08 

4.59 

485 

5.87 

6.89 

7.65 

9.44 

3.31 

3.57 

4.08 

4.59 

4.85 

5.87 

6.89 

7.65 

9.44 

70-12*4. 

3.41 

3.67 

4.20 

4.72 

4.99 

6,04 

7.09 

7.87 

9.71 

60-25-12*4 

3-41 

3.67 

4.20 

4.72 

4.99 

6.04 

7.09 

7.87 

9.71 

70-10 

3.51 

3.78 

4.32 

4.32 

4.86 

4.86 

5.13 

6.21 

6.21 

7.29 

810 

9.99 

60-25-10 

70-7*4 

3.51 

3.78 

5.13 

7.29 

8.10 

9.99 

3.61 

3.88 

4.44 

4.99 

5.27 

. 6.38 

7.49 

8.32 

10.27 

70-5 

3.70 

3.99 

4.56 

5.13 

5.41 

6.55 

7.69 

8.55 

10.54 

60-25-5 

3.70 

3.99 

4.56 

5,13 

5.41 

6.55 

7.69 

8.55 

10.54 

70-2*4 

3.80 

4.09 

4.68 

5.26 

5.56 

6.73 

7.90 

8.77 

10.82 

60-25-2*4 . . .• 

3.80 

4.09 

4.68 

5.26 

5.40 

5.56 

6.73 

7-90 

8.77 

1082 

11.10 

70 

3.90 

4.20 

4.80 

5.70 

6.90 

8.10 

9.00 

60-20-5 

3.95 

426 

4.86 

5.47 

5.78 

6.99 

8.21 

9.12 

11.25 

60-22*4 

4.03 

4.34 

4.% 

5.58 

5.89 

7.13 

8.37 

9.30 

11.47 

60.20-2*4 

4.06 

4.37 

4.99 

5.62 

5.93 

7.18 

8.42 

9.36 

11.54 

6W75*.:.":::::::.": 

4,16 

4.48 

5.12 

5.76 

6.08 

7.36 

8.64 

9.60 

11.84 

4.29 

4.62 

5.28 

5.94 

6.27 

7.59 

8.91 

9.90 

12.21 

60-15 

60-12*4 

60-10-2*4 

4.42 

4.76 

5.44 

6.12 

6.46 

7.82 

9.18 

10.20 

12.58 

4.55 

4.90 

5.60 

6-30 

6.65 

8.05 

9.45 

10.50 

12.95 

4.56 

4.91 

5.62 

6.32 

6.67 

8.07 

9.48 

1053 

12,99 

60-10* 

4.68 

5.04 

5.76 

6.48 

684 

8.28 

9.72 

10.80 

13-32 

60-7*4 

4.81 

5.18 

5.92 

6.66 

7.03 

8.51 

9.99 

11.10 

13.69 

60-5. ...» 

60-2*4 

4.94 

5.32 

6.08 

6.84 

7.22 

8.74 

10.36 

11.40 

14.06 

5.07 

5.46 

6.24 

7-02 

7.41 

8.97 

10.53 

11.70 

14.42 

60. 

5.20 

5.60 

6.40 

7.20 

7.60 

9.20 

10.80 

12*00 

14.80 
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GALVANIZED SLIP JOINT GUTTER. 

Table Showing Net Prices Per 100 Ft. on Each Size at Various Discounts. 

SINGLE BEAD. 


SIZE. 

3 in. 
per 
100 ft- 

3*4 in. 

per 
100 ft. 

4 in. 
per 
100 ft. 

4% in 
per 
100 ft. 

3 in. 
per 
100 ft. 

6 in. 
per 
100 ft. 

7 in. 
per 
100 ft. 

8 in. 
per 
100 ft 

10 in. 

per 
100 ft. 

LIST. 

$14.00 

$15.00 

$17.00 

$19.00 

$20-00 

$24.00 

$28.00 

$31.00 

$38.00 

DISCOUNT. 










85-25 per cent 

85-20-5 

85-10-10-5 

85-20-2% 

85-10-10-2/4 

85-20 

85-10-10 

85-10-7% 

85-10.5 

85-10 

85-7J4 

80-25-5 

85-5 

80-10-10-10 

80-20-5-2/4 

80-25 

85 

80-20-5 

80-10-10-5 

80-10-10-2*4 

80-20 

80-10-10 

80-10-5-2% 

80-10-5 

80-10-2*4...., 

80-10 

80-5-2*4 

80-5 ; 

80-2*4 

75-10-10 

75-10-5-2*4 

75-15 

75-10-5 

75-12*4 

75-10-2*4 

75-10 

75-7*4 

75-5-2*4 

75-5 

75-2% . 

75 

70-15 

60-25-15 

70-12*4 

60-25-12% 

70-10 

60-25-10 

70-7*4 

70-5 

60-25-5 

70-2*4 

60-25-2*4 

70 

60-20-5 

60-22*4 

60-20-2*4 

60-20 

60-17*4 

60-15 

60-12*4 

60-10-2*4 

60-10 

60-7*4 

60-5 

60-2*4 

60 

$1.58 

1.60 

1.62 

1.64 

1.66 

1.68 

1.70 

1.75 

1.80 

1.89 

1.94 

1.99 

1.99 

2.04 

2.08 

2.10 

2.10 

2.13 

2.16 

2.21 

2.24 
2.27 

2.33 
2.39 
2.46 
2.52 
2.59 
2.66 
2.73 
2.80 
2.83 
2.92 

2.98 

2.99 

3.06 

3.07 
3.15 

3.24 
3.24 

3.32 
3.41 
3.50 
3.57 
3.57 
3.67 
3.67 
3.78 
3.78 
3.88 

3.99 
3.99 
4.09 
4.09 
4.20 
4.26 

4.34 
4.37 
4.48 
4.62 
4.76 

4.90 

4.91 
5.04 
5.18 

5.32 
5.46 
5.60 

$1.69 

1.71 

1.73 

1.76 

1.78 
1.80 
1.82 
1.87 

1.92 

2.03 
2.08 
2.14 
2.14 

2.19 
2.22 
2.25 
2.25 
2.28 
2.31 

2.37 
2.40 
2.43 

2.50 

2.56 
2.63 
2.70 

2.78 
2,85 

2.92 
3.00 

3.03 
3.12 

3.19 

3.20 
328 
3.29 

3.37 
3.47 
3.47 

3.56 
3.66 
3.75 
3.83 
3.83 
3.94 

3.94 
4.05 
4.05 
4.16 
4.27 
4.27 
4.39 

4.39 

4.50 

4.56 
4.65 
4.68 
4.80 

4.95 
5.10 

5.25 

5.26 

5.40 
5.55 
5.70 
5.85 
6.00 

•1.91 

1.94 

1.96 

1.99 

2.01 

2.04 
2-07 
2.12 
2-18 

2.30 
2.36 
2.42 
2.42 
2.47 
2.52 
2.55 
2.55 
2-58 
2.61 
2.68 

2- 72 
2.75 . 

2.84 
2.91 
2.98 
3.06 

3- 15 
3.23 

3.31 
3.40 

3.44 
3.54 

3.61 

3.63 
3-72 

3.72 
3.82 

3.93 

3.94 

4.04 
4.14 
4.25 
4.34 
4.34 
4.46 

4.46 
4.59 
4.59 

4.72 

4.84 
4.84 

4 97 

4.97 
5.10 
5.17 
5.27 
5.30 

5.44 

5.61 
5.78 

5.95 

5.97 
6.12 
6.29 

6.46 

6.63 
6.80 

$2.14 

2.17 

2.20 

2.22 

2.25 

2.28 

2.31 

2-37 

2-44 

2-57 

2-64 

2 71 

2 71 
2-77 
2-82 
2-85 

2.85 
2*89 

2- 93 

3- 00 
3.04 
3.08 
3-17 
3-25 
333 
3-42 
3-52 
3-61 

3.70 

3- 80 
3*84 
3.% 

4- 04 
4.06 
4-16 
4-16 

4- 27 
439 

4.40 
4.51 
4.63 
4.75 

4.85 
4.85 

4 99 
4.99 

5- 13 
5.13 

5.27 

5.41 
5-41 
5.56 
5-56 

5.70 
5-78 
589 
5.93 
6.08 

6.27 

6 46 

6.65 

6.67 

684 

7.03 * 

7.22 

7.41 
7.60 

$2-25 

2-28 

2-31 

234 

2-37 

2-40 

243 

250 

2-57 

2-70 

2-78 

2-85 

2-85 

2- 92 
2-% 

3.00 

3- 00 

3.04 
3-08 

3.16 

3.20 

3.24 
3.33 
3.42 
351 

3.60 

3.70 

3- 80 
3.90 

4.00 

4.05 

4.16 

4.25 

4- 27 
4.37 

4.39 
4.50 

4.62 

4.63 
4.75 
4.87 

5.00 
5.10 
5.10 

5.25 
5.25 

5.40 

5.40 • 
5.55 

5 70 

5.70 
585 
5.85 

6.00 
6.08 

6.20 
6.24 

6.40 

6.60 
6.80 

7.00 
7.02 
7.20 

7.40 
7.60 
7.80 

8.00 

$2-70 

2-74 

2-77 

2-81 

2*84 

2-88 

2- 92 
300 
308 

3- 24 
3-33 
3-42 

3 42 
3-50 
3.56 
3-60 
3-60 
3-65 
3-70 
3-79 
3-84 

3- 89 

4.00 

4.10 

4- 21 
4-32 
4-45 
4-56 
4.68 

4 80 

4- 86 

5.00 

5.10 
5.13 

5- 25 
5-26 
5.40 
5.55 

5- 56 
5.70 
5.85 

6.00 
6.12 
6*12 

6.30 

6- 30 

6.48 
648 
666 
6.84 

6- 84 
7.02 
7.02 
7.20 

7.30 
7.44 

7.49 

7- 68 
7.92 

8- 16 
8-40 
8.42 
8.64 
8.88 
9.12 
9.36 
9.60 

$ 3-15 
3-19 
3.23 
328 
3*32 
3-36 
340 
3-50 

3 59 
3.78 

3- 89 
- 3-99 
3.99 
4.09 

4- 15 
4-20 
4-20 
4-26 
4-31 
4.43 
4.48 

4- 54 

4.67 

4 79 
4.91 
5.04 

5- 19 
5-32 

5.46 
5.60 

5.67 
5.83 

5.96 

5.98 
6.12 

6.14 
6.30 

6.47 

6.48 

6 65 
6.82 
7.00 

7.14 
7.14 
7.35 
7.35 

7- 56 
7,56 
7.77 

7.98 
7.98 
8.19 

8- 19 
8.40 

8.51 

8.68 
8.74 

8.96 
9.24 

9.52 
9.80 
9.83 

10.08 

10.36 

10.64 

10 92 
11.20 

$3-49 

3.53 

3.58 
3.63 
3.67 
3-72 

3.77 
3.87 
3-98 
4.19 
4.30 
4.42 
4.42 
4.52 

4.59 
4.65 
4.65 
4,71 

4.77 
•4 89 
4.% 

5- 02 

5 17 
530 
544 

5.58 

5.74 
5.89 
6.04 

6- 20 
6.27 
6.45 

6.59 

6 62 

6.78 
6.80 

6- 97 

7.17 

7.18 

7.36 

7- 56 

7.75 
7.91 

7.91 
8.14 
8.14 

8.37 

8- 37 

8.60 
8.83 
8.83 
907 
9.07 
9.30 
9.42 
9.61 
9.67 

9.92 
10-23 
10.54 

10 85 
10.88 
U.16 

U 47 
11.78 
1209 
12.40 

$4.28 

4.33 

4.39 

4.45 

450 

4.56 

4 62 
4-75 

4- 87 
513 
5.27 

5- 41 
541 

5.54 
5-64 
5.70 
5.70 

5- 78 
5.85 
6.01 

6- 08 

6.16 

6-34 

650 

667 

6- 84 

7*04 

7.22 

7- 41 

760 

769 

7.92 

8- 08 

8-12 

831 

8-34 

8.55 

8.79 

8.79 

9.02 

926 

950 

9.69 

969 

9.97 

9.97 

10-26 

10.26 

10.54 
10.83 
10.83 

11 11 

11.11 

11.40 

11.55 

11.78 

11.86 

12.16 

12.54 

12-92 

13.30 

13.34 

13.68 

14.06 

14.44 

14.82 

15.20 
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EAVES TROUGH MITRES. 

Galvanized Steel, Galvanized Charcoal Iron, IX Terne and Old Style Terne. 



INNER CORNER MITRE. OUTER CORNER MITRE. 

Mitres ready for use kept in stock, either Slip or Lap Joint. 

When ordering Slip Joint Mitres, state whether right or left hand is wanted 
and whether for inner or outer corner, otherwise, half rights and half lefts and 
half inner and half^outer corner mitres will be shipped. 

LIST PRICES PER DOZEN. 


Sizes. 

Single Bead. 

Lap. Slip. 

Double Bead. 

Lap. Slip. 

3 inch. 

$2 25 

$2 75 

$2 75 

$6 25 

3K inch. 

2 50 

3 00 

3 00 

3 50 

4 inch. 

2 75 

3 25 

3 25 

3 75 

5 inch. 

3 00 

3 50 

3 50 

4 00 

6 inch. 

3 50 

4 00 

4 00 

4 50 

7 inch. 

4 25 

4 75 

4 75 

5 25 

8 inch. 

5 00 

5 50 

5 50 

6 00 

END PIECES WITH OUTLETS, SLIP END CAPS AND OUTLETS. 

Galvanized Steel, Galvanized 

Charcoal Iron, IX Terne and Old Style Terne. 



OUTLET. 


LEFT HAND END 
.. WITH OUTLET. 




12 in. End 

Slip Joint 

Outlet 



12 in. End 

Slip Joint 

Outlet 


Sizes. 

with Outlet. 

End Cap. 

Only. 


Sizes. 

with Outlet. 

End Cap. 

Only. 

2 

inch. 

$.... 

$.... 

$ 60 

5 

inch. 

$3 45 

$1 20 

$ 95 

3 

inch. 

2 80 

95 

75 

6 

inch. 

4 15 

1 45 

1 20 

3 X A inch. 

2 80 

95 

80 

7 

inch. 

4 70 

1 70 


4 

inch. 

3 10 

1 10 

85 

8 

inch. 

5 25 

2 10 

— 


When ordering end pieces with outlets, state size of outlet wanted and exact 
distance from end to center of outlet. State whether with or without slip 
joint ; whether right or left hand ; also length wanted. 

Slip end caps may be used either right or left hand. 


RIGHT HAND END PIECE 
WITH OUTLET. 


JOINT END CAP. 
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WIRE EAVES TROUGH HANGERS. 

Packed 1 Gross in a Box. 



STANDARD— Two Wires in Stem — Two in Crossbar— One in Body. 
LIST PRICES— PER GROSS. 


Size. 

Single Bead. 

Double Bead. 

Size. 

Single Bead. 

3 in. 

$2 75 

$3 00 

5 in. 

$3 00 

3 K in. 

2 75 

3 00 

6 in. 

3 50 

4 in. 

2 75 

3 00 

7 in. 

4 00 

4# in. 

3 00 

3 25 

8 in. 

4 50 

CRESCENT — Two Wires in Stem— Three in Crossbar— One 
LIST PRICES— PER GROSS. 

Size. 

Single Bead. 

Double Bead. 

Size. 

Single Bead. 

3 in. 

$3 00 

$3 25 

5 in. 

$3 25 

3# in. 

3 00 

3 25 

6 in. 

3 75 

4 in. 

3 00 

3 25 

7 in. 

4 25 

4 Yi in. 

3 25 3 50 8 in. 4 75 

STAR Two Wires in Stem— Three in Crossbar — T w o in 
LIST PRICES— PER GROSS. 

Size. 

Single Bead. 

Double Bead. 

Size. 

Single Bead. 

3 in. 

$3 25 

$3 50 

5 in. 

$3 50 

3K in. 

3 25 

3 50 

6 in. 

4 00 

4 in. 

3 25 

3 50 

7 in. 

4 50 

4^ in. 

3 50 

3 75 

8 in. 

5 00 

Size of Bead-All Styles— 3 in. to 6 in. 
Bead. 

inc. % in. Bead, 7 in. j 


Double Bead. 
$3 25 

3 75 

4 25 
4 75 


Double Bead. 
13 50 
4 00 

4 50 

5 00 


Double Bead. 
$3 75 
4 25 

4 75 

5 25 


WHEELING CORRUGATING COMPANY. 63 



STEEL EAVES TROUGH HANGERS. 


LIST PRICES PER GROSS. 


STEEL HANGERS STEEL HANGERS STEEL HANGERS STEEL HANGERS 

WITH STRAPS. WITH RODS AND NUTS. WITH STRAPS. WITH RODS AND NUTS. 


Single 

Double 

Single 

Double 


Single 

Double 

Single 

Double 

Sizes. Bead. 

Bead. 

Bead. 

Bead. 

Sizes. 

Bead. 

Bead. 

Bead. 

Bead. 

3 in. $3 50 

$3 75 

$3 75 

$4 00 

5 in. 

$4 00 

$4 25 

$4 50 

$4 75 

3# in. 3 50 

3 75 

4 00 

4 25 

6 in. 

4 50 

4 75 

5 00 

5 25 

4 in. 3 75 

4 00 

4 25 

4 50 

7 in. 

5 50 

5 75 

6 00 

6 25 

4X in. 3 85 

4 10 

4 35 

4 60 

8 in. 

7 50 

7 75 

8 00 

8 25 


Wire and Steel Hangers packed in boxes of one gross each. Sizes taken 
inside of bead. We send Vi in. bead for all sizes (except 7 and 8 in. which are 
X in- bead), unless otherwise ordered. 



ADJUSTABLE EAVES TROUGH HANGERS. 

These Hangers Make the Gutter Exceedingly Strong and 


No. 7 is made to drive from 3 to 4 inches 
square in the cornice. The lower prong 
forms a brace for the upper, and makes it 
very strong and firm. 


square in 

This iron is intended for eaves where 
shingles project far over the cornice. 


No. 9 is to drive with the pitch of the 
,roof. Same length as No. 7. 

Suited for narrow moulded cornice. 


No. 6 

made espe- 
cially to nail 
against O. G. 
moldings 
The two stays 
are made to 
fi t in the 
cove and can 
be bent to 
suit varia- 
tion. 
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ADJUSTABLE EAVES TROUGH HANGERS. 



No. 


No. 10 is 
made to 
nail against 
box 


Shank No. 11, Rafter Irons. For use 
where the rafter is exposed. The shank is 
nailed to the side of the rafter. 



No. 12 is made X pitch to fasten under the 
shingles or slate, and is bent to suit the pitch. 
The holes on top of the shank aie made bevel- 
ing so that the nail can be driven at any point 
and enter the shank. No. 15 is made for flat 
roofs. No. 25 is made for steep roofs. 




No. 20 'is 
hinged for 
any pitch, can 
be nailed or 
screwed t o 
various shap- 
ed mouldings 
at any angle 
desired. 




All orders are filled with assorted length 
shanks unless otherwise ordered. 



PENN CIRCLE. 

For Double Bead 
Trough. 


LIST PRICES OF SHANKS. 


LIST PRICES OF CIRCLES. 


Nos. 7-9 

Nos. 8-10-11-13-14 

Nos. 2-3-5-6-12-15-20-25 

Nos. 1-16-17-24 

No. 19 with bolts for hinges 

Extension Shanks, with extra bolts. 


Per 100 
...$ 2 00 
... 3 00 
... 3 50 
... 4 00 
... 5 00 
... 2 00 


With Bolts and Straps, per 1 

3-3X-3X-3X-4-4X inches.... $ 2 

4X-5-5X inches 3 

5X-6-6X inches 4 

7-7X-8 inches 5 

9-10 inches 6 

For Galvanized add 25 per cent to List. 


We carry in stock: Circles, all sizes up to 7 inches. Shanks— Nos. 6, 7, 8, 9, 10, 11, 12, 13, 16, 17, 20. 
Other numbers will be shipped direct from makers at Philadelphia, Pa. 


888888 
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QUARTER CIRCLE, OGEE, BOX AND ROOF GUTTERS. 



Galvanized Steel, Galvanized Charcoal Iron, IX Terae, Old 

C. R. Copper. 

All 10 Foot Lengths. 

LIST PRICES PER FOOT. 

Apply on all grades except C. R. Copper. 


STYLE B. 


Girt 

Bead. . . 

List 


15 in. 20 in. 
♦ in. f in. 

37c 50c 




Size 5 in. 6 in. 7 in. 

Depth 3£ in. 4£ in. 4j in. 

Girt. 12 in. 14 in. 16 in. 

List 30c 35c 40c 



8 in. 
7 in. 
in. 


7 in. 
5 in. 


Size. . . 
Depth 
Girt.. 
List. . . 


STYLE 


6 in. 
4 in. 
15 in. 
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QUARTER CIRCLE. OGEE. BOX AND ROOF GUTTERS. 


Galvanized Steel, Galvanized Charcoal Iron, IX Terne, Old Style Teme and C. R. 

Copper. 

All 10 Foot Lengths. 

LIST PRICES PER FOOT. 

Apply on all grades except C. R. Copper. 



STYLE H. 


Size 6 in. 7 in. 8 in. 

Depth 4 in. 4X in. 5X in. 

Girt 14 in. 16 in. 18 in. 

List 35c 40c 45c 


STYLE J. 

Size 6 in. 7 in. 

Depth 5X in. 6# in. 

Girt 18 in. 20 in. 

List 45c 50c 



8 in. 
8 in. 
24 in. 
60c 



STYLE K. 

Depth . . 4K in. 5# in. 6 in. 

Girt 24 in. 28 in. 30 in. 

List 72c 84c 90c 

Style K made in two pieces. 


Extras to be added to List Prices. 


Galvanized 27 gauge 4c per ft. 26 gauge 6c per ft. 24 gauge 12c per ft. 


Made No. 20 gauge and lighter, all styles and sizes carried in stock. Back of 
Gutter sam£ height as Bead. No. 26 and lighter, X in. Bead. No. 24 gauge and 
heavier X in. Bead. 

Special Hangers 3c each, net, made of 26 gauge Galvanized Straps, 1 in. wide, 
beaded at one end. Length to conform to size of gutter. 

Special Gutters of any shape will be made to order upon receipt of details 
and measurements. 


Copper prices quoted upon application. 
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GALVANIZED FORMED VALLEY. 

All 10 ft. Lengths. 

STYLE A. 


B. 




SLATER’S VALLEY. 



10 inch girt 
12 inch girt 
14 inch girt 
16 inch girt 
20 inch girt 


LIST PRICES PER LINEAL FOOT.— All Styles. 

- 12>fc per foot 

- 15 c per foot 

17 Kc per foot 

20 c per foot 

25 c per foot 
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STAR NESTED STOVE PIPE. 

Made from Even Colored, Refined, Polished, Planished and Galvanized 

Steel Sheets. 

Made in All Sizes. Packed 25 or 50 Joints to the Crate. 

Coated with Special Preparation to Prevent Rusting. 



STAR NESTED STOVE PIPE. 


This Pipe has a lock seam which by means of a simple device — a small 
tongue — is very neatly and quickly fastened. When the two edges are brought 
together, the tongue shown in the cut — one at each end — comes through the slit 
in the outer edge. Then the tongue is bent back with the fingers, double locking 
the seam, making a strong, safe fastening, very neat in appearance. This fasten- 
ing being inside the pipe, makes the seam smooth and even, presenting the 
appearance of a plain double locked seam, much neater and safer than the riveted 
or other joint. A perfect lock without the use of hammer or rivets. Easily put 
together. _ 

Even Colored, Refined, Polished and Galvanized Stove Pipe'24 inch Joints. 

Planished Stove Pipe 28 inch Joints. 

Can furnish all styles of Nested Stove Pipe in 30, 29, 28, 27 and 26 Gauges. 
28 Gauge is always shipped unless order specifies otherwise. 

We can make Tapered Joints and Half Joints in any Style, Size and Gauge of 
Nested Stove Pipe. 
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CRESCENT NESTED STOVE PIPE. 

Made from Even Colored, Refined* Polished* Planished and Galvanized 

Steel Sheets. 

Made in All Sizes. Packed 25 or 50 Joints to the Crate. 

Coated with Special Preparation to Prevent Rusting. 



CRESCENT NESTED STOVE PIPE. 


The locking device of this pipe is the same as in the Star brand, except that 
it has four tongues, and is locked on the outside. One special advantage of the 
Crescent Pipe is that a joint can be cut in two and still have two tongues to each 
half joint, permitting it to be fastened securely at both ends. 


APPROXIMATE SHIPPING WEIGHTS PER 100 JOINTS. 



3 in. 

4 in. 

4 Vi in. 

5 in. 

5 l A in. 

6 in. 

7 in. 

No. 30 Gauge, lbs 

106 

134 

148 

161 

173 

186 

212 

No. 29 

ti it 

115 

145 

161 

176 

188 

203 

232 

No. 28 

u it 

125 

159 

176 

192 

207 

223 

255 

No. 27 

it it 

186 

173 

191 

209 

225 

243 

278 

No. 26 

a tt 

146 

188 

207 

226 

243 

263 

301 


Unless gauge is specified on ortler we ship No. 28. 
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WHEELING NESTED STOVE PIPE. 

Made from Even Colored, Refined, Polished, Planished and Galvanized 

Steel Sheets. 

Made in All Sizes. Packed 25 or 50 Joints to the Crate. 

Coated with Special Preparation to Prevent Rusting. 



WHEELING NESTED STOVE PIPE. 



Lock the seams together, place your hands as shown in Fig. 1, press pipe in 
with left hand, when point A and B will open as shown in cut : then with a slight 
upward pressure* of right hand raise point B and release the pipe from left hand, 
being particular to have point B overlap point A when they come together, as 
shown in Fig. 2. Perfectly round.and true to size, and when locked makes a 
very rigid joint. 
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TEXAS NESTED STOVE PIPE. 

Made from Even Colored, Refined, Polished, Planished and Galvanized 

Steel Sheets. 


Made in all Sizes. Packed 25 o r 50 Joints to the Crate. 

Coated with Special Preparation to Prevent Rusting. 




SHOWING HOW TEXAS PIPE IS PUT TOGETHER. 


A very popular style of Nested Stove Pipe. 

The lock is very simple; nothing needed but your tw o hands to put the pipe 
together. 




72 


WHEELING CORRUGATING COMPANY . 


VIRGINIA NESTED STOVE PIPE. 

Made from Even Colored, Refined, Polished, Planished and Galvanized 

Steel Sheets. 

Made in all Sizes. Packed 25 or 50 Joints to the Crate. 

Coated with Special Preparation to Prevent Rusting 



VIRGINIA NESTED STOVE PIPE. 


Nothing but a Straight Lock Seam, easily put together. 

The seams should be closed tightly, after locking. 

Can be used with or without riveting. 

A high grade of Nested Stove Pipe which gives eminent satisfaction. 



NESTED STOVE PIPE CRATED FOR SHIPPING. 
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STOVE PIPE ELBOWS. 

Made from Even Colored, Refined. Polished, Planished and Galvanized 

Steel Sheets. 

STAR ONE PIECE ELBOW. 

One Piece Corrugated. Locked Seam in Throat. 


Made in one piece* 
with long ends, perfectly 
round and true to size. 
The corrugations add 
strength, so does the seam 
which is in the throat, 
on the short or under 
side of the elbow, out of 
sight. 


W.C.Co. 

StovePipe 

Elbow 

OnePiece 

Corrugated 


The “ Star ” Elbow 
stands for high quality, 
and is unquestionably 
the handsomest and 
strongest elbow made. 


ONE PIECE ELBOW. 


FOUR PIECE AND ADJUSTABLE ELBOWS. 
1 y K inch and 2 inch Ends. 



FOUR PIECE ELBOW. 


Very neatly put together and the 
most substantial Four Piece Elbow 
made. 



ADJUSTABLE ELBOWS. 


Can be adjusted to any angle. 
We also make Adjustable Drop El- 
bows. Drop 5 to 8 inches. Can be 
lengthened or shortened as desired. 


Stove Pipe Elbows 
made in all sizes. 

Can’furnish special 
Four Piece Elbows to 
order. 



One Piece Elbows 
wired in bundles, 1 
dozen each. 

Four Piece and 
Ad j ustable Elbo w s 
shipped crated. 
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T JOINTS. 


Sizes 5, 5K. 6 and 7 inch. 
Even Colored and Polished Steel. 



FLUE THIMBLES. 


All Sizes. — Black and Galvanized. 


COMB AND SIDE RAIN PROOFS. 



Japanned or Galvanized. 18x18 inch Flange. 
Sizes 5, 6 and 7 inch. 


Regular style is one half pitch. Can furnish any pitch desired at slight 
additional price. 

Shipped one dozen in a crate. 

WHEELING CAST IRON DAMPERS. 



LIST PRICES PER DOZEN. 


Sizes 3 in. ZYi in. 4 in. \Yi in. 5 in. 5Y in- 6 in. 

Per Dozen $1 15 $1 20 $1 25 $1 30 $1 35 $1 45 $1 50 

Sizes 6Y in. 7 in. 8 in. 9 in. 10 in. 12 in. 

Per Dozen $1 75 $2 00 $3 00 $4 00 $5 00 $6 00 


Enameled Wood Handles — 7 in. and smaller. 

Japanned Iron Handles — 8 in. and larger. 

Solid Plate, gauged true to fit the pipe. 

The wood handle is securely fastened by steel clamp and ferrule, which are 
highly nickel plated. They never break or get loose. 

All sizes with either handle furnished with solid plates for gas or hot air 
pipes when ordered. 
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WHEELING STOVE PIPE COLLARS. 


WIDE FLANGE.— PLAIN. 


Nos 

Inches 4x6$ 

List Prices, Gross 

Nos 

Inches 

List Prices, Gross 

Nos 

Inches • 4x6$ 

List Prices, Gross. $2 60 


4 

4* 

5 

5$ 

4x6$ 

4ix7} 

5x8$ 

5$x8f 

$2 00 

$2 20 

$2 35 

$2 45 


BLACK JAPANNED. 


14 

14} 

15 

15$ 

4x6$ 

4}x7f 

5x8$ 

5$xSj 

$2 95 

$3 15 

$3 25 

$3 40 


GOLD LACQUERED. 


24 

24} 

25 

25$ 

4x6$ 

4}x7f 

5x8$ 

5$x8$ 

$2 60 

$2 80 

$3 00 

$3 05 

EXTRA WIDE FLANGE— PLAIN. 

035 

036 

037 

045 

3x8$ 

3x9$ 

3x10$ 

4x8$ 

$3 00 

$3 95 

$4 20 

$3 00 


BLACK JAPANNED. 


0135 

0136 

0137 

0145 

3x8$ 

3x9$ 

3x10$ 

4x8$ 

$4 00 

$4 90 

$6 15 

$4 00 


GOLD LACQUERED. 


0235 

0236 

0237 

0245 

3x8$ 

3x9$ 

3x10$ 

4x8$ 

$3 75 

$4 55 

$5 75 

$3 75 


Nos 

Inches 3x8$ 

List Prices, Gross. $3 00 

Nos ... 

Inches 

List Prices, Gross. $4 00 

Nos 

Inches 

List Prices, Gross. $3 75 
Dimensions. — The inner diameter is given first, followed by the outer diameter. 

Wheeling Collars are neatly designed, made from Bright Coke Plates, and 
have wide inner flanges allowing collars to fit over pipe easily, but very snug. 
Put up in packages of 1 dozen each. 

WHEELING FLUE STOPPERS. 


6 

6x9$ 
$2 65 


16 

6x9$ 
$3 45 

26 

6x9$ 
$3 15 

046 
4x9$ 
$3 55 

0146 
4x9$ 
$4 55 

0246 
4x9$ 
$4 25 


7 

7x10$ 
$4 00 


17 

7x10$ 

$4,95 

27 

7x10$ 
$4 60 

047 
4x10$ 
$4 90 

0147 
4x10$ 
$5 95 

0247 
4xJ0$ 
$5 50 




GOLD LACQUERED.— SPECIAL PATTERNS.— WIDE FLANGE.— FANCY 

PICTURES. 

No 30 Inch 8$ List Prices, Gross $5 65 

Packed 1 dozen in neat cardboard box. 

Best Stoppers on the market. We use steel springs, which are stronger and 
last longer than wire. 


Order by Number Only. 
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. WHEELING CORRUGATING COMPANY. 


WHEELING DRIPPING PANS. 

W. C. Co. Pans are acknowledged the best pans made, both as to quality and 
workmanships All Pans of our make are actually wired instead of having the 
edge folded over the wires — thereby making the most Sanitary Pans on the market. 

Each and every Pan has W. C. Co. stamped on the clip and is our guarantee 
against the slightest imperfection. 



MADE FROM SPECIAL GRADE EVEN COLORED HEAVY STEEL. 
Coated with Special “Anti-Rust” Preparation. 


Sizes. 

List Prices 
Per Doz. 

Shipping 
Weights 
Per Doz. 

Sizes. 

List Prices 
Per Doz. 

Shipping 
Weights 
Per Doz. 

6x9 

. . . . $1 75 

74 

10 xl5 .... 

.... $3 50 

16 

6£x 7}.... 

. . . . 1 70 

7 

10 xl6 .... 

.... 3 75 

17 

64x 9 

. . . . 1 90 

9 

10 xl7 .... 

.... 4 00 

18 

6£xl3 .... 

. . . . 2 45 

10 

10 xl9 . . . . 

.... 4 25 

21 

7x8.... 

. . . . 1 80 

9 

10 x20 . . . . 

.... 4 45 

224 

7x9.... 

.... 2 00 

9* 

11 xll .... 

.... 3 00 

134 

7 xlO .... 

. . . . 2 10 

10 

11 xl5 . . . . 

.... 3 90 

16 

7 xl4 

. . . 2 65 

11 

11 xl6 .... 

.... 4 15 

17 

7Jx 9 .... 

. . . . 2 05 

9i 

12 xl2 . . . . 

.... 3 50 

15 

8 xlO .... 

. . . . 2 20 

10 

12 xl4 . . . . 

.... 4 00 

17 

8 xl2 

. . . . 2 55 

11 

12 xl7 .... 

.... 4 45 

194 

8 xl5 .... 

.... 305 

13 

12 xl9 . . 

4 85 

224 

8 xl7 ,... 

. . . . 3 45 

15 

13 xl3 . . . . 

.... 4 00 

164 

84x15 .... 

.... 3 10 

15 

14 xl4 . . . . 

.... 4 50 

19 

9 xl2 .... 

. . . . 2 60 

13 

14 xl5 

.... 4 75 

204 

9 xl4 

. . . . 3 00 

14 

14 xl7 .... 

.... 5 00 

23 

9 xl5 .... 

. . . . 3 45 

14i 

14^x20 . . . . 

.... 6 00 

26 

9 xl7 

3 75 

16 

16 xl7 .... 

.... 5 50 

24 

94xl6J 

.... 3 90 

154 

16 x20 

.... 6 25 

274 

10 xlO 

. . . . 2 75 

'll* 

18 xl9 .... 

6 50 

304 

10 xl*2 .... 

.... 3 05 

134 




10^x14 . . . 

.... 3 40 

15 





Shipped Nested. All Sizes Packed 3 Dozen in Crate. 




WHEELING CORRUGATING COMPANY. 
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WHEELING STOVE PANS. 

" Anti-Burn/’ 



MADE FROM SPECIAL BLUED SMOOTH STEEL. 


Arc raised from the oven floor by “ANTI-BURN ” coppered rods which per- 
mits circulation of air under the pans and prevents burning. These rods' also 
stand the wear instead of bottoms of pans. 


Nos 10 

Inches 9x14x2 # 

List Prices, Gross ... % $20 20 


20 

10x12x2# 
$20 20 


30 

10x15x2# 
$23 55 


Nos 40 

Inches 11x16x2# 

List Prices, Gross . . . $26 90 


50 

12x17x2# 
$30 25 


60 

16x17x2# 
$37 00 


Shipped — Nested, 3 Doz. in Crate. 


BISCUIT OR OBLONG TIN PANS. 



DRIPPING PAN SHAPE— WIRED. 


Clips and Coppered Handles. 


Nos 

20 

21 

22 

23 

Inches 

8x10x2 Vt 

8x12x2# 

9x12x2# 

9x14x2 X 

List Prices, Gross . . . . 

$12 65 

$14 25 

$15 85 

$18 35 

Nos ! . . . 

24 

25 

26 

27 

Inches 

10x14x2 M 

10x15x2# 

11x16x2# 

12x17x2 K 

List Prices, Gross 

$20 25 

$21 55 

$24 05 

$27 85 


Shipped — Papered and Crated. 


Order by Number Only. 
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WHEELING CORRUGATING COMPANY. 



WHEELING DEEP ROAST PANS. 


MADE FROM SPECIAL BLUED SMOOTH STEEL. 


Wired — Without Covers. 


Nos 64 65# 67 

Inches 9x14x3# 10#xl5#x4 13x18x4 

List Prices, Gross. . . . $16 80 $21 Oj $27 30 


DEEP ROAST PANS. 

" Anti-Burn.” 



MADE FROM SPECIAL BLUED SMOOTH STEEL, 


Wired — Without Covers. 


Are raised from the oven floor by “ANTI-BURN.” coppered rods which per- 

These rods also 


mits circulation of air under the pans and prevents burning. 
stand*the wear instead of bottoms of pans. 


655 

10#xl5#x4 
$24 95 


670 

13x18x4 
$31 25 


Order by Number Only. 


WHEELING CORRUGATING COMPANY. 
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CRESCENT ROASTERS AND BAKERS. 



MADE FROM EVEN COLORED SMOOTH STEEL SHEETS. 


Indented top and bottom. Wire detachable hinge and wire locking device. 
Ventilator in cover. Made with four raised points or feet which raise pans from 
oven'floor leaving space for circulation of air, and prevent burning. 

Furnished with Dripping Rack if ordered. 

Crescent Roasters and Bakers are Self-Basting and Self-Browning. The lock- 
ing^device is the most sanitary and substantial of any on the market. 

WITHOUT BOTTOM RACKS. 


Nos 09 010 # 012 

Inches 9x14x7 10#xl5Xx8 13x18x8 

List Prices, Gross $31 95 $39 25 $51 90 

WITH BOTTOM RACKS. 

Nos....... 9 10 # 12 

Inches 9x14x7 10# xl5#x8 13x18x8 

List Prices, Gross $35 95 $43 25 $55 90 



Shipped — Nested, 1 Doz. in crate. 


Order by Number Only. 
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WHEELING CORRUGATING COMPANY. 


WHEELING SAP PAILS. 



TESTED. GUARANTEED NOT TO LEAK. 

STANDARD. 
Galvanized. 
Dairy Pail Shape. 

12 14 

IlixlO llfxlOJ 


Quarts ... 10 

Inches. . . 10Jx9 
100 


16 

12Jxl2i 


HEAVY. 

Galvanized. 

Dairy Pail Shape. 

Quarts... 10 12 14 16 

Inches... 10|x9 IlixlO llfxlOJ 12}xl2f 

100 

VERMONT SAP PAILS. 

Galvanized. 

14 Quart Only. 

Height 12 % in ; Diameter at Top 10 Yi in.; Diameter 
at Bottom 8K i • 

This is a special shape sap pail that is used exten- 
sively throughout Vermont and the northeastern 
states. It is made small at the top to prevent rain- 
water flowing in with the sap. 

TIN SAP PAILS. 

Dairy Pail Shape. 

Quarts 10 12 14 

Inches 10|x9 IlixlO llfxlOi 

IC Coke . 

IX Coke 

IX AAA Charcoal 


Special Note All Sap Pails will be shipped Plain unless ordered Punched. 

If ordered Punched state size of hole, otherwise we will ship with X inch hole. 
All Sap Pails shipped nested 25 in a crate. 

PIECED REFRIGERATOR PANS. 



Galvanized. 

Straight Sides. With Side Handles. 


Nos 

Inches.. 
Gross . . 


0 12 3 4 

11x4 12Jx4 14x4j 15ix5i 17ix5J 


Wheeling Pieced Refrigerator Pans have Heavy Corrugated Seamless Bot- 
toms, drawn X inches deep and double seamed on. This construction makes an 
exceptionally strong pan and will not mark the floor as flat bottom pans do. 
Handles are securely riveted on. Pans are absolutely water-tight, being galvan- 
ized and tested after making. 

Shipped — X Do z. in crate. 

Order by Number Only. 


WHEELING CORRUGATING COMPANY. 
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WHEELING ARTESIAN OR BORED WELL BUCKETS. 

HEAVY GALVANIZED IRON. ONE PIECE BODY. 
AUTOMATIC VALVE IN BOTTOMS. 



Crimped Top. Wrought Iron Bails. 

0 1 2 
4x37£ 4$x30 5x24 


Cone Top. Wrought Iron Bails. 


Nos 3i 4 4$ 5 

Inches 4x37£ 4^x30 6x24 5x28 


Gross 



Cone Top and Bottom. 

71 

4x37i 


Wrought Iron Bails. 

8 Si 

4£x30 5x24 


3 

5x28 



9 

5x28 


Order by Number Only. 
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WHEELING CORRUGATING COMPANY. 


WHEELING GALVANIZED WELL BUCKETS. 

TESTED. GUARANTEED NOT TO LEAK. 



PATENT SELF-DIPPING 
Standard. Stamped Ears. 


Nos 8 10 12 

Quarts 8 10 12 

Inches 9x9£ 9x11 9}xllJ 

Gross 


When Pail strikes the water the Patent Spring At- 
tachment tilts it to fill immediately. 



Patent 

Self-Dipping 

Ear. 


STANDARD. 

Plain. Stamped Ears. 

Nos 81 101 121 

Quarts 8 10 12 

Inches 9x9* 9x11 9fxll* 

Gross 


HEAVY. 

Plain. Stamped Ears. 


Nos 86 106 126 

Quarts 8 10 12 

Inches 9x9* 9x11 9fxll* 

Gross 



EXTRA HEAVY. 
Plain. Stamped Ears. 


Nos 820 1020 1220 

Quarts 8 10 12 

Inches 9x9* 9x11 9fxll} 

Gross 


Shipped — Nested, £ dozen in a bundle. 
Order by Number Only. 


WHEELING CORRUGATING COMPANY. 
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WHEELING RED BANDED GALVANIZED WELL BUCKETS. 


TESTED. GUARANTEED NOT TO LEAK. 




PATENT SELF-DIPPING, 
Standard. 



STANDARD. 

Plain. Banded Bright Red. 
Stamped Ears. 


Nos 81B 101B 121B 

Quarts 8 10 12 

Inches 9x9£ 9x11 9}xllJ 

Gross 



HEAVY. 

Plain. Banded Bright Red. 
Stamped Ears. 


Nos 86B 106B 126B 

Quarts 8 10 12 

Inches 9x9J 9x11 9fxllJ 

Gross .... .... 



EXTRA HEAVY. 
Plain. Banded Bright Red. 


Stamped Ears. 

Nos 820B 1020B 

Quarts 8 10 

Inches 9x9i 9x11 

Gross 


Shipped — Nested, K dozen in a bundle. 


1220B 

12 

9|xllJ 


Order by Number Only. 
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WHEELING CORRUGATING COMPANY. 



WHEELING GALVANIZED WATER PAILS. 

TESTED. GUARANTEED NOT TO LEAK. 


STANDARD. 


Plain. Stamped Ears. 


Nos 

82 

102 

122 

142 

162 

Quarts. . 

8 

10 

12 

14 

16 

Inches . . 
Gross . . . 

9}x8$ 

10}x9 

111x10 

llfxlO} 

12}xl2} 


HEAVY. 

Plain. Stamped Ears. 


Nos 1310 1312 1314 1316 

Quarts 10 12 14 16 

Inches.. 10}x9 111x10 llfxlOJ 121x12} 

Gross 


EXTRA HEAVY. 
Plain. Stamped Ears. 


Nos 510 512 514 516 

Quarts 10 12 14 16 

Inches 11x9 ll}xl0 11 }x 10$ 121x12$ 

Gross ... 


SPECIAL EXTRA HEAVY. 
Plain. Stamped Ears. 


Nos 1410 1412 1414 1416 

Quarts 10 12 14 16 

Inches 11x9 11 }x 10 ll|xl0$ 121x12} 

Gross 


Can supply fitted with Wrought, Forged or Mal- 
leable Ears, also with Wood Rolls on Bails at slight 
advance in price. 




Shipped — Nested, 1 dozen in a bundle. 
Order by Number Only. 


' 


WHEELING CORRUGATING COMPANY. 85 


WHEELING RED BANDED GALVANIZED WATER PAILS. 

TESTED. GUARANTEED NOT TO LEAK. 




STANDARD. 


Banded Bright Red. 

Nos 82B 102B 122B 

Quarts. .8 10 12 

Inches.. 9Jx8$ 10|x9 HJxlO 
Gross 


142B 




Banded Brignt Kea. stamped x^ars. 

Nos 1310B 1312B 1314B 1310B 

Quarts 10 12 14 16 

Inches 10|x9 llixlO llfxlOi 12ixl2i 

Gross 




EXTRA 


516B 

16 

12|xl2i 


Nos . 
Quarts 
Inches. 
Gross. 


Banded Bright Red. Stamped 

510B 512B 514B 

10 12 14 

11x9 llixlO llfxlOJ 



SPECIAL EXTRA HEAVY. 
Banded Bright Red. Stamped Ears. 


Nos 14L0B 1412B 1414B 1410B 

Quarts 10 12 14 16 

Inches 11x9 llixlO llJxlO* 12Jxl2i 


Gross 


Can supply fitted with Wrought, Forged or Mallea- 
ble Ears, also with Wood Rolls on Bails at slight ad- 
vance in price. 


Shipped Nested, 1 dozen in a bundle. 


Order by Number Only. 
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WHEELING CORRUGATING COMPANY. 


WHEELING CONTRACTORS’ OR NAVY PAILS 


TESTED. GUARANTEED NOT TO LEAK. 




SPECIAL EXTRA HEAVY. 
Galvanized. 

Bottoms Double Braced with Extra Heavy Bands. 

Heavy Ears and Extra Heavy Rod Bails. 
Specially designed to carry Mortar and Cement. 

Heavy Hoops 
Without Heavy Hoops at Top and 


Body 

at Top, 

Bottom 

Hoops. 

Riveted. 

Riveted. 

Nos 14 

140 

340 

Quarts 14 

14 

14 

Inches. . . . llfxlO} 

llfxlO} 

llfxlO} 

Dozen 

.... 



Shipped Nested, X doz. in a bundle. 


WHEELING MULE OR STOCK PAILS. 

TESTED. GUARANTEED NOT TO LEAK. 


HEAVY. 

Galvanized. 

Plain. Stamped Ears. 

Nos 12 14 10 18 20 

Quarts 12 14 18 18 20 

Inches 12x9 12}x9} 13}x9} 14}x9} 15x10} 

Gross 



HEAVY. 

Galvanized. 
Banded Bright Red. 
Stamped Ears. 


Nos... 
Quarts 
Inches. 
Gross. . 


12x9 12|x9} 13}x9} 14}x9f 15x10} 


Can supply with Wrought, Forged or Malleable Ears, also with Wood Rolls 
on Bails at slight advance in price. 


Shipped Nested, 1 dozen in a bundle. 
Order by Number Only. 



WHEELING CORRUGATING COMPANY. 
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WHEELING GALVANIZED SHIPPING PAILS. 

WITH COVERS. 




The cover is secured by eight small steel clips or 
clinched over the wired rim of the 


This pail is especially designed and manufactured for shipping 
coffee, spices, etc. The cover is quickly and securely fastened and will not 
loosen or break open in transit. 

The pails are quickly cleaned and sterilized, and after contents are removed 
are useful for any purpose. 

No coopering of any kind necessary before shipping. No wooden cover to 
split and break off. Perfectly water-tight, protecting contents from wet and 
dampness. Do not absorb moisture like the wooden pails. 

Approximate capacity: Hard Candy, 30 lbs.; Coffee, 17 lbs.; Pepper, 21 lbs. 


WHEELING GALVANIZED CONICAL FIRE PAILS. 


Diameter at Top 13£ in. 

Diameter at Bottom 101 in. 

Height. . . 11 1 in. 

Liquid Capacity 21 qts. 




Rolls 


Can supply with Wrought, Forged or Malleable Ears, 
on Bails at slight advance in price. 


Plain. Not Stenciled. 


Plain. Stenciled Red. 


Nos 12 14 

Quarts./... 12 14 

Gross 


Painted Red. • Not Stenciled. 


Nos 120 140 

Quarts .... 12 14 

Gross 


Painted Red. Stenciled Black, 


Nos 1200 1400 

Quarts 12 14 

Gross 
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WHEELING CORRUGATING COMPANY. 


WHEELING GALVANIZED FIRE PAILS. 

TESTED GUARANTEED NOT TO LEAK. 



FLAT BOTTOM. 

Painted Red Outside. Not Stenciled. 


Nos 

08 

Stamped Ears. 

010 012 

014 

016 

Quarts . 

8 

10 12 

14 

16 

Inches.. 

9}x8} 

10}x9 111x10 

111x10} 

121x121 

Gross 

.... 

.... * .... 

.... 

• • • • 



FLAT BOTTOM. 

Painted Red Outside and Stenciled Black. 


Stamped Ears. 


Nos 

108 

110 

112 

114 

116 

Quarts. . 

8 

10 

12 

14 

16 

Inches. . 
Gross . . 

91x8} 

101x9 

111x10 

111x10} 

121x121 



ROUND BOTTOM. 

Painted Red Outside. Not Stenciled. 
Stamped Ears. 


Nos 300 302 304 

Quarts 10 12 14 

Inches 101x10} ll}xllj 111x12 

Gross .... .... .... 


ROUND BOTTOM. 

Painted Red Outside and Stenciled Black. 
Stamped Ears. 


Nos 310 S£2 314 

Quarts 10 12 14 


Inches , 101x10} ll}xll} llixl2 

Gross .... 

FLAT BOTTOM. 

Plain. Stenciled Red. 

Stamped Ears. 


Nos 80 100 120 140 100 

Quarts.. 8 10 12 14 16 


Inches.. 9}x8} 10}x9 llJxlO 111x10} 12}xl2| 

Gross ... 

Can supply with Wrought, Forged or Malleable 
Ears, also with Wood Rolls on Bails at slight advance 
in price. 

Shipped — Nested, 1 dozen in a bundle. 

Order by Number Only. 


WHEELING CORRUGATING COMPANY. 
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WHEELING GALVANIZED FIRE PAILS. 


TESTED. GUARANTEED NOT TO LEAK. 



ROUND BOTTOM. 

Plain. Not Stenciled. 
Stamped Ears. 


Nos 200 202 

Quarts 10 12 


Inches lOXxlOX llXxllX 

Gross .... .... 

ROUND BOTTOM. 


204 

14 

llXxl2 



Plain. Stenciled Red. 

Stamped Ears. 

Nos 210 212 214 

Quarts 10 12 14 

Inches lOXxlOX llXxllX HXxl2 

Gross .... • • • • 

RED BANDED FIRE PAILS. 

ROUND BOTTOM. 



Banded Bright Red. Not Stenciled. 
Stamped Ears. 


Nos 200B 202B 204B 

Quarts 10 12 14 

Inches lOXxlOX llXxll X 11X*12 


Gross. 


ROUND BOTTOM. 

Banded Bright Red. Stenciled Red. 
Stamped Ears. 



Nos 210B 212B 214B 

Quarts 10 12 14 

Inches lOXxlOK HXxllX llXxl2 


Gross .... .... 

FLAT BOTTOM. 

Banded Bright Red. Stenciled Red. 
Stamped Ears. 


Nos 80B 100B 120B HOB 160B 

Quarts 8 10 12 14 16 

Inches 9Xx8X 10Xx9 HXxlO llXxlOX 12XxllX 


Gross .... .... 

Can supply with either Wrought, Forged or Malle- 
able Ears, also with Wood Rolls on Bails at slight 
advance in price. 

Shipped — Nested, 1 doz. in a bundle. 

Order by Number. 
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WHEELING CORRUGATING COMPANY . 




WHEELING GALVANIZED WASH 

TESTED. GUARANTEED NOT TO 


Nos .... 0 
Inches. . 18 
Gross 



HEAVY. 

Drop Handles. 
Wringer Attachment. 

Nos .... 9 11 22 23 
Inches.. 18 2 Q 22 24 
Gross 


Drop Handles. 
Plain. 


Nos . . . 
Inches, 
Gross. . 


Drop Handles. 
Wringer Attachment. 


Nos . . . 
Inches. 
Gross . 


Can supply fitted with Stiff 
Wrought Iron Wood Roll Handles, 
also with Wrought Iron Bottom 
Hoops at slight advance in price. 


Shipped — Nested, Y dozen in a bundle. 
Order by Number Only. 


pill III. ill IJI I ■■> 11(11 


WHEELING CORRUGATING COMPANY. 
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WHEELING GALVANIZED WASH TUBS. 

• tested, guaranteed not to leak. 



SPECIAL EXTRA HEAVY. 

Drop Handles. 

Plain. 

Nos 1100 1200 1300 

Inches.. 20 22 24 

Gross 


SPECIAL EXTRA HEAVY. 

Drop Handles. 
Wringer Attachment. 

Nos 2100 2200 2300 

Inches. . 20 22 24 

Gross 



WHEELING RED BANDED GALVANIZED WASH TUBS. 

HEAVY. 

Banded Bright Red. 
Drop Handles. 

Plain. 

Nos . . 0B IB 2B 3B 
Inches.. 18 20 22 24 
Gross 



HEAVY. 

Banded Bright Red. 

Drop Handles. 
Wringer Attachment. 

Nos 9B 11B 22B 23B 

Inches.. 18 20 22 24 

Gross 


Can supply fitted with Stiff Wrought Iron Wood Roll Handles, also with 
Wrought Iron Hoops at Bottom at slight advance in price. 

Shipped - Nested Jf dozen in a bundle. 

Order by Number Only. 
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WHEELING CORRUGATING COMPANY. 



SPECIAL EXTRA HEAVY. 

Banded Bright Red. 

Drop Handles. 

Wringer Attachment. 

Nos.... 2100B 2200B 2300B 

Inches.. 20 22 24 

Gross 


Can supply fitted with Stiff Wrought Iron Wood Roll Handles, also with 
Wrought Iron Hoops at Bottom at slight advance in price. 

Shipped — Nested, dozen in a bundle. 

Order by Number Only. 


WHEELING RED BANDED GALVANIZED WASH TUBS. 

TESTED. GUARANTEED NOT TO LEAK. 


EXTRA HEAVY. 

Banded Bright Red. 

Drop Handles. 

Plain. 

Nos.... 10B 20B 30B 

Inches. . 20 22 24 

Gross 


EXTRA HEAVY. 

Banded Bright Red. 

Drop Handles. 
Wringer Attachment. 

Nos ... . 100B 200B 300B 

Inches.. 20 22 24 

Gross 


SPECIAL EXTRA HEAVY. 
Banded Bright Red. 



Drop Handles. 



Plain. 


Nos 

1100B 1200B 

1300B 

Inches. . 
Gross. . . 

20 22 

24 



WHEELING CORRUGATING COMPANY. 
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WHEELING GALVANIZED GARBAGE CANS. 



STANDARD. 

Seamless Deep Covers Tight Fitting Over Outside. 
• Corrugated Bottoms. Bailed. 

Nos.... 000 00 02 03 04 

Inches.. lOJxlOJ 10}xl2} 121x13} 14x14 14x17* 

Dozen .... 

The Best Seller. Constantly in Demand. 



HEAVY. 

Seamless Deep Covers Tight Fitting Over Outside. 
Corrugated Bottoms. Bailed. 


Nos 10 20 30 

Inches 10*xl2} * 12}xl3} 14x17* 

Dozen .... 


Same style as No. 000 series, but considerably heavier 
stock. 




EXTRA HEAVY. 

With Special Extra Heavy Bottom Hoops. 
Seamless Deep Covers Tight Fitting Over Outside. 
Corrugated Bottoms with Hoops. Bailed. 


• 

Nos 40 50 

Inches 12}xl4 14x17* 

Dozen 


Made from extra heavy sheets. Bottom hoop securely 


riveted. 



Seamless Cover, fitting Deep, Seamless Cover, 

inside. Tight fitting over outside. 

Seamless Covers Fitting Inside or Outside. 
Corrugated Bottoms. Stationary Side Handles. 

Nos 14 with Covers. 014 without Covers. 

Inches 14x18 14x18 

Dozen .... 

Cans and Covers Galvanized After Making. 


Order by Number Only. 
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WHEELING CORRUGATING COMPANY. 


WHEELING GALVANIZED GARBAGE AND ASH CANS. 



GARBAGE OR ASH CANS. 

Corrugated Bodies. 

Seamless Deep Covers Tight Fitting Over Outside. 
Corrugated Bottoms. Drop Side Handles. 

Nos.... 73 74 75 76 77 

Inches. 12fxl2J I4jxl4 14}xl7 14Jxl9| 17x23J 

Dozen . . 



GARBAGE CANS. 

Seamless Covers Fitting Inside. 
Corrugated Bottoms. Drop Handles. 


Nos 11 H i 

Inches 14x18 14x20 

Dozen 


Well made from best steel sheets, galvanized after making. 



GARBAGE OR ASH CANa 

Seamless Deep Covers Tight Fitting Over Outside. 
Heavy Hoops at Top and Bottom. 


Stationary Side Handles. 

Nos .... 300 Not Soldered. 310 Soldered Seams. 

Inches 14x21 14x21 

Dozen with Covers. with Covers. 

Dozen without Covers without Covers. 


Protected at tops and bottoms by special shape heavy steel 
hoops securely riveted in place. 

Seamless concave ash can bottoms, galvanized after making. 


Order by Number Only. 
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WHEELING GALVANIZED ASH CANS'. 


HEAVY. 

Without Covers. 

Heavy Drop Side Handles. 

Heavy Reinforcing Hoops at Top and Bottom. 

Nos 14 14 J 16 17 18 20 

Inches 14x151 14x191 15x26 17x26 18x26 20x26 

Covers to fit, Nos. 4 4 5 7 8 10 

Dozen 


EXTRA HEAVY. 

Without Covers. 

Heavy Bails for Hoisting. 

Heavy Reinforcing Hoops at Top and Bottom. 


Nos. 104 105 107 108 110 

^ches 14xl9J 16x26 17x26 18x26 20x26 


Covers to fit, Nos. ... 4 5 7 8 10 

Dozen . 





HEAVY. 

Without Covers. 

Hardwood Staves. He^vy Drop Side Handles. 
Heavy Reinforcing Hoops at Top and Bottom. 

Nos 140 150 170 180 • 200 

Inches 14xl9J 15x26 17x26 18x26 20x26 

Covers to fit, Nos. 4 6 7 8 10 

Dozen 


For Covers see Page No. 99. 


Order by Number Only. 
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f 

WHEELING GALVANIZED ASH CANS. 



EXTRA HEAVY. 

Without Covers. 
Triple Ribbed Steel Staves. 
Heavy Drop Side Handles. 


Heavy Reinforcing Hoops at Top and 

Bottom. 

Ncs 

2150 

2170 

2180 

2200 

Inches 

15x26 

17x26 

18x20 

20x20 

Covers to fit, Nos. 
Dozen 

5 

7 

8 

10 


Made from heavy steel— Bodies and Bottoms — the cans are protected at top 
and bottom by our Special Shape Heavy Steel Hoops, securely riveted in place. 
Protecting the sides of can are Heavy Triple Corrugated Steel Staves, each having 
three distinct and deep corrugations. These staves are riveted to top and bottom 
hoops, also to body, thereby forming a heavy steel* protecting frame. The 
method of protecting these cans makes them very strong and durable. 



Without Covers. 
Stationary Side Handles. 


041 

17x20 

7 


No 

Inches * 

Covers to fit, No 

Dozen 


For Covers see Page No. 99. 


Order by Number Only, 
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WHEELING GALVANIZED ASH CANS. 



Without Covers. 


No 

Inches 

Covers to fit, No 
Dozen 


04£ 

17x23i 




Without Covers. 

Wood Staves. Drop Side 


to 

Dozen . . . 


ENGINEERS’ STEEL ASH CANS. 



EXTRA, HEAVY. 

Without Covers. Japanned. 

Heavy Stationary Side Handles. 

Extra Heavy Hoop on Top and Double Hoop on Bottom 


Nos 050 070 A 080 0100 

Inches 15x24 17x24 18x24 20x24 

Covers to fit, Nos 5 7 8 10 

Dozen .... 


For Covers see Page No. 99. 


Order by Number Only. 
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ENGINEERS' STEEL ASH CANS. 



EXTRA HEAVY. 

Without Covers. Galvanized. 

Heavy Stationary Side Handles. 

Extra Heavy Hoop on Top and Double Hoop on Bottom 


Nos 50 70 80 100 

Inches 15x24 17x24 18x24 20x24 

Covers to fit, Nos 5 7 8 10 

Dozen 



EXTRA HEAVY. 

Without Covers. Japanned. 

Triple Ribbed Steel Staves. 

Heavy Stationary Side Handles. 

Extra Heavy Hoop on Top and Double Hoop on Bottom. 


Nos 0115 0117 0118 0120 

Inches 15x24 17x24 18x24 20x24 

Covers to fit, Nos 5 7 8 10 

Dozen 



EXTRA HEAVY. 

Without Covers. Galvanized. 

Triple Ribbed Steel Staves. 

I Heavy Stationary Side Handles. 

Extra Heavy Hoop on Top and Double Hoop on Bottom. 

Nos 1150 1170 1180 1200 

l Inches 15x24 17x24 18x24 20x24 

) Covers to fit, Nos 5 7 8 10 

Dozen 


For Covers see Page No. 99. 

% 

Order by Number Only. 


WHEELING CORRUGATING COMPANY. 


99 


ASH GAN BOTTOMS. 



Diameter. 

No. 10 Gauge 
No. 18 Gauge 
No. 20 Gauge 
No. 22 Gauge 
No. 24 Gauge 


Black Iron. 

Drawn Seamless, with One-Inch Flange. 

Styles, Flat or Concave. 

14 15 17 18 • 20 Inches. 



Diameter. 

No. 10 Gauge 
No. 18 Gauge 
No. 20 Gauge 
No. 22 Gauge 
No. 24 Gauge 


Galvanized After Making. 

Drawn Seamless, with One-Inch Flange. 

Styles, Flat or Concave. 

14 15 17 18 20 Inches. 


ASH GAN COVERS. 



Nos 4 

Diameter 14 

Gross ... 


Nos 4 

Diameter 14 

Gross ... 


Galvanized. 

Seamless to Fit Inside. 

Stiff Handles Riveted on Securely. 

5 7 8 10 

15 17 18 20 


Made from Heavy Sheet Steel. Have beaded edge and fitted with heavy well 
shaped handles, securely riveted on. 


CAPACITY OF WHEELING ASH AND GARBAGE CANS IN GALLONS. 

(Approximate.) 


GARBAGE CANS. 


Sizes. Gallons. 

No. 000 3$ 

No. 00, 10 4 $ 

No. 02, 20, 40, 73 0 $ 

No. 03, 74 8 $ 

No. 04, 30, 50, 75 10 $ 

No. 11 , 14, 0i4 Ilf 

No. 70 12 $ 

No. 11$ 13 

No. 300, 310 13$ 

No. 77 , 21 J 


ASH CANS. 

Sizes. 

No. 14 

No. 14$, 140, 104 

No. 050, 50, 0115, 1150. . 
No. 15, 150, 105, 2150. . . 

No. 04$, 08$ 

No. 070, 70, 0117,1170.. 
No. 17, 170, 107, 2170. . . 

No. 041 

No. 080, 80, 0118, 1180. . 
No. 18, 180, 108, 2180. . . 
No. 0100 , 100 , 0120 , 1200 
No. 20, 200, 110, 2200. . . 


Gallons. 


•Hi 

.18 

.19 

.. 22 $ 

.23 

.24$ 

.25 

.20 

27$ 

.32 

. 33 $ 
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WHEELING CORRUGATING COMPANY. 


WHEELING STEEL BASKETS. 


Heavy S wedged Bodies. Special Smooth Steel. 



WITH BAILS AND SIDE HANDLES. 


Japanned, 


Inches 

14x9 


Doien 


Bushels, 



Galvanized. 

No. Bushels. Inches. Dozen. 
16 4 14x9 


WITH CLIPS AND DROP HANDLES. 



Inches. 

14x9 

17Jxllf 

21x124 


Dozen 


Bushels 


Inches. 

14x9 

174xll| 

21x124 


Dozen, 


Bushels, 


Shipped nested K dozen in a bundle. 


Order by Number Only. 
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WHEELING DRY MEASURES. 



GALVANIZED. 


Made from Smooth Steel Sheets. Strongly wired around top and have sub- 
stantial corrugated bottoms. Galvanized after making, therefore practically 
watertight. Each size guaranteed to hold exact cubical contents. 


Nos 

10 

20 

40 

60 

80 

Quarts 

1 

2 

4 

6 

8 

Inches 

Gross 

• • • 5*x3X 

7 Xx4* 


9x7 X 

11x6 X 



JAPANNED. 


Made from Smooth Steel Sheets. Strongly wired around top and have sub- 
stantial corrugated bottoms. Japanned and baked. Each size guaranteed to hold 
exact cubical contents. 


Nos 

010 

. 020. 040 

060 

080 

Quarts 

1 

2 4 

6 

8 

Inches 

Gross 

. . . 5Kx3X 

7*x4tf 8Kx5* 

9x7 X 

11x6 X 


Shipped 

X dozen in a crate. 




Order by Number Only. 
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WHEELING DRY MEASURES 



Japanned. 

Graduated Bodies. Corrugated Bottoms. 
Riveted Side Handles. 

No 31 

Capacity i bu. 

Inches 13x 10f 

Gross 


Japanned. 

Graduated Bodies. Corrugated Bottoms. 
Side Handles and Bails. 

No 82 

Capacity £ bu. 

Inches 13xl0f 

Gross ... 



Galvanized. 

Graduated Bodies. Corrugated Bottoms. 
Riveted Side Handles. 


No 41 

Capacity J bu. 

Inches 13x10$ 

Gross. 



Galvanized. 

Graduated Bodies. Corrugated Bottoms. 
Side Handles and Bails. 

No • 42 

Capacity % bu. 

Inches 13x10$ 

Gross .... 


Shipped nested, K dozen in a crate. 


Order by Number Only. 
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WHEELING JAPANNED COAL HODS 




FUNNEL. 


OPEN. 


Plain 


No*. . . . 
Inches. . 
Gross. . . 




Bottoms 


Corrugated 

Nos.... 115 

Inches. . 15 

Gross 


Plain Bodies. 

Nos 

Inches 

Gross 


Round 


Bottoms. 



FUNNEL. 

Corrugated Bodies. Round Bottoms. 


Nos 

.... 815 

816 

817 

818 

Inches 

15 

16 

17 

18 

Gross 

OPEN. 

Bronze Banded. 




Plain Bodies. Round Bottoms. 




Nos 

Inches 

Gross 


Nos. ... 215 

Inches. . 15 

Gross 


Bronze Banded 
Plain Bodies. Round 


Can supply fitted with Wood Rolls on Bails at slight advance in price. 
Open Hods shipped H doz. in a bundle. 

Funnel Hods shipped Y\ doz. in a bundle. 

Order by Number Only. 
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WHEELING GALVANIZED GOAL HODS 





FUNNEL. 

Plain Bodies. Round Bottoms. 


Noa 715 716 717 718 

Inches 15 16 17 18 

Gross .... 


OPEN. 

Corrugated Bodies. Round Bottoms. 

Nos ... . 615 616 617 618 620 

Inches. . 15 16 17 18 20 

Gross ... ... 


FUNNEL. 

Corrugated Bodies. Round Bottoms. 


Nos 915 916 917 918 

Inches 15 16 17 18 

Gross .... .... 



WHEELING RAILROAD COAL HODS. 


OPEN. 


Extra Heavy. 

Plain Bodies. Round Bottoms. 


Japanned- Galvanized. 


Nos 181 186 

Inches 18 18 

Gross 


Will stand the hardest usage. 

Can supply fitted with Wood Rolls on Bails at slight advance in price. 
Open Hods shipped Y dozen in a bundle. 

Funnel Hods shipped Yk dozen in a bundle 
Order by Number Only. 
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GALVANIZED OIL CANS. 

TESTED AND GUARANTEED. 

CRESCENT OIL CANS. 

1 Gallon. 

Made of galvanized iron with embossed tin tops. 
Ball stoppers in spouts. l£ in. filler caps double seamed 
in. Heavy wire bails with enameled wood handles. 
Bright red bands around tops and bottoms. Attractive 
labels lithographed in colors. 

No 0 

Gross .... 


CRESCENT OIL CANS. 

1 Gallon. 

Made of galvanized iron with embossed tin tops. 
Ball stoppers in spouts, l£ in. filler caps double seamed 
in. Heavy wire bails with enameled wood handles. 
Bright red bands around tops and bottoms. Attractive 
labels lithographed in colors. 

These cans have strong handles on backs. 

No 15 

Gross ... 

CRESCENT SPOUT CANS. 

Made of galvanized iron with embossed tin tops. 
Extra large spouts with screw caps on ends, l£ in. filler 
caps double seamed in. Heavy wire bails with enameled 
wood handles. Bright red bands around tops and bot- 
toms. Attractive labels lithographed in colors. 


No 02 03 05 

Gallons 2 3 5 

Gross 


CRESCENT FAUCET CANS. 

Made of galvanized iron with embossed tin tops. 
Fitted with heavy tinned metal faucets, lj in. filler 
caps double seamed in. Heavy wire bails with enameled 
wood handles. Bright red bands around tops and bot- 
toms. Attractive labels lithographed in colors. 


No 030 050 

Gallons . 3 5 


Gross .... 

Can supply fitted with any style Brass Faucets. 


2, 3 and 5 gallon cans made with stamp .d ears, riveted cn. 

Shipped — 1 gal., 1 doz.; 2 and 3 gal., £ doz.; and 5 gal., J doz., in a crate. 
Order by Number Only. 
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GALVANIZED OIL CANS. 

TESTED AND GUARANTEED. 

WHEELING OIL CANS. 

1 Gallon. 

Made entirely of galvanized iron with embossed tops. 
Ball stopper in spouts. Filler caps 1$ in., double seamed in. 
Heavy wire bails with enameled wood handles. Bright red 
bands around tops and bottoms. Attractive labels litho- 
graphed in colors. 

No 101 | Grose 

WHEELING SPOUT CANS. 

Made entirely of galvanized iron with embossed tops. 
Extra large spouts with screw caps on ends. Filler caps 1 j in., 
double seamed in. Heavy wire bails with enameled wood 
handles. Bright red bands around tops and bottoms. At- 
tractive labels lithographed in colors. 

No 102 103 105 

Gallons 2 3 5 

Gross — .... 

WHEELING FAUCET CANS. 

Made entirely of galvanized iron with embossed tops. 
Fitted with heavy tinned metal faucets. Filler caps 1 j in., 
double seamed in. Heavy wire bails with enameled wood 
handles. Bright red bands around tops and bottoms. At- 
tractive labels lithographed in colors. 


No 203 205 

Gallons 3 5 

Gross .... ’ /. . , 


Can supply fitted with any style Brass Faucet. 




re 1$ in. lined 
Led wire bails 
i blue. Hand- 
cans carefully 


VIRGINIA FAUCET CANS. 


5 Gallons. 


Made from extra heavy galvanized iron. Fitted with 
genuine solid brass polished lever handle faucets securely 
attached and reinforced by heavy boss, 
filler caps, double seamed in. Heavy 
with enameled wood handles. Bodies i 
some labels lithographed in colors. All 
wrapped in paper. 

No 1205 

Size Faucet \ in. . 

Gross ... 

2, 3 and 5 gallon cans ' maJe with stamped ears, riveted on. 

Shipped — 1 gal., 1 doz.; 2*and 3 gal., i doz.;"and 5 gal., J doz., in a crate 
Order by NumbeFOnly. 
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GALVANIZED OIL CANS. 

TESTED AND GUARANTEED. 



NEVER-DRIP FAUCET CANS. 

5 Gallons. 

These are the same as Wheeling Cans, described on 
page No. 103, with faucets in tops, filler caps on opposite 
sides and and heavy lay down rests on bodies (see cut). 
When not in use the faucet being at top prevents drip or 
waste of oil if not properly closed. 

No 25 | Grose 



WHEELING GASOLINE SPOUT CANS. 

These are the same as Wheeling Spout Cans, described 
on page No. 103. Cans are enameled a brilliant red and 
stenciled in black. The 1 gallon cans have spouts fitted 
with brass extinguishers. These cans are made to satisfy a 
growing demand for safe Gasoline Cans, as they cannot be 
mistaken for oil cans. 


No 501 502 503 505 

Gallons 1 2 3 5 

Gross ... .... .... 



WHEELING GASOLINE FAUCET CANS. 

These are the same as Wheeling Faucet Cans described 
on page No. 103. Cans are enameled a brilliant red and 
stenciled in black. Our Gasoline Cans are made to conform 
with the strict state laws — especially of the northwest. The 
use of the Gasoline Can will do much towards preventing 
accidents. 

No 608 605 

Gallons 8 5 

Gross .... 



WHEELING SHIPPING CANS. 

Made entirely of Galvanized iron with embossed tops. 
Filler caps li in. double seamed in. Heavy wire bails with 
enameled wood handles. 

No 302 303 305 

Gallons 2 3 5 

Gross .... 


2, 3 and 5 gallon cans maee with stamped ears, riveted on. 

Shipped 1 g al. 1 doz.; 2 and 3 gal. i doz. and 5 gal. \ doz. in a crate. 
Order by Number Only. 
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SHEET COPPER. 

FOR ALL PURPOSES: GUTTERS. VALLEYS. CORNICE. BAR WORK, ETC. 

Table of Weights Per Sqnare Foot, and Thickness Per Stubs’ Wire Gauge. 


Stabs' Ganqe, Nearest No 

i 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

Thickness in Decimal 
Parts of 1 inch 

.300 

.284 

.259 

.238 

220 

.203 

.180 

.165 

.148 

.134 

.120 

.109 

.095 

.086 

Ounces per Square Ft. 

223 

211 

193 

177 

164 

151 

134 

123 

110 

100 

89 

81 

70 

64 

Stabs’ Giigi, Nearest No 

15 

16 

18 

19 

21 

22 

23 

24 

26 

27 

29 

31 

33 

35 

Thickness in Decimal 
Parts of 1 inch 

.0754 

.0645 

.0538 

.0430 

.0322 

■ 0269 

.0242 

.0215 

.0188 

.0161 

.0134 

.0107 

.00806 

.00537 

Ounces per Square Ft. 

56 

48 

40 

32 

24 

20 

18 

16 

14 

12 

10 

8 

6 

4 


Base Price cents per pound. 

SCHEDULE OF EXTRAS FOR HOT ROLLED SHEET COPPER. 


SIZES OF SHEETS. 

64 o z. and over 50 
lb. Sheet, 30x60 
and heavier. 

N 

O 

3 

*3 

4 *- 

N o « 
° ° « 

SB* 

24 oz. up to 32 oz.j 

18% to 25 lb. 

Sheet. 30x60. 

16 oz. up to 24 oz. 

12% to 18X lb. 

Sheet, 30x60. 

14 oz and 15 oz. ! 

11 to 12% lb. 

Sheet. 30x60. ! 

12 oz. and 13 oz. | 

9% to 11 lb. 

Sheet, 30x60. 

10 oz. and 11 oz. | 

7 % to 9% lb. . 

Sheet, 30x60. 

N 

. 

N <u 

0^X1 

N 

O 

00 

8 

5 

V 

. 3 

3 

WIDTHS. | LENGTHS. 

Cents Per Pound Advance Over Base Price. 

Not wider than 

30 inches. 

Not longer than 72 inches.. 

Base 

Base 

Base 

Base 

1 

2 

3 

6 

9 

Longer than 72 inches but 
not longer than 96 inches... 

Base 

Base 

Base 

Base 

1 

3 

6 

9 


Longer than % inches 

Base 

Base 

Base 

Base 

2 

6 




Wider than 30 
inches but 
not wider than 

36 inches. 

Not longer than 72 inches.. 

Base 

Base 

Base 

Base 

2 

4 

7 

10 

— 

Longer than 72 inches but 
not longer than 96 inches... 

Base 

Base 

Base 

Base 

2 

6 

9 


Longer than 96 inches but 

not longer than 120 inches.. 

Base 

Base 

Base 

1 

3 





Longer than 120 inches 

Base 

Base 

1 

2 






Wider than 36 
inches but 
not wider than 

48 inches. 

Not longer than 72 inches.. 

Base 

Base 

1 

2 

4 

7 

10 




Longer than 72 inches but 
not longer than 96 inches... 

Base 

Base 

1 

3 

4 

5 

8 



Longer than 96 inches but 
not longer than 120 inches.. 

Base 

Base 

2 

8 





Longer than 120 inches 

Base 

1 

3 

6 






Wider than 48 
inches but 
not wider than 

60 inches. 

Not longer than 72 inches.. 

Base 

Base 

1 

3 

6 

11 




Longer than 72 inches but 

not longer than 96 inches... 

Base 

Base 

2 

4 

9 





Longer than % inches but 
not longer than 120 inches.. 

Base 

1 

3 

4 

6 






Longer than 120 inches 

1 

2 

8 






Wider than 60 
inches but 
not wider than 

72 inches. 

Not longer than 96 inches.. 

Base 

1 

3 

8 






Longer than % inches but 
not longer than 120 inches.. 

Base 

2 

5 

10 






Longer than 120 inches 

1 

3 

8 







Wider than 72 
inches but 
not wider than 
than 108 inches. 

Not longer than 96 inches.. 

1 

3 

6 







Longer than 96 inches but 
not longer than 120 inches.. 

2 

4 

7 







Longer than 120 inches 

3 

5 

9 







Wider than 108 
inches 

Not longer than 132 inches. 

4 

6 








Longer than 132 inches 

6 

8 









The longest dimension in any sheet shall be considered as its length. 
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SHEET COPPER EXTRAS. 


CIRCLES, SEGMENTS AND PATTERN SHEETS, three (3) cents 
per pound advance over prices of Sheet Copper required to cut them 
from. 

ALL COLD OR HARD ROLLED COPPER, 14 oz. per square 
foot and heavier, one (1) cent per pound over the foregoing prices. 

ALL COLD OR HARD ROLLED COPPER, lighter than 14 oz. 
per square foot, two (2) cents per pound over. the foregoing prices. 

COLD ROLLED AND ANNEALED COPPER SHEETS AND 
CIRCLES, wider than 17 in., take the same price as Cold or Hard 
Rolled Copper of corresponding dimensions and thickness. 

ALL POLISHED COPPER, 20 in. wide and under, one (1) cent 
per pound advance over the prices for Cold Rolled Copper. 

ALL POLISHED COPPER, over 20 in. wide, two (2) cents per 
pound advance over the prices for Cold Rolled Copper. 

COLD ROLLED COPPER, prepared suitable for polishing, same 
prices and extras as Polished Copper. 


EXTRAS FOR TINNING. 

Tinning Sheets, on one side, all sizes, 3# cents per square foot 
Both sides 7 cents per square foot. 

For Tinning Circles and Segments, 3 % cents per square 
foot upon the square of the circle, i. e. a 12 inch circle is considered 
one square foot. 

For Tinning the Edges of Sheets, one or both sides, price shall 
be the same as for tinning all of one side of the specified sheet. 


COPPER BOTTOMS, PITS AND FLATS. 

ADVANCES OVER BASE. 


14 oz. to square foot, and heavier 4 cents per lb. 

12 oz. and up to 14 oz. to square foot 5 cents per lb. 

10 oz. and up to 12 oz 7 cents per lb. 

Lighter than 10 oz 10 cents per lb. 


Circles less than 8 in. diameter, 2c per lb. additional. 

Circles over 13 in. diameter, are not classed as Copper Bottoms. 
Polished Copper Bottoms and Flats, lc per lb. extra. 
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SHEET ZING. 


Gauges. 

No. 9 to 19, inclusive. 

No. 8 

No. 7 

No. 6 

No. 5 

No. 4 

No. 3 


Widths. 

32 to 52 inches. 
32 to 40 inches. 
32 to 40 inches. 
32 to 40 inches. 
32 to 40 inches. 
36 inches. 

36 inches. 


Lengths. 

72 to 96 inches. 
84 inches. 

84 inches. 

84 inches. 

84 inches. 

84 inches. 

84 inches. 


We carry in stock at Wheeling and at our several Warehouses, No. 9, 36x84 
but can ship any size or gauge desired from factory promptly. 


CHARGES FOR SMALL LOTS. 


In Casks of 100 lbs. (all Nos. up to and including No. 12) 15 cents extra per 
100 lbs. 

In 200 and 300 lb. Casks (all Nos. up to and including No. 14) 10 cents extra 
per 100 lbs. 

Orders for less quantities than 400 Lbs. are subject to an extra charge of 20 
cents per 100 lbs. 


NAILS. 

BLACK, GALVANIZED AND TINNED. 



STOCK SIZES. 

BARBED ROOFING X inch. 1 inch. 1 X inch. IX inch. IX inch. 

BARBED COMMON IX inch. IX inch. 2 inch. 2X inch. 3 inch. 

SLATING 1 inch. IX inch. IX inch. IX inch. 2 inch. 
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JUNIATA METAL. 



5 LB. INGOTS. 


Packed in 50 and 100 pound Boxes. 

This is an anti-friction metal of the highest grade. It has been used for years 
by the Whitaker Iron Co., Laughlin Nail Co., Tyler Tube and Pipe Co. and the 
LaBelle Iron Works, and because of the eminent satisfaction it has given, we have 
taken the exclusive sale. 

We make one grade only. 

We know it to be true economy to buy the best anti-friction metal. A metal 
like many Babbitt metals is dear at any price. Many dealers do not know, nor 
do they care about quality. The 'good metal saves full wear and tear, oil and 
time. 



SPELTER. 


Slabs weigh about 50 lbs. each. 

We always carry a large stock of choice brands. 



PURE BLOCK TIN. 

Pigs weigh from 100 to 125 lbs. 
Large Ingots weigh 5 lbs. 

Small Ingots weigh 4 lbs. 

Bars weigh 1 % lbs. 

We buy only choice brands of Tin. 
Always carried in stock. 



112 


WHEELING CORRUGATING COMPANY. 


SOLDER. 


All Brands of our Solder made from NEW METALS. 

Price depends on quality and quality depends on the quantity of Tin. Solder 
made from old metals is not as good as that made from pigs. 

Slides for Special Brands cost $12 50. We make special mixture lots iq 
quantities of not less than 500 lbs. and brand to suit customers, provided they 
pay for the special slides. 





w.c.co. 

f; EXTRA 
j' QUALITY Wl PING 


W. C. CO.’S WARRANTED A and A — 50 parts of Tin to 50 parts of Lead. 
COMMERCIAL A and A — 48 parts of Tin to 52 parts of Lead. 
PANHANDLE — 44 parts of Tin to 56 parts of Lead. 

PLUMBER’S WIPING — 5 lb. Ingots — 40 parts of Tin to 60 parts of Lead. 



SOLDERING COPPERS. 
Sizes : 2, 3, 4, 5, 6 and 8 lbs. 


SOLDERING COPPER HANDLES. 
Made of best hardwood, neatly finished. 



PIG LEAD. 



Pigs weigh about 85 lbs. each. 

We buy only choice brands of Lead. 

Weight given may vary a few pounds more or less per pig. 
Always carried in stock. 
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VENTILATORS. 

GALVANIZED STEEL. 



Prevent smoky chimneys and are absolutely storm-proof. 

LIST PRICES. 


2 in. 

$1 00 each 

2£ “ 

1 00 44 

3 44 

1 50 44 

CO 

1 50 44 

4 44 

1 75 44 

41 “ 

2 00 44 

6 44 

2 50 44 

5i “ 

2 85 44 


6 in. $3 40 each 

7 44 4 00 “ 

8 “ 4 65 “ 

9 44 5 25 “ 
10 44 5 75 44 
12 44 6 75 “ 
14 44 13 00 “ 
16 44 20 00 11 


18 in. $ 27 00 each 

20 44 33 00 “ 

24 “ 40 00 * 

30 44 66 00 ‘ 

36 “ 120 00 ‘ 4 

40 “ 180 00 “ 

48 44 240 00 44 

60 14 360 00 u 


Copper Ventilators and Ventilators with Glass Tops quoted on application 


TINNERS' RIVETS. 

Made from best Norway Iron. 
LIST PRICES PER 1,000 IN PAPERS. 


Size, oz. 8 10 12 14 1 lb. 1* 1J 1| 2 2J 

BLACK $ 20 $ 22 $ 24 f 26 $ 27 $ 29 $ 33 $ 37 $ 42 $ 55 

TINNED 28 31 35 39 42 48 55 64 72 83 

Size, lb. 3 3£ 4 6 6 7 8 9 10 12 

BLACK $ 60 $ 70 $ 76 f 90 $1 08 $1 26 fl 44 $1 63 $1 76 »1 96 

TINNED 1 05^1 2221 36^1 65 1 98 2 31 2 64 2 88 3 25 3 76 
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Rust Proof, Lock Seam, Galvanized Steel 

Stock and Storage Tanks. 

The superiority of our tanks lies in the fact that they are made so that rust is 
impossible, no black iron being used where it comes in contact with the water or 
other contents of the tank. All joints or seams on the sides are constructed with 
our Rust-Proof Lock Seam. By “ Lock Seam” we mean that the edges of the steel 
sheets are not simply lapped over each other but are double folded with heavy 
pressure, like the joints in fine tinware. These seams are then soldered, which 
makes rust impossible. Instead of the seams or joints being the weak part as often 
proves to be the case with a great many tanks, they are in reality the strongest 
and most cturable parts of our tanks. Angle iron braces are used on the outside 
and top edges of the tanks, securely riveted. In making large tanks of No. 18 or No. 
16 gauge, the seams are riveted with tin rivets, closely set, which also makes rust 
impossible. In making knocked down tanks, galvanized angles are always used 
for riveting the sides and bottoms together. As it is necessary for the customer 
to solder at this point, the great advantage of the galvanized angle over black will be 
seen at once. All tanks, except knocked down or storage tanks, are fitted with a 
flat bottom so there is nothing to do but place the tank on a solid foundation for 
use. The bottoms are made by flanging out 1 inch of the side of the tank. This 
flange and the bottom of the tank are then riveted between two bands of soft Bes- 
semer steel, l A inch thick. 

When ordered we will ship “ knocked down ” any of our stock tanks, which 
means that the sides will be detached from the bottom, and on small tanks the 
bottoms are in one piece. On large sizes, two pieces. The sides are all seamed 
together except one joint and rolled up in a bundle. We recommend the tanks 
to be ordered shipped in this way when going long distances, thereby saving con- 
siderable in the freight charges. On a tank set up ready for use the freight is 
about twice as much as when shipped knocked down. In setting up the tanks 
only two joints on small sizes and three joints on large sizes are put together at 
destination. The angle bar around the outer edge of bottom is riveted to the bot- 
tom, and also has rivet holes to receive the side all fitted. In setting it up 
stand the roll for the side, end down on the bottom, and unfold it, bringing the 
two rivet holes of side and bottom which are marked to match, together, and rivet; 
finishing with the side seam, and then put on the rim at upper edge with rivet hole 
in tank designated by long black mark. Then hammer up all seams so that pres- 
• sure will not spring them to crack the solder, being careful to solder all small 
rivets over. Large rivets must be drawn up carefully to fill hole tight so water 
cannot passthem. With knocked down tanks we send sufficient rivets and solder 
so that all that is required is the necessary labor. 

The best foundation for a steel tank is the ground. If desired to raise it a 
little above the level of the ground, fill up with earth. This is better than timber 
and contact with the earth will not injure it. 
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Round Galvanized Steel Stock and Storage 


Tanks. 



ALWAYS SHIPPED SET UP IF NOT ORDERED KNOCKED DOWN. 

Made of No. 20 U. S. Standard Gauge Galvanized Steel. This gauge 
steel is sufficiently heavy in any of the following sizes when used for ordinary 
stock watering. However, if heavier material is desired we can furnish No. 18- 
Gauge steel which will add to the following prices 20 per cent. For X, 1, or IX 
inch threaded pipe connections, add 25c each. For X or X inch faucet, add $1.10. 
For 1 inch faucet, add $1.95. 


Nos. 

Diameter, 

Feet 

Height, 

Feet 

Capacity, 

Barrels 

Weight, 

Pounds 

List 

Prices 

1 

3 

2 

3K 

75 

$ 8 00 

2 

4 

2 

6 \ 

97 

9 50 

3 

4 

2M 

7 

112 

10 75 

4 

4 

3 

9} 

130 

12 75 

5 

4 

4 

12 

160 

16 00 

6 

4 

5 

14 

200 

19 00 

7 

4 

6 

18] 

225 

23 75 

8 

4 

8 

24 i 

277 

26 00 

9 

5 

2 

9K 

135 

13 00 

10 

5 

2X 

12 

150 

14 50 

11 

5 

3 

14 

170 

15 50 

12 

5 

4 

19 

193 

21 00 

13 

5 

5 

24 

245 

23 75 

14 

5 

6 

28 

280 

28 00 

15 

5 

8 

37 Vi 

348 

33 00 

16 

5X 

8 

45 

390 

39 00 

17 

6 

2 

14 

170 

16 00 

18 

6 

2X 

17 

180 

17 50 

19 

6 

3 

20 

200 

20 00 

20 

6 

4 

27 

255 

25 00 

21 

6 

5 

34 

285 

30 00 

22 

8 

2 

24 

265 

28 00 

23 

8 

2X 

30 

290 

30 00 

24 

10 

2 

31 X 

375 

39 00 

25 

10 

2X 

46 

410 

42 00 

26 

12 

2 

54 

550 

53 00 

27 

12 

2X 

67 Y 

600 

58 00 


Any of the above Tanks can be shipped Vet up ready for use, excepting Nos. 
22, 23, 24, 25, 26 and 27, which are shipped knocked down. 
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Round End Galvanized Steel Stock and 
Storage Tanks* 



Made of No. 20 U. S. Standard Gauge Galvanized Steel. On tanks 6 and 8 ft. 
long we furnish one angle brace across the top and two angle braces on each side. 
On 10 ft. tanks two braces across the top, and three braces on each side. For 
18 gauge steel, add 20 per cent, to the following prices. Pipe connections and 
faucets, same as on round tanks. 


Nos. 

Width, 

Feet 

Height. 

Feet 

Length, 

Feet 

Capacity. 

Barrels 

Weight, 

Pounds 

List 

Prices 

101 

2 

2 

4 

3 Yi 

70 

$ 7 00 

102 

2 

2 

5 

4 % 

86 

8 70 

103 

2 

2 

654 

6Yi 

110 

10 75 

104 

2 

2 

7 

6 M 

119 

11 25 

105 

2 

2 

8 

7Y 

137 

12 25 

106 

2 

2 

10 

9Y 

160 

15 00 

107 

2 

2Y 

8 

9Yi 

150 

14 00 

108 

2Yi 

2 

8 

9Y 

144 

13 00 

109 

2 M 

2 

10 

12 

180 

16 80 

110 

2 Yi 

2Yi 

8 

12 

150 

15 00 

111 

3 

2 

8 

liM 

152 

14 00 

112 

3 

2 

10 

14 

185 

17 50 

113 

3 

2M 

8 

14 

166 

16 00 

114 

3 

2 Yi 

10 

18 

210 

20 00 

115 

3 

3 

10 

21 

235 

23 75 

116 

4 

2 

8 

15 

173 

18 00 

117 

4 

2 

10 

19 

210 

21 50 

118 

4 

2 

12 

22 

255 

25 75 

119 

4 

2 

14 

26 

300 

29 50 

120 

4 

2 

16 

30 

372 

34 00 

121 

4 

2Y 

8 

17 

190 

20 00 

122 

4 


10 

24 

247 

24 00 

123 

4 

2Yi 

16 

38 

400 

38 00 

124 

4 

3 

8 

23 

215 

22 00 

125 

4 

3 

10 

29 

277 

28 50 

126 

4 

5 

10 

47 

440 

41 00 

127 

5 

2 

16 

38 

412 

40 00 

128 

5 

2K 

16 

47 

435 

45 00 

129 

6 

2 

8 

23*4 

240 

23 00 

130 

6 

2 

10 

28 Y: 

285 

27 50 

131 

6 

2 

16 

45 

490 

45 50 

132 

6 

2M 

8 

28 X 

255 

26 00 

133 

6 

2K 

10 

35M 

300 

29 50 

134 

6 

3 

10 

42K 

325 

32 50 

135 

6 

4 

10 

56 

434 

44 00 

136 

6 

5 

* 10 

70 

540 

54 00 


THE ABOVE TANKS ARE SHIPPED SET UP, UNLESS ORDERED KNOCKED DOWN. 
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and 


Made of No. 20 U. S. Standard Gauge Galvanized Steel. All tanks 6 and 8 
ft. in length furnished with one angle brace across the top and two angle braces 
on each side. On 10-ft. tanks two angle braces across the top and three on each 
side. For 18 gauge, add 20 per cent, to following prices. For pipe connections 
and faucets, same price as on round tanks. 


Nos. 

Width, 

Feet 

Height, 

Feet 

Length, 

Feet 

Capacity,* 

Barrels 

Weight, 

Pounds 

List 

Prices 

201 

2 

2 

4 

3X 

90 

$ 8 50 

202 

2 

2 

5 

4 X 

105 

9 50 

203 

2 

2 

6 

5X 

120 

11 00 

205 

2 

2 

8 

lYi 

158 

16 00 

207 

2 

2Y 

8 

9 Yi 

175 

18 00 

208 

2Yi 

2 

8 

9Y2 

175 

17 50 

210 

2Yi 

2 Yi 

8 

12 

195 

19 50 

211 

3 

2 

8 

11 Yi 

185 

18 75 

212 

3 

2 

10 

14 

220 

22 00 

213 

3 

2Yi 

8 

14 

210 

20 50 

214 

3 

^2 Yi 

10 

18 

240 

24 50 

215 

3 

3 

10 

21 

270 

26 7* 

216 

4 

2 

8 

15 

220 

2 > 00 

217 

4 

2 

10 

19 

265 

25 75 

221 

4 

2Yi 

8 

17 

250 

25 00 

222 

4 

2Y 

10 

24 

295 

28 75 

224 

4 

3 

8 

23 

260 

26 40 

225 

4 

3 

10 

29 

325 

31 75 


SHIPPED SET UP IF NOT ORDERED KNOCKED DOWN. 


Sq uare End Galvanized Steel Stock 
Storage Tanks. 
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WHEELING METAL CEILINGS. 

In the following pages there are shown several Metal Ceilings 
chosen at random from our large number of designs. The limited 
space will not permit us to show our entire line of this material. 
To properly display the great variety of patterns we now carry in 
stock, requires allarge catalog in itself. 

Our Ceiling Catalog wall be furnished free upon application, 
to architects, to all builders and to those who contemplate the 
use of Metal Ceilings. 

Estimates and drawings showing arrangements suitable for 
rooms of any size and shape will be made without charge upon 
receipt of plans and sketches showing detailed measurements. 

We wish to call particular attention to the Joint used 
on our Metal Ceilings. Each bead is machined in the steel 
die and is absolutely I correct, making a dust proof joint, because 
the beads fit perfectly together: In designing this bead we have 
had in mind its appearance in connection with the designs with 
which it is used. It [is the most perfect fitting and artistic bead 
on the market. 

WE HAVE THE LARGEST AND MOST ARTISTIC VARIETY 
OF METAL CEILINGS IN THE WORLD. 
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ENCAUSTIC ENAMELED METAL CEILINGS. 


For Beauty and Durability, Less Time and Trouble to Install, No 
Expense for Re-decorating. 


We have succeeded in producing an enameled metal ceiling with the com- 
bined qualities of a hard, porcelain-like surface with sufficient elasticity to stand 
transportation, handling and erecting without damage. 

As both sides of the sheet are enameled, Encaustic Metal Ceilings are prac- 
tically indestructible. They are not affected by leaking or broken water pipes 
The colors cannot fade nor the gold decoration tarnish, as they are burned on 
and are covered with a transparent enamel which is also burned on and protects 
them from the action of the atmosphere. 

Encaustic Metal Ceilings are complete when placed in position and your 
room will not be torn up and full of scaffolding for days while the ceiling is 
being decox^ted. When the erectors are through, the ceiling is finished. No 
waiting for painters. 

When the ceiling becomes soiled or smoked, it is only necessary to use good 
soap, warm water and a sponge to restore the original beauty. They can be 
washed as often as may be necessary without losing their fresh appearance. 

Encaustic Metal Ceilings are as easily erected as painted ones, and can be 
erected by any one familiar with the erection of metal ceilings. 

If furnished with diagrams and dimensions, we will be pleased to prepare 
drawings, showing suitable designs, and will furnish estimates without charge. 
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WHEELING METAL CEILINGS. 



Metal Ceiling Design No. 1210. List Price $8.80 per square. 


We have a large force of artists at your disposal and if you send us 
a plan or diagram, it will cost you nothing for a suggestive design 
and an estimate of the cost. 


We will follow closely your ideas, or, if you prefer, we will use 
our judgment as to selection and arrangement of design. Our 
judgment is based on many years of . experience. 
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WHEELING METAL CEILINGS. 
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Metal Ceiling Design No. 8236. 


List Price $8 . 00 per square. 


METAL CEILINGS ARE PRACTICALLY INDESTRUCTIBLE 
AND ARE DESIGNED FOR ROOMS OF ALL KINDS. 

Adapted to all classes of buildings : Churches, School Buildings, 
Hospitals, Theaters, Places of Amusement, Stores, Dwellings and 
Railway Stations. 
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WHEELING METAL CEILINGS. 



Metal Ceiling Design No. 8253. List Price $8.65 per square. 


IS THE PLASTER FALLING OFF. OR DO UNSIGHTLY 
CRACKS DISFIGURE THE CEILING OR WALLS? 

If so, we suggest that you investigate the merits of our Metal 
Ceilings. You will find them very practicable for such improve- 
ments and of designs suitable to the requirements. 
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WHEELING iMETAL CEILINGS. 



Metal Ceiling Design No. 1230. List Price $8 . 00 per square. 


OUR CEILINGS HAVE THE BEST 
JOINT, FIT BEST, LOOK BEST. 

Great care is used in the production of our Metal Ceilings and 
each piece is carefully inspected before leaving the factory. 
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WHEELING METAL CEILINGS. 



Ceiling Design No. 8262. List Price $9.50 per square. 


We are prepared to erect Metal Ceilings in any section of 
the country, but prefer to have them handled by Sheet Metal Work- 
ers, in their own territories. 

THERE IS NOTHING EXPERIMENTAL ABOUT THE 
ERECTION OF WHEELING METAL CEILINGS. 

Working drawings are furnished showing the location of each 
plate. They are easily erected by'any good workman. 
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WHEELING METAL CEILINGS 



Metal Ceiling Design No. 8248. List Price $10.00 per square. 

WE WILL MAKE SUGGESTIONS 
OR FOLLOW YOURS. 

Our judgment is based on years of experience — we can please 
your taste. 

If you are'building or expect to build or remodel, you should 
investigate'the merits of Metal Ceilings. 
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WHEELING METAL CEILINGS. 



Metal Ceiling Design No. 8046. List Price $9.25 per square. 


Metal Ceilings have proven to be a profitable line for many Cor- 
nice Workers to handle. Designs unlimited — any good Sheet Metal 
Worker can erect them. 

The working drawings which are furnished are plain enough to 
be understood by any good workman. They show where each 
piece belongs. 
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WHEELING METAL CEILINGS. 



Metal Ceiling Design No. 1219. List Price $8.60 per square. 


EMBOSSING THE DEEPEST. 

EFFECT THE BEST. 

Designs and Workmanship in Wheeling Metal Ceilings are the 
Best. 

Special attention given to Clear Cut Embossing. 




128 


WHEELING CORRUGATING COMPANY. 


WHEELING METAL CEILINGS. 
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Metal Ceiling Design No, 8225. 


List Price $8.80 per square. 


ADAPTED TO ALL REQUIREMENTS 
FROM VESTIBULES TO AUDITORIUMS. 


Ceilings of Flat Designs for small rooms. 
Ceilings of Deep, Bold Designs for large rooms. 


a 
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WHEELING METAL CEILINGS. 



Metal Sidewall Design No. 1159. 


List Price $9.50 per sqnare. 


WHEELING METAL CEILINGS AND SIDE WALLS. 


In modern construction, when Metal Ceilings and Side Walls are 
used, the opportunity for artistic designs and decoration cover a 
wide range for interior finish at a moderate cost. Insurance rates 
are largely determined by the character of construction. Metal 
Ceilings are approved by underwriters. 


FIRES OFTEN SPREAD BY BURNING HOLES IN WOOD 
SHEATHED CEILINGS. THEREBY ADDING UNNECESSARILY 
TO THE DAMAGE. BY THE USE OF METAL CEILINGS 
THIS DANGER IS GREATLY LESSENED, IF NOT AVOIDED 


Easily Applied, Over Old Plaster or Wood, in Old or New Buildings. 
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WHEELING METAL CEILINGS. 



Metal Ceiling Design No. 8213. List Price $9.25 per square. 

WHEELING METAL CEILINGS 

Are furnished with a priming coat of white paint on both sides or, 
if a specially durable and artistic ceiling is desired, we recommend 
the Encaustic Enameled finish. 
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WHEELING MCTAL CEILINGS. 



Metal Ceiling Design No. 8232 List Price $8 . 65 per square 


The Encaustic Enameled Finish can be applied to any Design or 
Pattern of Ceiling Plates made by us. The cost is more. But, 
remember, that when the erectors are through the ceiling is fin- 
ished and decorated. 

The gold decoration on our Encaustic Metal Ceilings 
will not tarnish ; the colors will not fade. 
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WHEELING METAL CEILINGS. 



Metal Ceiling Design 8254. List Price $9 25 per square. 


Our Encaustic Metal Ceilings are enameled on both sides and are 
practically indestructible. Not affected by leaking or broken water 
pipes. 

When Encaustic Enameled Metal Ceilings become soiled or 
smoked they are easily restored to their original beauty by the use 
of good soap, warm water and a sponge. 
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WHEELING METAL CEILINGS. 
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Metal Ceiling Design No. 8231. 


List Price $8 . 00 per square. 


OUR ENGAUSTIG METAL CEILINGS 


are complete when placed in position. No waiting for painters. 
Write to us for particulars and special Encaustic Ceiling Catalogue. 
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INSTRUCTIONS FOR APPLYING WHEELING 
METAL CEILINGS. 


SINGLE FURRING. 

FURRING FOR FLAT PLATES AND SHALLOW PANELS. 

Strike chalk lines the length of the room at distances indi- 
cated on the blue print so that they coincide with the center 
lines of the nailing beads on the plates. On these lines nail 
l x lj inch furring strips. Between these strips and across 
the room, nail “ headers ” or cross strips at distances from 
center to center equal to the distances between centers of the 
nailing beads of the plates as indicated on the blue print. Nail 
strips in angle of ceiling and wall and at a distance from the 
wall equal to the projection of the cornice to receive the cor- 
nice brackets. Bring the strips to a uniform depth by driving 
wedges between the strips and the old ceiling or joists, other- 
wise the ceiling will present an uneven appearance when 
completed. Flat plates may be applied to sheathing, in which 
case no furring strips will be required, but the sheathing 
should be level. 

We wish to call particular attention to the lapping bead used 
on our metal ceilings. Each bead is machined in the steel 
die and is absolutely correct, making a dust proof joint, be- 
cause the beads fit perfectly together. In designing this bead 
we have had in mind its appearance in connection with the 
designs with which it is used. It is the most perfect fitting 
and artistic bead on the market. 
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INSTRUCTIONS FOR APPLYING WHEELING 
METAL CEILINGS. 



DOUBLE OR GROSS FURRING. 


FURRING FOR PANELS DEEPER THAN lj INCHES. 

Nail furring strips the length of the room, as for flat plates, 
carefully leveling them with wedges. Then nail other strips 
at right angles on top of these, at distances from center to cen- 
ter equal to the distances between centers of the nailing beads 
of the panels, as shown on the blue print. Nail “ headers” or 
cross strips at right angles to the last strips and on top of the 
first strips applied. This will bring all strips to the same level. 
To bring the cornice to the level of the ceiling nail one strip 
on top of another in the angle between the ceiling and the wall 
and at distance from the wall equal to the projection of the 
cornice. 

The Field should be applied first, then the Cornice and 
finally the Mold, Border or Filler as the case may be. 

Beginning at one corner apply the ceiling plates across and 
along the room, keeping the lapping edges running from the 
light. Each piece should be carefully lapped so the beads 
will be straight and true and the joints not noticeable. The 
plates should be nailed at six inch intervals with one inch wire 
nails with small heads. Use a sharp punch for making nail 
holes where there are more than two thicknesses of metal. 
The filler plate is cut to the proper width and lapped under 
the member on t^e side away from the cornice. 

Close or “s wedge” with a small dull tool any joints which 
may not have lapped tightly owing to the lapping beads hav- 
ing been bent or flattened in applying. 
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